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      Permanent genetic resources added to molecular ecology resources database 1 February 2013-31 March 2013

      Czech Academy of Sciences Publication Activity Database

      Arias, M. C.; Atteke, C.; Augusto, S. C.; Bailey, J.; Bazaga, P.; Beheregaray, L. B.; Benoit, L.; Blatrix, R.; Born, C.; Brito, R. M.; Chen, H.-K.; Covarrubias, S.; de Vega, C.; Djiéto-Lordon, C.; Dubois, M.-P.; Francisco, F. O.; García, C.; Concalves, P. H. P.; González, C.; Gutiérrez-Rodríguez, C.; Hammer, M. P.; Herrera, C. M.; Itoh, H.; Kamimura, S.; Karaoglu, H.; Kojima, S.; Li, S.-L.; Ling, H. J.; Matos Maravi, Pavel F.; McKey, D.; Mezui-M’Eko, J.; Ornelas, J. F.; Park, R. F.; Pozo, M. I.; Ramula, S.; Rigueiro, C.; Sandoval-Castillo, J.; Santiago, L. R.; Seino, M. M.; Song, C.-B.; Takeshima, H.; Vasemägi, A.; Wellings, C. R.; Yan, J.; Du, Y.-Z.; Zhang, C.-R.; Zhang, T.-Y.

         2013-01-01

         Roč. 13, č. 4 (2013), s. 760-762 ISSN 1755-098X Institutional support: RVO:60077344 Keywords : molecular ecology Subject RIV: EB - Genetics ; Molecular Biology Impact factor: 5.626, year: 2013 http://onlinelibrary.wiley.com/doi/10.1111/1755-0998.12121/pdf

      
	
      Recent publications in music 2013: Czech Republic

      Czech Academy of Sciences Publication Activity Database

      Kordík, Pavel

         2014-01-01

         Roč. 61, č. 4 (2014), s. 15-20 ISSN 0015-6191 Institutional support: RVO:68378076 Keywords : bibliography * music ology Subject RIV: AL - Art, Architecture, Cultural Heritage http://www.iaml.info/sites/default/files/pdf/recent_publications_in_music_2013.pdf

      
	
      78 FR 51736 - Notice of FY 2013 Refugee Targeted Assistance Formula Awards to States and Wilson/Fish...

      Science.gov (United States)

      

         2013-08-21

         ... 78, No. 125, published on June 28, 2013, and at http://www.gpo.gov/fdsys/pkg/FR-2013-06-28/pdf/2013-15465.pdf . Statutory Authority: Section 412(c)(2)(A) of the Immigration and Nationality Act (INA) (8 U...

      
	
      The Arabidopsis mutant iop1 exhibits induced over-expression of the plant defensin gene PDF1.2 and enhanced pathogen resistance

      NARCIS (Netherlands)

      Penninckx, I.A.M.A.; Eggermont, K.; Schenk, P.M.; Ackerveken, van den G.; Cammue, B.P.A.; Thomma, B.P.H.J.

         2003-01-01

         Jasmonate and ethylene are concomitantly involved in the induction of the Arabidopsis plant defensin gene PDF1.2. To define genes in the signal transduction pathway leading to the induction of PDF1.2, we screened for mutants with induced over-expression of a β-glucuronidase reporter, under the

      
	
      PDF Explained

      CERN Document Server

      Whitington, John

         2011-01-01

         An introduction to the PDF file format, threaded through with practical examples - deconstructing, creating and processing PDF files. After exploring how PDF is produced, and how it can be edited with tools from text editors to Ghostscript to PDFTK, readers will learn to deal with problems with PDF files and common error messages.

      
	
      PHA Annual report and accounts 2012-2013

      OpenAIRE

      Public Health Agency

         2013-01-01

         The Public Health Agency Annual report 2012-2013 provides background information about the PHA, highlights the achievements during the�2012-2013 financial year and provides an overview of work undertaken in priority areas�within each directorate�of�the organisation.The�full financial accounts are included in this report as is�information on members of the PHA board.Click here for the PDF

      
	
      Kindergarden - Enrollments 2012-2013

      CERN Document Server

      Kindergarden

         2012-01-01

           Enrollments 2012-2013   Monday 5, Tuesday 6, and Wednesday 7 March From 8.00 to 10.00 at the Nursery School   Registration forms will be available from 2nd March onwards: – At the Nursery School, from the Secretary, tel : 73604.    Catherine.Regelbrugge@cern.ch. – At the Nursery School, from the Headmistress, tel : 77925.    Brigitte.Pillionnel@cern.ch. – On the pages of the Nursery School website http://cern.ch/kindergarten/docs/cond%20gales%2012-2013%20EN.pdf. 
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      International Development Research Centre (IDRC) Digital Library (Canada)

      

         

         2012-2013 Expense report for Lauchlan Munro. Download PDF of Expense Report 2012-2013 · What we do · Funding · Resources · About IDRC. Knowledge. Innovation. Solutions. Careers · Contact Us · Site map. Sign up now for IDRC news and views sent directly to your inbox each month. Subscribe · Copyright · Open ...

      
	
      2012-2013 Expense report for Rohinton Medhora | IDRC ...

      International Development Research Centre (IDRC) Digital Library (Canada)

      

         

         2012-2013 Expense report for Rohinton Medhora. Download PDF of Expense Report 2012-2013 · What we do · Funding · Resources · About IDRC. Knowledge. Innovation. Solutions. Careers · Contact Us · Site map. Sign up now for IDRC news and views sent directly to your inbox each month. Subscribe · Copyright · Open ...

      
	
      2012-2013 Expense report for Annette Nicholson | IDRC ...

      International Development Research Centre (IDRC) Digital Library (Canada)

      

         

         2012-2013 Expense report for Annette Nicholson. Download PDF of Expense Report 2012-2013 · What we do · Funding · Resources · About IDRC. Knowledge. Innovation. Solutions. Careers · Contact Us · Site map. Sign up now for IDRC news and views sent directly to your inbox each month. Subscribe · Copyright · Open ...

      
	
      2012-2013 Expense report for David Malone | IDRC - International ...

      International Development Research Centre (IDRC) Digital Library (Canada)

      

         

         2012-2013 Expense report for David Malone. Download PDF of Expense Report 2012-2013 · What we do · Funding · Resources · About IDRC. Knowledge. Innovation. Solutions. Careers · Contact Us · Site map. Sign up now for IDRC news and views sent directly to your inbox each month. Subscribe · Copyright · Open ...

      
	
      Fulltext PDF

      Indian Academy of Sciences (India)

      

         

         the list of essential medicines of the World Health Organization1. Thiamine ... he was just 27!), he published a full paper in the Journal of the American Chemical Society, which for the first time elaborated how ... EML2015_8-May-15.pdf.
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      Heat shock factors HsfB1 and HsfB2b are involved in the regulation of Pdf1.2 expression and pathogen resistance in Arabidopsis.

      Science.gov (United States)

      Kumar, Mukesh; Busch, Wolfgang; Birke, Hannah; Kemmerling, Birgit; Nürnberger, Thorsten; Schöffl, Friedrich

         2009-01-01

         In order to assess the functional roles of heat stress-induced class B-heat shock factors in Arabidopsis, we investigated T-DNA knockout mutants of AtHsfB1 and AtHsfB2b. Micorarray analysis of double knockout hsfB1/hsfB2b plants revealed as strong an up-regulation of the basal mRNA-levels of the defensin genes Pdf1.2a/b in mutant plants. The Pdf expression was further enhanced by jasmonic acid treatment or infection with the necrotrophic fungus Alternaria brassicicola. The single mutant hsfB2b and the double mutant hsfB1/B2b were significantly improved in disease resistance after A. brassicicola infection. There was no indication for a direct interaction of Hsf with the promoter of Pdf1.2, which is devoid of perfect HSE consensus Hsf-binding sequences. However, changes in the formation of late HsfA2-dependent HSE binding were detected in hsfB1/B2b plants. This suggests that HsfB1/B2b may interact with class A-Hsf in regulating the shut-off of the heat shock response. The identification of Pdf genes as targets of Hsf-dependent negative regulation is the first evidence for an interconnection of Hsf in the regulation of biotic and abiotic responses.
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         Afrika Statistika. Journal Home · ABOUT THIS JOURNAL · Advanced Search · Current Issue · Archives · Journal Home > Vol 8, No 1 (2013) >. Log in or Register to get access to full text downloads. Username, Password, Remember me, or Register · Download this PDF file. The PDF file you selected should load here if your ...

      
	
      September 1, 2013

      African Journals Online (AJOL)

      Osondu

         2013-09-01

         Sep 1, 2013 ... the trend and dynamics of soil properties under them. This study ... based on average values of soil properties for the three sampled depths revealed a degradation of organic matter ..... relation to growth and wood quality of.

      
	
      Adobe Acrobat X PDF Bible

      CERN Document Server

      Padova, Ted

         2011-01-01

         The classic Acrobat and PDF reference, updated to cover the latest release. Consistently the most authoritative and comprehensive resource on Acrobat and PDF format, this standard reference returns with in-depth coverage of the newest version of Acrobat. Written by bestselling author Ted Padova, this book is packed with real-world insights and techniques gained from Padova's daily use of Acrobat and PDF under deadline constraints. You'll discover everything there is to know about using Acrobat and PDF for print prepress, the Internet, CD-ROMs, and other forms of media.: Popular author Ted Pado

      
	
      Design and application of PDF model for extracting

      Science.gov (United States)

      Xiong, Lei

         2013-07-01

         In order to change the steps of contributions in editorial department system from two steps to one, this paper advocates that the technology of extracting the information of PDF files should be transplanted from PDF reader into IEEE Xplore contribution system and that it should be combined with uploading in batch skillfully to enable editors to upload PDF files about 1GB in batch for once. Computers will extract the information of the title, author, address, mailbox, abstract and key words of thesis voluntarily for later retrieval so as to save plenty of labor, material and finance for editorial department.

      
	
      621.pdf | Pdf2006Oct | sadha-na | Indian Academy of Sciences

      Indian Academy of Sciences (India)

      

         

         Home; sadha-na; Pdf2006Oct; 621.pdf. 404! error. The page your are looking for can not be found! Please check the link or use the navigation bar at the top. YouTube; Twitter; Facebook; Blog. Academy News. IAS Logo. 29th Mid-year meeting. Posted on 19 January 2018. The 29th Mid-year meeting of the Academy will be ...

      
	
      Download this PDF file

      African Journals Online (AJOL)

      

         2009-09-19

         included questions on number of years in practice, number of patients seen per day and the type of practice. knowledge ... paeditricians and other health professionals who work with children. Primary preventive strategies for ..... fammed.musc.edu/fmc/data/pdf/ fmcrfinal/specialtopics.pdf. Accessed. September 19, 2009. 21.
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      2012-2013 Expense report for Sylvain Dufour | IDRC - International ...

      International Development Research Centre (IDRC) Digital Library (Canada)

      

         

         2012-2013 Expense report for Sylvain Dufour. Download PDF version of expense report · What we do · Funding · Resources · About IDRC. Knowledge. Innovation. Solutions. Careers · Contact Us · Site map. Sign up now for IDRC news and views sent directly to your inbox each month. Subscribe · Copyright · Open access ...

      
	
      Direct photon production and PDF fits reloaded

      Energy Technology Data Exchange (ETDEWEB)

      Campbell, John M.; Rojo, Juan; Slade, Emma; Williams, Ciaran

         2018-02-08

         Direct photon production in hadronic collisions provides a handle on the gluon PDF by means of the QCD Compton scattering process. In this work we revisit the impact of direct photon production on a global PDF analysis, motivated by the recent availability of the next-to-next-to-leading (NNLO) calculation for this process. We demonstrate that the inclusion of NNLO QCD and leading-logarithmic electroweak corrections leads to a good quantitative agreement with the ATLAS measurements at 8 TeV and 13 TeV, except for the most forward rapidity region in the former case. By including the ATLAS 8 TeV direct photon production data in the NNPDF3.1 NNLO global analysis, we assess its impact on the medium-x gluon. We also study the constraining power of the direct photon production measurements on PDF fits based on different datasets, in particular on the NNPDF3.1 no-LHC and collider-only fits. We also present updated NNLO theoretical predictions for direct photon production at 13 TeV that include the constraints from the 8 TeV measurements.

      
	
      e73.pdf.pdf | 92 | OnlineResources | jgenet | www.ias.ac.in | http ...

      Indian Academy of Sciences (India)

      

         

         Home; public; Volumes; jgen; 092; online; http; www.ias.ac.in; jgenet; OnlineResources; 92; e73.pdf.pdf. 404! error. The page your are looking for can not be found! Please check the link or use the navigation bar at the top. YouTube; Twitter; Facebook; Blog. Academy News. IAS Logo. 29th Mid-year meeting. Posted on 19 ...

      
	
      Are PDF Documents Accessible?

      Directory of Open Access Journals (Sweden)

      Mireia Ribera Turró

         2008-09-01

         Full Text Available Adobe PDF is one of the most widely used formats in scientific communications and in administrative documents. In its latest versions it has incorporated structural tags and improvements that increase its level of accessibility. This article reviews the concept of accessibility in the reading of digital documents and evaluates the accessibility of PDF according to the most widely established standards.

      
	
      Recent progress in the joint velocity-scalar PDF method

      Science.gov (United States)

      Anand, M. S.

         1995-01-01

         This viewgraph presentation discusses joint velocity-scalar PDF method; turbulent combustion modeling issues for gas turbine combustors; PDF calculations for a recirculating flow; stochastic dissipation model; joint PDF calculations for swirling flows; spray calculations; reduced kinetics/manifold methods; parallel processing; and joint PDF focus areas.

      
	
      Author Details

      African Journals Online (AJOL)

      

         

         Kanu, IA. Vol 2, No 2 (2013) - Articles The Quest for the Nature of Being in African Philosophy Abstract PDF · Vol 2, No 2 (2013) - Articles The Dimensions of African Cosmology Abstract PDF · Vol 2, No 1 (2013) - Articles Trends in African philosophy: A case for eclectism. Abstract PDF · Vol 2, No 1 (2013) - Articles

      
	
      15 CFR 2013.1 - Designations.

      Science.gov (United States)

      

         2010-01-01

         ... LAW § 2013.1 Designations. In accordance with section 771(36) of the Tariff Act of 1930, as amended... Salvador Fiji Gabon Grenada Guatemala Honduras Jamaica Malaysia Malta Mauritius Morocco Namibia Panama...

      
	
      Cloudiness and weather variation in central Svalbard in July 2013 as related to atmospheric circulation

      Czech Academy of Sciences Publication Activity Database

      Láska, K.; Chládová, Zuzana; Ambrožová, K.; Husák, J.

         2013-01-01

         Roč. 3, č. 2 (2013), s. 184-195 ISSN 1805-0689 Institutional support: RVO:68378289 Keywords : atmospheric circulation * climate * cloudiness * weather * Svalbard * Arctic Subject RIV: DO - Wilderness Conservation http://www.sci.muni.cz/CPR/6cislo/Laska.pdf

      
	
      Introduction 2013:1 Globalization and School Subjects

      DEFF Research Database (Denmark)

      Hobel, Peter; Christensen, Torben Spanget; Broman, Anders

         2013-01-01

         Oversigt over og gennemgang af indholdet i Nordidactica 2013:1 med artikler publiceret i forlængelse af konferencen Globalization and School Subjects, afholdt på Karlstad Universitet, december 2012......Oversigt over og gennemgang af indholdet i Nordidactica 2013:1 med artikler publiceret i forlængelse af konferencen Globalization and School Subjects, afholdt på Karlstad Universitet, december 2012...

      
	
      Comments on PDF methods

      Science.gov (United States)

      Chen, J.-Y.

         1992-01-01

         Viewgraphs are presented on the following topics: the grand challenge of combustion engineering; research of probability density function (PDF) methods at Sandia; experiments of turbulent jet flames (Masri and Dibble, 1988); departures from chemical equilibrium; modeling turbulent reacting flows; superequilibrium OH radical; pdf modeling of turbulent jet flames; scatter plot for CH4 (methane) and O2 (oxygen); methanol turbulent jet flames; comparisons between predictions and experimental data; and turbulent C2H4 jet flames.

      
	
      Safety Bulletin 2013-1

      CERN Multimedia

      HSE Unit

         2013-01-01

         The HSE Unit has just released the Safety Bulletin 2013-1 entitled “When the alarm rings, you must leave!”.   The Bulletin is available on EDMS under the following number: 1307611. Be reminded  that HSE Safety Bulletins are published in English and French and share feedback on incidents/nearmiss/accidents on the CERN site with the aim of improving prevention.

      
	
      PDF4LHC recommendations for LHC Run II

      NARCIS (Netherlands)

      Butterworth, Jon; Carrazza, Stefano; Cooper-Sarkar, Amanda; Roeck, Albert de; Feltesse, Joel; Forte, Stefano; Gao, Jun; Glazov, Sasha; Huston, Joey; Kassabov, Zahari; McNulty, Ronan; Morsch, Andreas; Nadolsky, Pavel; Radescu, Voica; Rojo, Juan; Thorne, Robert S.

         2015-01-01

         We provide an updated recommendation for the usage of sets of parton distribution functions (PDFs) and the assessment of PDF and PDF+$\\alpha_s$ uncertainties suitable for applications at the LHC Run II. We review developments since the previous PDF4LHC recommendation, and discuss and compare the new

      
	
      PDF4LHC recommendations for LHC Run II

      CERN Document Server

      Butterworth, Jon; Cooper-Sarkar, Amanda; De Roeck, Albert; Feltesse, Joel; Forte, Stefano; Gao, Jun; Glazov, Sasha; Huston, Joey; Kassabov, Zahari; McNulty, Ronan; Morsch, Andreas; Nadolsky, Pavel; Radescu, Voica; Rojo, Juan; Thorne, Robert

         2016-01-01

         We provide an updated recommendation for the usage of sets of parton distribution functions (PDFs) and the assessment of PDF and PDF+$\\alpha_s$ uncertainties suitable for applications at the LHC Run II. We review developments since the previous PDF4LHC recommendation, and discuss and compare the new generation of PDFs, which include substantial information from experimental data from the Run I of the LHC. We then propose a new prescription for the combination of a suitable subset of the available PDF sets, which is presented in terms of a single combined PDF set. We finally discuss tools which allow for the delivery of this combined set in terms of optimized sets of Hessian eigenvectors or Monte Carlo replicas, and their usage, and provide some examples of their application to LHC phenomenology.

      
	
      The PDF4LHC Working Group Interim Report

      CERN Document Server

      Alekhin, Sergey; Ball, Richard D.; Bertone, Valerio; Blumlein, Johannes; Botje, Michiel; Butterworth, Jon; Cerutti, Francesco; Cooper-Sarkar, Amanda; de Roeck, Albert; Del Debbio, Luigi; Feltesse, Joel; Forte, Stefano; Glazov, Alexander; Guffanti, Alberto; Gwenlan, Claire; Huston, Joey; Jimenez-Delgado, Pedro; Lai, Hung-Liang; Latorre, Jose I.; McNulty, Ronan; Nadolsky, Pavel; Olaf Moch, Sven; Pumplin, Jon; Radescu, Voica; Rojo, Juan; Sjostrand, Torbjorn; Stirling, W.J.; Stump, Daniel; Thorne, Robert S.; Ubiali, Maria; Vicini, Alessandro; Watt, Graeme; Yuan, C.-P.

         2011-01-01

         This document is intended as a study of benchmark cross sections at the LHC (at 7 TeV) at NLO using modern parton distribution functions currently available from the 6 PDF fitting groups that have participated in this exercise. It also contains a succinct user guide to the computation of PDFs, uncertainties and correlations using available PDF sets. A companion note, also submitted to the archive, provides an interim summary of the current recommendations of the PDF4LHC working group for the use of parton distribution functions and of PDF uncertainties at the LHC, for cross section and cross section uncertainty calculations.

      
	
      Layout-aware text extraction from full-text PDF of scientific articles.

      Science.gov (United States)

      Ramakrishnan, Cartic; Patnia, Abhishek; Hovy, Eduard; Burns, Gully Apc

         2012-05-28

         The Portable Document Format (PDF) is the most commonly used file format for online scientific publications. The absence of effective means to extract text from these PDF files in a layout-aware manner presents a significant challenge for developers of biomedical text mining or biocuration informatics systems that use published literature as an information source. In this paper we introduce the 'Layout-Aware PDF Text Extraction' (LA-PDFText) system to facilitate accurate extraction of text from PDF files of research articles for use in text mining applications. Our paper describes the construction and performance of an open source system that extracts text blocks from PDF-formatted full-text research articles and classifies them into logical units based on rules that characterize specific sections. The LA-PDFText system focuses only on the textual content of the research articles and is meant as a baseline for further experiments into more advanced extraction methods that handle multi-modal content, such as images and graphs. The system works in a three-stage process: (1) Detecting contiguous text blocks using spatial layout processing to locate and identify blocks of contiguous text, (2) Classifying text blocks into rhetorical categories using a rule-based method and (3) Stitching classified text blocks together in the correct order resulting in the extraction of text from section-wise grouped blocks. We show that our system can identify text blocks and classify them into rhetorical categories with Precision1 = 0.96% Recall = 0.89% and F1 = 0.91%. We also present an evaluation of the accuracy of the block detection algorithm used in step 2. Additionally, we have compared the accuracy of the text extracted by LA-PDFText to the text from the Open Access subset of PubMed Central. We then compared this accuracy with that of the text extracted by the PDF2Text system, 2commonly used to extract text from PDF. Finally, we discuss preliminary error analysis for

      
	
      Layout-aware text extraction from full-text PDF of scientific articles

      Directory of Open Access Journals (Sweden)

      Ramakrishnan Cartic

         2012-05-01

         Full Text Available Abstract Background The Portable Document Format (PDF is the most commonly used file format for online scientific publications. The absence of effective means to extract text from these PDF files in a layout-aware manner presents a significant challenge for developers of biomedical text mining or biocuration informatics systems that use published literature as an information source. In this paper we introduce the ‘Layout-Aware PDF Text Extraction’ (LA-PDFText system to facilitate accurate extraction of text from PDF files of research articles for use in text mining applications. Results Our paper describes the construction and performance of an open source system that extracts text blocks from PDF-formatted full-text research articles and classifies them into logical units based on rules that characterize specific sections. The LA-PDFText system focuses only on the textual content of the research articles and is meant as a baseline for further experiments into more advanced extraction methods that handle multi-modal content, such as images and graphs. The system works in a three-stage process: (1 Detecting contiguous text blocks using spatial layout processing to locate and identify blocks of contiguous text, (2 Classifying text blocks into rhetorical categories using a rule-based method and (3 Stitching classified text blocks together in the correct order resulting in the extraction of text from section-wise grouped blocks. We show that our system can identify text blocks and classify them into rhetorical categories with Precision1 = 0.96% Recall = 0.89% and F1 = 0.91%. We also present an evaluation of the accuracy of the block detection algorithm used in step 2. Additionally, we have compared the accuracy of the text extracted by LA-PDFText to the text from the Open Access subset of PubMed Central. We then compared this accuracy with that of the text extracted by the PDF2Text system, 2commonly used to extract text from PDF

      
	
      PDF methods for combustion in high-speed turbulent flows

      Science.gov (United States)

      Pope, Stephen B.

         1995-01-01

         This report describes the research performed during the second year of this three-year project. The ultimate objective of the project is extend the applicability of probability density function (pdf) methods from incompressible to compressible turbulent reactive flows. As described in subsequent sections, progress has been made on: (1) formulation and modelling of pdf equations for compressible turbulence, in both homogeneous and inhomogeneous inert flows; and (2) implementation of the compressible model in various flow configurations, namely decaying isotropic turbulence, homogeneous shear flow and plane mixing layer.

      
	
      Deep PDF parsing to extract features for detecting embedded malware.

      Energy Technology Data Exchange (ETDEWEB)

      Munson, Miles Arthur; Cross, Jesse S. (Missouri University of Science and Technology, Rolla, MO)

         2011-09-01

         The number of PDF files with embedded malicious code has risen significantly in the past few years. This is due to the portability of the file format, the ways Adobe Reader recovers from corrupt PDF files, the addition of many multimedia and scripting extensions to the file format, and many format properties the malware author may use to disguise the presence of malware. Current research focuses on executable, MS Office, and HTML formats. In this paper, several features and properties of PDF Files are identified. Features are extracted using an instrumented open source PDF viewer. The feature descriptions of benign and malicious PDFs can be used to construct a machine learning model for detecting possible malware in future PDF files. The detection rate of PDF malware by current antivirus software is very low. A PDF file is easy to edit and manipulate because it is a text format, providing a low barrier to malware authors. Analyzing PDF files for malware is nonetheless difficult because of (a) the complexity of the formatting language, (b) the parsing idiosyncrasies in Adobe Reader, and (c) undocumented correction techniques employed in Adobe Reader. In May 2011, Esparza demonstrated that PDF malware could be hidden from 42 of 43 antivirus packages by combining multiple obfuscation techniques [4]. One reason current antivirus software fails is the ease of varying byte sequences in PDF malware, thereby rendering conventional signature-based virus detection useless. The compression and encryption functions produce sequences of bytes that are each functions of multiple input bytes. As a result, padding the malware payload with some whitespace before compression/encryption can change many of the bytes in the final payload. In this study we analyzed a corpus of 2591 benign and 87 malicious PDF files. While this corpus is admittedly small, it allowed us to test a system for collecting indicators of embedded PDF malware. We will call these indicators features throughout

      
	
      A robust, efficient and accurate β- pdf integration algorithm in nonpremixed turbulent combustion

      International Nuclear Information System (INIS) 

      Liu, H.; Lien, F.S.; Chui, E.

         2005-01-01

         Among many presumed-shape pdf approaches, the presumed β-function pdf is widely used in nonpremixed turbulent combustion models in the literature. However, singularity difficulties at Z = 0 and 1, Z being the mixture fraction, may be encountered in the numerical integration of the b-function pdf and there are few publications addressing this issue to date. The present study proposes an efficient, robust and accurate algorithm to overcome these numerical difficulties. The present treatment of the β-pdf integration is firstly used in the Burke-Schumann solution in conjunction with the k - ε turbulent model in the case of CH 4 /H 2 bluff-body jets and flames. Afterward it is extended to a more complex model, the laminar flamelet model, for the same flow. Numerical results obtained by using the proposed β-pdf integration method are compared to experimental values of the velocity field, temperature and constituent mass fraction to illustrate the efficiency and accuracy of the present method. (author)

      
	
      Deep sub-threshold K*(892)(0) production in collisions of Ar + KCl at 1.76A GeV

      Czech Academy of Sciences Publication Activity Database

      Agakishiev, G.; Balanda, A.; Bassini, R.; Belver, D.; Belyaev, A. V.; Blanco, A.; Böhmer, M.; Boyard, J. L.; Cabanelas, P.; Castro, E.; Chernenko, S.; Christ, T.; Destefanis, M.; Díaz, J.; Dohrmann, F.; Křížek, Filip; Kugler, Andrej; Sobolev, Yuri, G.; Tlustý, Pavel; Wagner, Vladimír

         2013-01-01

         Roč. 49, č. 3 (2013), s. 34 ISSN 1434-6001 R&D Projects: GA MŠk LC07050; GA AV ČR IAA100480803 Institutional support: RVO:61389005 Keywords : HADES * sub-treshold production Subject RIV: BG - Nuclear, Atomic and Molecular Physics, Colliders Impact factor: 2.421, year: 2013 http://link.springer.com/content/pdf/10.1140%2Fepja%2Fi2013-13034-7.pdf
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      PDF and cAMP enhance PER stability in Drosophila clock neurons

      Science.gov (United States)

      Li, Yue; Guo, Fang; Shen, James; Rosbash, Michael

         2014-01-01

         The neuropeptide PDF is important for Drosophila circadian rhythms: pdf01 (pdf-null) animals are mostly arrhythmic or short period in constant darkness and have an advanced activity peak in light–dark conditions. PDF contributes to the amplitude, synchrony, as well as the pace of circadian rhythms within clock neurons. PDF is known to increase cAMP levels in PDR receptor (PDFR)-containing neurons. However, there is no known connection of PDF or of cAMP with the Drosophila molecular clockworks. We discovered that the mutant period gene perS ameliorates the phenotypes of pdf-null flies. The period protein (PER) is a well-studied repressor of clock gene transcription, and the perS protein (PERS) has a markedly short half-life. The result therefore suggests that the PDF-mediated increase in cAMP might lengthen circadian period by directly enhancing PER stability. Indeed, increasing cAMP levels and cAMP-mediated protein kinase A (PKA) activity stabilizes PER, in S2 tissue culture cells and in fly circadian neurons. Adding PDF to fly brains in vitro has a similar effect. Consistent with these relationships, a light pulse causes more prominent PER degradation in pdf01 circadian neurons than in wild-type neurons. The results indicate that PDF contributes to clock neuron synchrony by increasing cAMP and PKA, which enhance PER stability and decrease clock speed in intrinsically fast-paced PDFR-containing clock neurons. We further suggest that the more rapid degradation of PERS bypasses PKA regulation and makes the pace of clock neurons more uniform, allowing them to avoid much of the asynchrony caused by the absence of PDF. PMID:24707054

      
	
      Fulltext PDF

      Indian Academy of Sciences (India)

      

         

         Scholars and Post-Doctoral Fellows (PDF), who work in topology and related areas also to apply. The course consists lectures on the following topics: (a) topology of metric spaces, (b) basic proper- ties of topological spaces, (c) separation axioms and metrization theorems, (d) fundamental groups,. (e) covering spaces and ...

      
	
      12038_2013_9322_Article_ESM 1..5

      Indian Academy of Sciences (India)

      

         

         VERA BUNESOVA, EVA VLKOVA, VOJTECH RADA, JIRI KILLER and VLADIMIR KMET. J. Biosci. 38(2), June 2013, 239-243, © Indian Academy of Sciences. Supplementary material. 1. B. adolescentis isolates: >07_JK1 sequence exported from 07_JK1_G03.ab1.

      
	
      Sparse PDF Volumes for Consistent Multi-Resolution Volume Rendering

      KAUST Repository

      Sicat, Ronell Barrera

         2014-12-31

         This paper presents a new multi-resolution volume representation called sparse pdf volumes, which enables consistent multi-resolution volume rendering based on probability density functions (pdfs) of voxel neighborhoods. These pdfs are defined in the 4D domain jointly comprising the 3D volume and its 1D intensity range. Crucially, the computation of sparse pdf volumes exploits data coherence in 4D, resulting in a sparse representation with surprisingly low storage requirements. At run time, we dynamically apply transfer functions to the pdfs using simple and fast convolutions. Whereas standard low-pass filtering and down-sampling incur visible differences between resolution levels, the use of pdfs facilitates consistent results independent of the resolution level used. We describe the efficient out-of-core computation of large-scale sparse pdf volumes, using a novel iterative simplification procedure of a mixture of 4D Gaussians. Finally, our data structure is optimized to facilitate interactive multi-resolution volume rendering on GPUs.

      
	
      PDF -- new peat technology

      Energy Technology Data Exchange (ETDEWEB)

      Myreen, P B

         1982-12-01

         The impact of a large-scale utilization of peat must be assessed in each region separately. As it is completely impractical to transport wet peat over long distances, a PDF plant must be built in the peatland region. Such regions often need economic stimulation. The PDF process can be run independent of season and weather, and thus offers permanent jobs. Dredging the peat layer all at once in a wet state is an operation concentrated on a very small land area. If this area can be drained, it can soon afterwards be forested or used for agricultural purposes. Even if the area from which the peat is removed is left as a wetland, when cleverly done, the ecological effects may be favourable. Peat is a significant energy source in many countries now looking for domestic alternatives to expensive imported fuels. The main constraint on large-scale utilization of peat is its ability to retain moisture. The wet-carbonization process, utilized in a PDF plant and yielding a high-quality peat-derived fuel, is believed to be a technically feasible and economically attractive industrial method of dewatering native peat.

      
	
      Structural reconstruction of the catalytic center of LiPDF through multiple scattering calculation with MXAN

      International Nuclear Information System (INIS) 

      Guo Xiaoyun; Chu Wangsheng; Ma Sixuan; Gong Weimin; Benfatto, Maurizio; Hu Tiandou; Xie Yaning; Wu Ziyu

         2006-01-01

         Peptide deformylase (PDF, EC 3.5.1.27) is essential for the normal growth of eubacterium but not for mammalians. Recently, PDF has been studied as a target for new antibiotics. In this paper, X-ray absorption spectroscopy was employed to determine the local structure around the zinc ion of PDF from Leptospira Interrogans in dry powder, because it is very difficult to obtain the crystallized sample of LiPDF. We performed X-ray absorption near edge structure (XANES) calculation and reconstructed successfully the local geometry of the active center, and the results from calculations show that a water molecule (Wat1) has moved towards the zinc ion and lies in the distance range to coordinate with the zinc ion weakly. In addition, the sensitivity of theoretical spectra to the different ligand bodies was evaluated in terms of goodness-of-fit

      
	
      Structural reconstruction of the catalytic center of LiPDF through multiple scattering calculation with MXAN

      Science.gov (United States)

      Guo, Xiaoyun; Chu, Wangsheng; Ma, Sixuan; Gong, Weimin; Benfatto, Maurizio; Hu, Tiandou; Xie, Yaning; Wu, ZiYu

         2006-11-01

         Peptide deformylase (PDF, EC 3.5.1.27) is essential for the normal growth of eubacterium but not for mammalians. Recently, PDF has been studied as a target for new antibiotics. In this paper, X-ray absorption spectroscopy was employed to determine the local structure around the zinc ion of PDF from Leptospira Interrogans in dry powder, because it is very difficult to obtain the crystallized sample of LiPDF. We performed X-ray absorption near edge structure (XANES) calculation and reconstructed successfully the local geometry of the active center, and the results from calculations show that a water molecule (Wat1) has moved towards the zinc ion and lies in the distance range to coordinate with the zinc ion weakly. In addition, the sensitivity of theoretical spectra to the different ligand bodies was evaluated in terms of goodness-of-fit.

      
	
      Structural reconstruction of the catalytic center of LiPDF through multiple scattering calculation with MXAN

      Energy Technology Data Exchange (ETDEWEB)

      Guo Xiaoyun [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China); School of Life Science, Key Laboratory of Structural Biology, University of Science and Technology of China, 230026 Hefei, Anhui (China); Chu Wangsheng [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China); Department of Physics, University of Science and Technology of China, 230026 Hefei, Anhui (China); Ma Sixuan [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China); Gong Weimin [National Laboratory of Biomacromolecules, Institute of Biophysics, Chinese Academy of Sciences, 100101 Beijing (China); Benfatto, Maurizio [Instituto Nazionale di Fisica Nucleare, Laboratori Nazionali di Frascati, P.O. Box 13, 00044 Frascati (Italy); Hu Tiandou [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China); Xie Yaning [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China); Wu Ziyu [Beijing Synchrotron Radiation Facility, Institute of High Energy Physics, CAS, 100049 Beijing (China) and Instituto Nazionale di Fisica Nucleare, Laboratori Nazionali di Frascati, P.O. Box 13, 00044 Frascati (Italy)]. E-mail: wuzy@mail.ihep.ac.cn

         2006-11-15

         Peptide deformylase (PDF, EC 3.5.1.27) is essential for the normal growth of eubacterium but not for mammalians. Recently, PDF has been studied as a target for new antibiotics. In this paper, X-ray absorption spectroscopy was employed to determine the local structure around the zinc ion of PDF from Leptospira Interrogans in dry powder, because it is very difficult to obtain the crystallized sample of LiPDF. We performed X-ray absorption near edge structure (XANES) calculation and reconstructed successfully the local geometry of the active center, and the results from calculations show that a water molecule (Wat1) has moved towards the zinc ion and lies in the distance range to coordinate with the zinc ion weakly. In addition, the sensitivity of theoretical spectra to the different ligand bodies was evaluated in terms of goodness-of-fit.

      
	
      Histone modifications do not play a major role in salicylate-mediated suppression of jasmonate-induced PDF1.2 gene expression

      NARCIS (Netherlands)

      Koornneef, A.; Rindermann, Katja; Gatz, Christiane; Pieterse, C.M.J.

         2008-01-01

         Cross-talk between salicylic acid (SA) and jasmonic acid (JA) defense signaling pathways allows a plant to finely tune its response to the attacker encountered. In Arabidopsis, pharmacological experiments revealed that SA exerts a strong antagonistic effect on JA-responsive genes, such as PDF1.2,

      
	
      The gamma-ray-flux PDF from galactic halo substructure

      International Nuclear Information System (INIS) 

      Lee, Samuel K.; Ando, Shin'ichiro; Kamionkowski, Marc

         2009-01-01

         One of the targets of the recently launched Fermi Gamma-ray Space Telescope is a diffuse gamma-ray background from dark-matter annihilation or decay in the Galactic halo. N-body simulations and theoretical arguments suggest that the dark matter in the Galactic halo may be clumped into substructure, rather than smoothly distributed. Here we propose the gamma-ray-flux probability distribution function (PDF) as a probe of substructure in the Galactic halo. We calculate this PDF for a phenomenological model of halo substructure and determine the regions of the substructure parameter space in which the PDF may be distinguished from the PDF for a smooth distribution of dark matter. In principle, the PDF allows a statistical detection of substructure, even if individual halos cannot be detected. It may also allow detection of substructure on the smallest microhalo mass scales, ∼ M ⊕ , for weakly-interacting massive particles (WIMPs). Furthermore, it may also provide a method to measure the substructure mass function. However, an analysis that assumes a typical halo substructure model and a conservative estimate of the diffuse background suggests that the substructure PDF may not be detectable in the lifespan of Fermi in the specific case that the WIMP is a neutralino. Nevertheless, for a large range of substructure, WIMP annihilation, and diffuse background models, PDF analysis may provide a clear signature of substructure

      
	
      Fulltext PDF

      Indian Academy of Sciences (India)
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      Effect of metal ion on the structure and function of LiPDF: The study of the fine structure around the metal site using XANES

      International Nuclear Information System (INIS) 

      Wang Yu; Chu Wangsheng; Yang Feifei; Yu Meijuan; Zhao Haifeng; Gong Weimin; Dong Yuhui; Xie Yaning; Wu, Ziyu

         2010-01-01

         We used X-ray absorption near edge structure (XANES) spectroscopy to investigate the metal-dependent enzymatic activity of the peptide deformylase from Leptospira interrogans (LiPDF). Ab initio full multiple scattering calculations performed by MXAN are applied to obtain the local structure of the cobalt-containing LiPDF (Co-LiPDF) and zinc-containing LiPDF (Zn-LiPDF) around the metal sites in pH9.0 buffer solution. The result shows the cobalt-wat1 (the bond water molecule) distance of Co-LiPDF is 1.89 A, much shorter than that of Zn-LiPDF, 2.50 A. That is an essential factor for its low catalytic activity.

      
	
      Effect of metal ion on the structure and function of LiPDF: The study of the fine structure around the metal site using XANES

      Energy Technology Data Exchange (ETDEWEB)

      Wang Yu [Institute of High Energy Physics, Chinese Academy of Sciences, Beijing 100049 (China); National Synchrotron Radiation Laboratory, University of Science and Technology of China, Hefei 230029 (China); Chu Wangsheng, E-mail: cws@ihep.ac.c [Institute of High Energy Physics, Chinese Academy of Sciences, Beijing 100049 (China); Yang Feifei; Yu Meijuan; Zhao Haifeng [Institute of High Energy Physics, Chinese Academy of Sciences, Beijing 100049 (China); Gong Weimin [National Laboratory of Biomacromolecules, Institute of Biophysics, Chinese Academy of Sciences, Beijing 100101 (China); Dong Yuhui; Xie Yaning [Institute of High Energy Physics, Chinese Academy of Sciences, Beijing 100049 (China); Wu, Ziyu, E-mail: wuzy@ustc.edu.c [National Synchrotron Radiation Laboratory, University of Science and Technology of China, Hefei 230029 (China); Institute of High Energy Physics, Chinese Academy of Sciences, Beijing 100049 (China)

         2010-07-21

         We used X-ray absorption near edge structure (XANES) spectroscopy to investigate the metal-dependent enzymatic activity of the peptide deformylase from Leptospira interrogans (LiPDF). Ab initio full multiple scattering calculations performed by MXAN are applied to obtain the local structure of the cobalt-containing LiPDF (Co-LiPDF) and zinc-containing LiPDF (Zn-LiPDF) around the metal sites in pH9.0 buffer solution. The result shows the cobalt-wat1 (the bond water molecule) distance of Co-LiPDF is 1.89 A, much shorter than that of Zn-LiPDF, 2.50 A. That is an essential factor for its low catalytic activity.

      
	
      Direct photon production and PDF fits reloaded

      NARCIS (Netherlands)

      Campbell, John M.; Rojo, Juan; Slade, Emma; Williams, Ciaran

         2018-01-01

         Direct photon production in hadronic collisions provides a handle on the gluon PDF by means of the QCD Compton scattering process. In this work we revisit the impact of direct photon production on a global PDF analysis, motivated by the recent availability of the next-to-next-to-leading (NNLO)

      
	
      Where in the World are Canadian Oil and Gas Companies? 2013

      Directory of Open Access Journals (Sweden)

      Niloo Hojjati

         2017-06-01

         Full Text Available Begun in 2011 as an internal research tool for the development of the Extractive Resource Governance Program, this project seeks to answer the vital question: Where in the world are Canadian oil and gas companies? To answer this question, we extract firm-level information for publicly traded Canadian companies in order to establish the location of their activities around the globe.1 The data collected in the “Where in the World” (hereafter WIW project are presented through a publicly accessible interactive world map, which allows users to explore a specific country or region over time. This map can be accessed online at http://www.policyschool.ca/research-teaching/teaching-training/ extractive-resource-governance/ergp-map/. For further information regarding the WIW project, including a comprehensive overview of the methodology, please refer to http://www.policyschool.ca/wp-content/uploads/2017/06/Where-in-theWorld-Hojjati-Horsfield-Jordison-final.pdf. In addition, summary reports of the annual data collection for the 2011 and 2012 years of analysis are also available at http://www.policyschool.ca/wp-content/uploads/2017/06/2011-Where-in-theWorld-Hojjati-Horsfield-Jordison-final.pdf and http://www.policyschool.ca/wpcontent/uploads/2017/06/2012-Where-in-the-World-Hojjati-final.pdf. This report, as in the earlier reports in this series, provides an account of emerging trends and highlights variations in the level of global activities of Canadian oil and gas companies (hereafter O&G for the 2013 year of study.2 In 2013, a total of 226 Canadian O&G companies engaged in global exploration and service activities in 99 countries worldwide. The Middle East and Europe experienced the greatest increase in the concentration of Canadian exploration and production (E&P companies. Meanwhile, the international presence of Canadian O&G service companies continued to grow in several countries, including Colombia, Mexico, and the United Kingdom. This report

      
	
      New frontiers in PDF determination

      CERN Multimedia

      CERN. Geneva

         2016-01-01

         Parton Distribution Functions (PDFs) are a crucial input at the LHC, their uncertainty often being the limiting factor in the accuracy of theoretical predictions. At the same time the LHC is delivering a number of precise measurements that have the potential to greatly constrain these functions. I will give an overview on the theory behind and on the state of the art of PDF determination. I will then mention the new theoretical and methodological challenges in modern PDF fits and explore the precision frontiers opened by the accuracy of the LHC data.
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         Jun 1, 2013 ... http://www.greenfacts.org/favicon.ico. Thursday, 30 July, 2015 12:59:54 PM. Greenpeace wwwgreenpeace.cn. (6/24/2013. 12:16:16 pm. Gyasi, R.M., Mensah, C.M., Adjei, C.O. and Seth. Agyemang, S. (2011) Public perception of the role of traditional medicine in the health care delivery system in Ghana.
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      Femi Olorunniji

         2013-08-31

         Aug 31, 2013 ... cardiovascular disease patients in South-western Nigerians. 1Maria Onomhaguan ... inversely associated with increased CVD risk factors and diseases ... that could affect the outcome of the results were excluded from the study. .... (1994) showed that adverse long lasting chronic job stress may increase ...
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      Optical trapping with Super-Gaussian beams

      CSIR Research Space (South Africa)
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         2013-04-01

         Full Text Available stream_source_info McLaren1_2013.pdf.txt stream_content_type text/plain stream_size 2236 Content-Encoding UTF-8 stream_name McLaren1_2013.pdf.txt Content-Type text/plain; charset=UTF-8 JT2A.34.pdf Optics in the Life... Sciences Congress Technical Digest © 2013 The Optical Society (OSA) Optical trapping with Super-Gaussian beams Melanie McLaren, Thulile Khanyile, Patience Mthunzi and Andrew Forbes* National Laser Centre, Council for Scientific and Industrial Research...

      
	
      Application of PDF methods to compressible turbulent flows

      Science.gov (United States)

      Delarue, B. J.; Pope, S. B.

         1997-09-01

         A particle method applying the probability density function (PDF) approach to turbulent compressible flows is presented. The method is applied to several turbulent flows, including the compressible mixing layer, and good agreement is obtained with experimental data. The PDF equation is solved using a Lagrangian/Monte Carlo method. To accurately account for the effects of compressibility on the flow, the velocity PDF formulation is extended to include thermodynamic variables such as the pressure and the internal energy. The mean pressure, the determination of which has been the object of active research over the last few years, is obtained directly from the particle properties. It is therefore not necessary to link the PDF solver with a finite-volume type solver. The stochastic differential equations (SDE) which model the evolution of particle properties are based on existing second-order closures for compressible turbulence, limited in application to low turbulent Mach number flows. Tests are conducted in decaying isotropic turbulence to compare the performances of the PDF method with the Reynolds-stress closures from which it is derived, and in homogeneous shear flows, at which stage comparison with direct numerical simulation (DNS) data is conducted. The model is then applied to the plane compressible mixing layer, reproducing the well-known decrease in the spreading rate with increasing compressibility. It must be emphasized that the goal of this paper is not as much to assess the performance of models of compressibility effects, as it is to present an innovative and consistent PDF formulation designed for turbulent inhomogeneous compressible flows, with the aim of extending it further to deal with supersonic reacting flows.

      
	
      Technical Training: Annonce de nouveau cours: Utilisation des fichiers PDF avec ACROBAT 6.0

      CERN Multimedia

      Monique Duval

         2005-01-01

         CERN Technical Training 2005: Learning for the LHC! Un nouveau cours pratique sur Adobe Acrobat version 6.0 est proposé à l'ensemble du personnel par le service de l'Enseignement Technique, pour répondre aux besoins de formation des utilisateurs des documents PDF. La première session aura lieu le 1er mars 2005. Objectifs : Maîtriser les différentes fonctions d'Adobe Acrobat 6.0. Programme : Présentation d'Adobe Acrobat 6.0. Création de fichiers PDF depuis Microsoft Office et d'autres applications. Création de fichiers Postscript. Modification de fichiers PDF, enregistrement et exportation. Protection par mot de passe et par signature numérique. Navigation dans les documents : interactivité, vignettes et pages, signets, liens, articles, affichage et ouverture des PDF, recherche. Travail en commun: Ajout de commentaires, révision par messagerie électronique Dur&e...
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         Jun 1, 2013 ... Corrosion Inhibitors for Mild Steel in Hydrochloric Acid Solution. 1Ita, B. I., 1Louis ... ABSTRACT. The corrosion inhibition of mild steel in 2M hydrochloric acid solution by Melon (Cucumismelo)(MPE) and ..... halide ions in HCl.

      
	
      Pressure algorithm for elliptic flow calculations with the PDF method

      Science.gov (United States)

      Anand, M. S.; Pope, S. B.; Mongia, H. C.

         1991-01-01

         An algorithm to determine the mean pressure field for elliptic flow calculations with the probability density function (PDF) method is developed and applied. The PDF method is a most promising approach for the computation of turbulent reacting flows. Previous computations of elliptic flows with the method were in conjunction with conventional finite volume based calculations that provided the mean pressure field. The algorithm developed and described here permits the mean pressure field to be determined within the PDF calculations. The PDF method incorporating the pressure algorithm is applied to the flow past a backward-facing step. The results are in good agreement with data for the reattachment length, mean velocities, and turbulence quantities including triple correlations.

      
	
      A multi-scalar PDF approach for LES of turbulent spray combustion

      Science.gov (United States)

      Raman, Venkat; Heye, Colin

         2011-11-01

         A comprehensive joint-scalar probability density function (PDF) approach is proposed for large eddy simulation (LES) of turbulent spray combustion and tests are conducted to analyze the validity and modeling requirements. The PDF method has the advantage that the chemical source term appears closed but requires models for the small scale mixing process. A stable and consistent numerical algorithm for the LES/PDF approach is presented. To understand the modeling issues in the PDF method, direct numerical simulation of a spray flame at three different fuel droplet Stokes numbers and an equivalent gaseous flame are carried out. Assumptions in closing the subfilter conditional diffusion term in the filtered PDF transport equation are evaluated for various model forms. In addition, the validity of evaporation rate models in high Stokes number flows is analyzed.
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         Jun 1, 2013 ... They were labeled as FS1-1 to FS1-4 for leaves extract and FS2-1 to FS2-4 for fruit extract. Each of ... steroid glycoside, reducing sugars and saponins. The extract is said to be ..... Food Technology 9(3):72-74. Ferguson, LR.

      
	
      Relaxor characteristics of the phase transformation in (1 - X) BaTiO.sub.3./sub.-x Bi (Zn.sub.1/2./sub. Ti.sub.1/2./sub.) O.sub.3./sub. perovskite ceramics

      Czech Academy of Sciences Publication Activity Database

      Triamnak, N.; Yimnirun, R.; Pokorný, Jan; Cann, D.P.

         2013-01-01

         Roč. 96, č. 10 (2013), s. 3176-3182 ISSN 0002-7820 Institutional support: RVO:68378271 Keywords : BT-BZT * phase transformation * dielectric properties Subject RIV: BM - Solid Matter Physics ; Magnetism Impact factor: 2.428, year: 2013 http://onlinelibrary.wiley.com/doi/10.1111/jace.12495/pdf
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         Jun 1, 2013 ... Synthesis and Single Crystal X-Ray Crystallographic Analysis of 2-oxo-2,3- ... dichlorides MCl2 (M = Co, Cu, Zn) resulting in the formation of hydrogen bonded metal salts. [H2im]2[MCl4] .... Absorption coefficient. 1.884 mm-1.

      
	
      A compression algorithm for the combination of PDF sets

      NARCIS (Netherlands)

      Carrazza, Stefano; Latorre, Jose I.; Rojo, Juan; Watt, Graeme

         2015-01-01

         The current PDF4LHC recommendation to estimate uncertainties due to parton distribution functions (PDFs) in theoretical predictions for LHC processes involves the combination of separate predictions computed using PDF sets from different groups, each of which comprises a relatively large number of

      
	
      PDF Modeling of Turbulent Combustion

      National Research Council Canada - National Science Library

      Pope, Stephen B

         2006-01-01

         .... The PDF approach to turbulent combustion has the advantages of fully representing the turbulent fluctuations of species and temperature, and of allowing realistic combustion chemistry to be implemented...
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         Jun 1, 2013 ... The Chemical Fixation of Carbon Dioxide by Tetramethylguanidine and ... for the reaction between CO2 and the guanidine bases at normal temperature and pressure, i.e Ca. 30 °C and 1 ..... Engineering Data, 51(2), 645-647.
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         Ojediran, TK. Vol 9, No 1-2 (2013) - Articles Biochemical and Heamatological Indices of Broiler Chickens fed Differently Processed Legume Seed Meals Abstract PDF · Vol 9, No 1-2 (2013) - Articles Lesions in Broiler Chicks Following Experimental Contamination with Battery Waste Abstract PDF. ISSN: 0331-5428.

      
	
      ANSI/ASHRAE/IES Standard 90.1-2013 Determination of Energy Savings: Qualitative Analysis

      Energy Technology Data Exchange (ETDEWEB)

      Halverson, Mark A.; Rosenberg, Michael I.; Hart, Philip R.; Richman, Eric E.; Athalye, Rahul A.; Winiarski, David W.

         2014-09-04

         This report provides a final qualitative analysis of all addenda to ANSI/ASHRAE/IES Standard 90.1-2010 (referred to as Standard 90.1-2010 or 2010 edition) that were included in ANSI/ASHRAE/IES Standard 90.1-2013 (referred to as Standard 90.1-2013 or 2013 edition). All addenda in creating Standard 90.1-2013 were evaluated for their projected impact on energy efficiency. Each addendum was characterized as having a positive, neutral, or negative impact on overall building energy efficiency.

      
	
      PDF approach for turbulent scalar field: Some recent developments

      Science.gov (United States)

      Gao, Feng

         1993-01-01

         The probability density function (PDF) method has been proven a very useful approach in turbulence research. It has been particularly effective in simulating turbulent reacting flows and in studying some detailed statistical properties generated by a turbulent field There are, however, some important questions that have yet to be answered in PDF studies. Our efforts in the past year have been focused on two areas. First, a simple mixing model suitable for Monte Carlo simulations has been developed based on the mapping closure. Secondly, the mechanism of turbulent transport has been analyzed in order to understand the recently observed abnormal PDF's of turbulent temperature fields generated by linear heat sources.

      
	
      The Use of PDF/A in Digital Archives: A Case Study from Archaeology

      Directory of Open Access Journals (Sweden)

      Tim N. L. Evans

         2014-10-01

         Full Text Available In recent years the Portable Document Format (PDF has become a ubiquitous format in the exchange of documents; in 2005 the PDF/A profile was defined in order to meet long term accessibility needs, and has accordingly come to be regarded as a long-term archiving strategy for PDF files. In the field of archaeology, a growing number of PDF files – containing the detailed results of fieldwork and research – are beginning to be deposited with digital archives such as the Archaeology Data Service (ADS. In the ADS’ experience, the use of PDF/A has had benefits as well as drawbacks: the majority of PDF reports are now in a standard format better suited to longer-term access, however migrating to PDF/A and managing and ensuring reuse of these files is intensive, and fraught with potential pitfalls. Of these, perhaps the most serious has been an unreliability in PDF/A conformance by the wide range of tools and software now available. There are also practical and more theoretical implications for reuse which, as our discipline of archaeology alongside so many others rapidly becomes digitized, presents us with a large corpus of ‘data’ that is human readable, but may not be amenable to machine-based technologies such as NLP. It may be argued that these factors effectively undermine some of the perceived cost benefit of moving from paper to digital, as well as the longer-term sustainability of PDF/A within digital archives.
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         Jun 1, 2013 ... Extraction of native cassava starch, its oxidation, modification and chelation of the products were achieved. ... physicochemical properties and the polymeric chelating ligand could be ... during storage (Jaspreet, et al, 2007).
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         Jun 1, 2013 ... present investigation revealed that buckwheat species from the four sampling sites (Abor, Obinagu and Umuagu .... ceramics crucibles that had been previously heated .... beneficial effects on heart health when eaten in.

      
	
      Crystallization and preliminary X-ray crystallographic analysis of peptide deformylase (PDF) from Bacillus cereus in ligand-free and actinonin-bound forms

      International Nuclear Information System (INIS) 

      Park, Joon Kyu; Moon, Jin Ho; Kim, Jae-Hong; Kim, Eunice EunKyeong

         2004-01-01

         Peptide deformylase (PDF) from B. cereus has been overexpressed, purified and crystallized in ligand-free and actinonin-bound forms. Diffraction data have been collected from these crystals to 1.7 and 2.0 Å resolution, respectively. In bacteria, protein expression initiates with an N-formyl group and this needs to be removed in order to ensure proper bacterial growth. These formylation and deformylation processes are unique to eubacteria; therefore, inhibition of these would provide a novel antibacterial therapy. Deformylation is carried out by peptide deformylase (PDF). PDF from Bacillus cereus, one of the major pathogenic bacteria, was cloned into expression plasmid pET-28a (Novagen), overexpressed in Escherichia coli BL21 (DE3) and purified to high quality. Crystals have been obtained of both ligand-free PDF and PDF to which actinonin, a highly potent naturally occurring inhibitor, is bound. Both crystals belong to space group P2 1 2 1 2 1 , with unit-cell parameters a = 42.72, b = 44.04, c = 85.19 Å and a = 41.31, b = 44.56, c = 84.47 Å, respectively. Diffraction data were collected to 1.7 Å resolution for the inhibitor-free crystals and to 2.0 Å resolution for the actinonin-bound crystals
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         Jun 1, 2013 ... All the synthesized compounds exhibited enantiotropic nematic phase and the stability of the ... of matter having certain properties characteristics of liquid with other typical of .... polarizing optical microscope equipped with a.

      
	
      Comments on the present state and future directions of PDF methods

      Science.gov (United States)

      Obrien, E. E.

         1992-01-01

         The one point probability density function (PDF) method is examined in light of its use in actual engineering problems. The PDF method, although relatively complicated, appears to be the only format available to handle the nonlinear stochastic difficulties caused by typical reaction kinetics. Turbulence modeling, if it is to play a central role in combustion modeling, has to be integrated with the chemistry in a way which produces accurate numerical solutions to combustion problems. It is questionable whether the development of turbulent models in isolation from the peculiar statistics of reactant concentrations is a fruitful line of development as far as propulsion is concerned. There are three issues for which additional viewgraphs are prepared: the one point pdf method; the amplitude mapping closure; and a hybrid strategy for replacing a full two point pdf treatment of reacting flows by a single point pdf and correlation functions. An appeal is made for the establishment of an adequate data base for compressible flow with reactions for Mach numbers of unity or higher.
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         Full Text Available stream_source_info Grobler3_2013_ABSTRACT ONLY.pdf.txt stream_content_type text/plain stream_size 1295 Content-Encoding ISO-8859-1 stream_name Grobler3_2013_ABSTRACT ONLY.pdf.txt Content-Type text/plain; charset=ISO-8859...
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         to salicylic acid. RIDDHI DATTA, RAGINI SINHA and SHARMILA CHATTOPADHYAY. J. Biosci. 38(2), June 2013, 317–328, © Indian Academy of Sciences. Supplementary material http://www.ias.ac.in/jbiosci. Supplementary figure 1. Effect of SA on A. thaliana after 24 h. Four-week-old Col-0 plants were induced by dipping ...

      
	
      Autoreceptor Control of Peptide/Neurotransmitter Corelease from PDF Neurons Determines Allocation of Circadian Activity in Drosophila

      Directory of Open Access Journals (Sweden)

      Charles Choi

         2012-08-01

         Full Text Available Drosophila melanogaster flies concentrate behavioral activity around dawn and dusk. This organization of daily activity is controlled by central circadian clock neurons, including the lateral-ventral pacemaker neurons (LNvs that secrete the neuropeptide PDF (pigment dispersing factor. Previous studies have demonstrated the requirement for PDF signaling to PDF receptor (PDFR-expressing dorsal clock neurons in organizing circadian activity. Although LNvs also express functional PDFR, the role of these autoreceptors has remained enigmatic. Here, we show that (1 PDFR activation in LNvs shifts the balance of circadian activity from evening to morning, similar to behavioral responses to summer-like environmental conditions, and (2 this shift is mediated by stimulation of the Gα,s-cAMP pathway and a consequent change in PDF/neurotransmitter corelease from the LNvs. These results suggest another mechanism for environmental control of the allocation of circadian activity and provide new general insight into the role of neuropeptide autoreceptors in behavioral control circuits.
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      A time dependent mixing model to close PDF equations for transport in heterogeneous aquifers

      Science.gov (United States)

      Schüler, L.; Suciu, N.; Knabner, P.; Attinger, S.

         2016-10-01

         Probability density function (PDF) methods are a promising alternative to predicting the transport of solutes in groundwater under uncertainty. They make it possible to derive the evolution equations of the mean concentration and the concentration variance, used in moment methods. The mixing model, describing the transport of the PDF in concentration space, is essential for both methods. Finding a satisfactory mixing model is still an open question and due to the rather elaborate PDF methods, a difficult undertaking. Both the PDF equation and the concentration variance equation depend on the same mixing model. This connection is used to find and test an improved mixing model for the much easier to handle concentration variance. Subsequently, this mixing model is transferred to the PDF equation and tested. The newly proposed mixing model yields significantly improved results for both variance modelling and PDF modelling.
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      ANSI/ASHRAE/IES Standard 90.1-2013 Preliminary Determination: Qualitative Analysis

      Energy Technology Data Exchange (ETDEWEB)

      Halverson, Mark A.; Hart, Reid; Athalye, Rahul A.; Rosenberg, Michael I.; Richman, Eric E.; Winiarski, David W.

         2014-03-01

         Section 304(b) of the Energy Conservation and Production Act (ECPA), as amended, requires the Secretary of Energy to make a determination each time a revised version of ASHRAE Standard 90.1 is published with respect to whether the revised standard would improve energy efficiency in commercial buildings. When the U.S. Department of Energy (DOE) issues an affirmative determination on Standard 90.1, states are statutorily required to certify within two years that they have reviewed and updated the commercial provisions of their building energy code, with respect to energy efficiency, to meet or exceed the revised standard. This report provides a preliminary qualitative analysis of all addenda to ANSI/ASHRAE/IES Standard 90.1-2010 (referred to as Standard 90.1-2010 or 2010 edition) that were included in ANSI/ASHRAE/IES Standard 90.1-2013 (referred to as Standard 90.1-2013 or 2013 edition).
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      A Lagrangian mixing frequency model for transported PDF modeling

      Science.gov (United States)

      Turkeri, Hasret; Zhao, Xinyu

         2017-11-01

         In this study, a Lagrangian mixing frequency model is proposed for molecular mixing models within the framework of transported probability density function (PDF) methods. The model is based on the dissipations of mixture fraction and progress variables obtained from Lagrangian particles in PDF methods. The new model is proposed as a remedy to the difficulty in choosing the optimal model constant parameters when using conventional mixing frequency models. The model is implemented in combination with the Interaction by exchange with the mean (IEM) mixing model. The performance of the new model is examined by performing simulations of Sandia Flame D and the turbulent premixed flame from the Cambridge stratified flame series. The simulations are performed using the pdfFOAM solver which is a LES/PDF solver developed entirely in OpenFOAM. A 16-species reduced mechanism is used to represent methane/air combustion, and in situ adaptive tabulation is employed to accelerate the finite-rate chemistry calculations. The results are compared with experimental measurements as well as with the results obtained using conventional mixing frequency models. Dynamic mixing frequencies are predicted using the new model without solving additional transport equations, and good agreement with experimental data is observed.

      
	
      PREFACE: 2nd International Conference on Mathematical Modeling in Physical Sciences 2013 (IC-MSQUARE 2013)

      Science.gov (United States)

      

         2014-03-01

         The second International Conference on Mathematical Modeling in Physical Sciences (IC-MSQUARE) took place at Prague, Czech Republic, from Sunday 1 September to Thursday 5 September 2013. The Conference was attended by more than 280 participants and hosted about 400 oral, poster, and virtual presentations while counted more than 600 pre-registered authors. The second IC-MSQUARE consisted of different and diverging workshops and thus covered various research fields where Mathematical Modeling is used, such as Theoretical/Mathematical Physics, Neutrino Physics, Non-Integrable Systems, Dynamical Systems, Computational Nanoscience, Biological Physics, Computational Biomechanics, Complex Networks, Stochastic Modeling, Fractional Statistics, DNA Dynamics, Macroeconomics. The scientific program was rather heavy since after the Keynote and Invited Talks in the morning, three parallel sessions were running every day. However, according to all attendees, the program was excellent with high level of talks and the scientific environment was fruitful, thus all attendees had a creative time. We would like to thank the Keynote Speaker and the Invited Speakers for their significant contribution to IC-MSQUARE. We also would like to thank the Members of the International Advisory and Scientific Committees as well as the Members of the Organizing Committee. Further information on the editors, speakers and committees is available in the attached pdf.

      
	
      IT Department User Survey PDF Usage Report

      CERN Document Server

      Jones, Pete

         2017-01-01

         During 2016 the IT-CDA group carried out a study of IT users and their working environments and habits with the aim of understanding the user community better. This project involved interviews with users from different working backgrounds and an online survey containing questions of user devices and software preferences. A section of the questions was aimed at understanding how people handle PDF documents and this note analyses the responses to these. This analysis will help IT-CDA to better understand the PDF requirements and so help us to improve the services that rely on these documents.

      
	
      Dissecting the mechanisms of Notch induced hyperplasia

      Czech Academy of Sciences Publication Activity Database

      Djiane, A.; Krejčí, Alena; Bernard, F.; Fexová, S.; Millen, K.; Bray, S. J.

         2013-01-01

         Roč. 32, č. 1 (2013), s. 60-71 ISSN 0261-4189 Grant - others:MRC Programme(GB) G0800034/1; Wellcome Trust(GB) WT083576MA Institutional support: RVO:60077344 Keywords : chromatin immunoprecipitation * Drosophila * gene expression Subject RIV: EB - Genetics ; Molecular Biology Impact factor: 10.748, year: 2013 http://www.nature.com/emboj/journal/v32/n1/pdf/emboj2012326a.pdf
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      Magashi

         2013-06-01

         Jun 1, 2013 ... for human consumption either at meal or leisure times (Ogah and ... presence of CO2 gas or other ... plants species (Andrews et al., 2007; Wanyika et al., 2010; Violeta et ... highest absorption value at 270nm.Standard linear.

      
	
      PDF methods for turbulent reactive flows

      Science.gov (United States)

      Hsu, Andrew T.

         1995-01-01

         Viewgraphs are presented on computation of turbulent combustion, governing equations, closure problem, PDF modeling of turbulent reactive flows, validation cases, current projects, and collaboration with industry and technology transfer.

      
	
      Fulltext PDF

      Indian Academy of Sciences (India)

      

         2013-02-01

         Feb 1, 2013 ... 1College of Information Science and Engineering, Hunan University, Changsha 410082, ... chaotic systems means that all the state variables of the drive system ..... of Aeronautics and Astronautics, Nanjing, China, 2004).

      
	
      Groundwater conditions in Utah, spring of 2013

      Science.gov (United States)

      Burden, Carole B.; Birken, Adam S.; Derrick, V. Noah; Fisher, Martel J.; Holt, Christopher M.; Downhour, Paul; Smith, Lincoln; Eacret, Robert J.; Gibson, Travis L.; Slaugh, Bradley A.; Whittier, Nickolas R.; Howells, James H.; Christiansen, Howard K.

         2013-01-01

         This is the fiftieth in a series of annual reports that describe groundwater conditions in Utah. Reports in this series, published cooperatively by the U.S. Geological Survey and the Utah Department of Natural Resources, Division of Water Rights, and the Utah Department of Environmental Quality, Division of Water Quality, provide data to enable interested parties to maintain awareness of changing groundwater conditions. This report, like the others in the series, contains information on well construction, groundwater withdrawals from wells, water-level changes, precipitation, streamflow, and chemical quality of water. Information on well construction included in this report refers only to wells constructed for new appropriations of groundwater. Supplementary data are included in reports of this series only for those years or areas that are important to a discussion of changing groundwater conditions and for which applicable data are available.This report includes individual discussions of selected significant areas of groundwater development in the State for calendar year 2012. Most of the reported data were collected by the U.S. Geological Survey in cooperation with the Utah Department of Natural Resources, Division of Water Rights, and the Utah Department of Environmental Quality, Division of Water Quality. This report is also available online at http://www.waterrights.utah.gov/techinfo/ and http://ut.water. usgs.gov/publications/GW2013.pdf. Groundwater conditions in Utah for calendar year 2011 are reported in Burden and others (2012) and available online at http://ut.water.usgs.gov/ publications/GW2012.pdf

      
	
      Crystallization and preliminary X-ray crystallographic analysis of peptide deformylase (PDF) from Bacillus cereus in ligand-free and actinonin-bound forms.

      Science.gov (United States)

      Park, Joon Kyu; Moon, Jin Ho; Kim, Jae-Hong; Kim, Eunice EunKyeong

         2005-01-01

         In bacteria, protein expression initiates with an N-formyl group and this needs to be removed in order to ensure proper bacterial growth. These formylation and deformylation processes are unique to eubacteria; therefore, inhibition of these would provide a novel antibacterial therapy. Deformylation is carried out by peptide deformylase (PDF). PDF from Bacillus cereus, one of the major pathogenic bacteria, was cloned into expression plasmid pET-28a (Novagen), overexpressed in Escherichia coli BL21 (DE3) and purified to high quality. Crystals have been obtained of both ligand-free PDF and PDF to which actinonin, a highly potent naturally occurring inhibitor, is bound. Both crystals belong to space group P2(1)2(1)2(1), with unit-cell parameters a = 42.72, b = 44.04, c = 85.19 A and a = 41.31, b = 44.56, c = 84.47 A, respectively. Diffraction data were collected to 1.7 A resolution for the inhibitor-free crystals and to 2.0 A resolution for the actinonin-bound crystals.

      
	
      Autoreceptor Modulation of Peptide/Neurotransmitter Co-release from PDF Neurons Determines Allocation of Circadian Activity in Drosophila

      Science.gov (United States)

      Choi, Charles; Cao, Guan; Tanenhaus, Anne K.; McCarthy, Ellena v.; Jung, Misun; Schleyer, William; Shang, Yuhua; Rosbash, Michael; Yin, Jerry C.P.; Nitabach, Michael N.

         2012-01-01

         Drosophila melanogaster flies concentrate behavioral activity around dawn and dusk. This organization of daily activity is controlled by central circadian clock neurons, including the lateral ventral pacemaker neurons (LNvs) that secrete the neuropeptide PDF (Pigment Dispersing Factor). Previous studies have demonstrated the requirement for PDF signaling to PDF receptor (PDFR)-expressing dorsal clock neurons in organizing circadian activity. While LNvs also express functional PDFR, the role of these autoreceptors has remained enigmatic. Here we show that (1) PDFR activation in LNvs shifts the balance of circadian activity from evening to morning, similar to behavioral responses to summer-like environmental conditions and (2) this shift is mediated by stimulation of the Ga,s-cAMP pathway and a consequent change in PDF/neurotransmitter co-release from the LNvs. These results suggest a novel mechanism for environmental control of the allocation of circadian activity and provide new general insight into the role of neuropeptide autoreceptors in behavioral control circuits. PMID:22938867

      
	
      Extra Dimensions: 3D in PDF Documentation

      International Nuclear Information System (INIS) 

      Graf, Norman A

         2012-01-01

         Experimental science is replete with multi-dimensional information which is often poorly represented by the two dimensions of presentation slides and print media. Past efforts to disseminate such information to a wider audience have failed for a number of reasons, including a lack of standards which are easy to implement and have broad support. Adobe's Portable Document Format (PDF) has in recent years become the de facto standard for secure, dependable electronic information exchange. It has done so by creating an open format, providing support for multiple platforms and being reliable and extensible. By providing support for the ECMA standard Universal 3D (U3D) and the ISO PRC file format in its free Adobe Reader software, Adobe has made it easy to distribute and interact with 3D content. Until recently, Adobe's Acrobat software was also capable of incorporating 3D content into PDF files from a variety of 3D file formats, including proprietary CAD formats. However, this functionality is no longer available in Acrobat X, having been spun off to a separate company. Incorporating 3D content now requires the additional purchase of a separate plug-in. In this talk we present alternatives based on open source libraries which allow the programmatic creation of 3D content in PDF format. While not providing the same level of access to CAD files as the commercial software, it does provide physicists with an alternative path to incorporate 3D content into PDF files from such disparate applications as detector geometries from Geant4, 3D data sets, mathematical surfaces or tesselated volumes.

      
	
      78 FR 32383 - Combined Notice of Filings #1

      Science.gov (United States)

      

         2013-05-30

         .... Description: Inquiry Response to be effective 5/12/2013. Filed Date: 5/21/13. Accession Number: 20130521-5167....ferc.gov/docs-filing/efiling/filing-req.pdf . For other information, call (866) 208-3676 (toll free...

      
	
      The photon PDF from high-mass Drell Yan data at the LHC

      CERN Document Server

      Giuli, Francesco

         2017-05-25

         In this contribution, we review the results of [1], where a determination of the photon PDF from fits to recent ATLAS measurements of high-mass Drell-Yan dilepton production at $\\sqrt{s}$ = 8 TeV is presented.

      
	
      Organization and firm performance in the Czech Republic

      Czech Academy of Sciences Publication Activity Database

      Jurajda, Štěpán; Stančík, Juraj

         2013-01-01

         Roč. 22, č. 1 (2013), s. 85-110 ISSN 1210-0455 Institutional support: PRVOUK-P23 Keywords : linked employer-employee data * organizational workers * productivity differentials Subject RIV: AH - Economics Impact factor: 0.208, year: 2013 http://www.vse.cz/polek/download.php?jnl=pep&pdf=442.pdf
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      Edgeworth Expansion Based Model for the Convolutional Noise pdf

      Directory of Open Access Journals (Sweden)

      Yonatan Rivlin

         2014-01-01

         Full Text Available Recently, the Edgeworth expansion up to order 4 was used to represent the convolutional noise probability density function (pdf in the conditional expectation calculations where the source pdf was modeled with the maximum entropy density approximation technique. However, the applied Lagrange multipliers were not the appropriate ones for the chosen model for the convolutional noise pdf. In this paper we use the Edgeworth expansion up to order 4 and up to order 6 to model the convolutional noise pdf. We derive the appropriate Lagrange multipliers, thus obtaining new closed-form approximated expressions for the conditional expectation and mean square error (MSE as a byproduct. Simulation results indicate hardly any equalization improvement with Edgeworth expansion up to order 4 when using optimal Lagrange multipliers over a nonoptimal set. In addition, there is no justification for using the Edgeworth expansion up to order 6 over the Edgeworth expansion up to order 4 for the 16QAM and easy channel case. However, Edgeworth expansion up to order 6 leads to improved equalization performance compared to the Edgeworth expansion up to order 4 for the 16QAM and hard channel case as well as for the case where the 64QAM is sent via an easy channel.

      
	
      Autoreceptor control of peptide/neurotransmitter corelease from PDF neurons determines allocation of circadian activity in drosophila.

      Science.gov (United States)

      Choi, Charles; Cao, Guan; Tanenhaus, Anne K; McCarthy, Ellena V; Jung, Misun; Schleyer, William; Shang, Yuhua; Rosbash, Michael; Yin, Jerry C P; Nitabach, Michael N

         2012-08-30

         Drosophila melanogaster flies concentrate behavioral activity around dawn and dusk. This organization of daily activity is controlled by central circadian clock neurons, including the lateral-ventral pacemaker neurons (LN(v)s) that secrete the neuropeptide PDF (pigment dispersing factor). Previous studies have demonstrated the requirement for PDF signaling to PDF receptor (PDFR)-expressing dorsal clock neurons in organizing circadian activity. Although LN(v)s also express functional PDFR, the role of these autoreceptors has remained enigmatic. Here, we show that (1) PDFR activation in LN(v)s shifts the balance of circadian activity from evening to morning, similar to behavioral responses to summer-like environmental conditions, and (2) this shift is mediated by stimulation of the Gα,s-cAMP pathway and a consequent change in PDF/neurotransmitter corelease from the LN(v)s. These results suggest another mechanism for environmental control of the allocation of circadian activity and provide new general insight into the role of neuropeptide autoreceptors in behavioral control circuits. Copyright © 2012 The Authors. Published by Elsevier Inc. All rights reserved.

      
	
      Qualitative XRD - use of the PDF for beginners and the evolution of the ICDD

      International Nuclear Information System (INIS) 

      Hubbard, C.R.

         2002-01-01

         Full text: The Powder Diffraction File (PDF), published by the International Centre for Diffraction Data (ICDD), has traditionally been used for phase identification by x-ray diffraction methods and is widely used in establishing the phases present in reaction, corrosion and decomposition products in fields including mineralogy, materials science, manufacturing and pharmaceuticals. The X-ray diffraction reference patterns of the PDF have been collected and edited by the non profit organization known today as the International Centre for Diffraction Data (ICDD). Recent activities by the ICDD have greatly enhanced the PDF based on collaboration with structural data centers, expanding the pattern producing Grants-in-Aid program, and focussing efforts of task groups of the ICDD Technical Committee. The currently evolving needs of combinatorial scientists, pharmaceutical laboratories, and computational materials science will impact the PDF in coming years. One opportunity is for greater cross-linking of characterization and property databases and the efforts to explore this future will be discussed. This presentation will survey the evolution of the organization and the PDF emphasizing the more recent changes, summarize the contents of the PDF, present highlights of how to use the powder diffraction file for phase identification, and highlight advantages of the forthcoming relational database format for the PDF. Copyright (2002) Australian X-ray Analytical Association Inc
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         Molande, Bright. Vol 23 (2013) - Articles Cosmic tragedy in Steve Chimombo's The Python Abstract PDF · Vol 18, No 1 (2004) - Articles Politics of rewriting: what did Achebe really do? Abstract PDF · Vol 20, No 1 (2006) - Articles Moments of rewriting. Abstract PDF. ISSN: 1016-0728. AJOL African Journals Online. HOW TO ...

      
	
      PDF fit in the fixed-flavour-number scheme

      International Nuclear Information System (INIS) 

      Alekhin, S.; Bluemlein, J.; Moch, S.

         2012-02-01

         We discuss the heavy-quark contribution to deep inelastic scattering in the scheme with n f =3;4;5 fixed flavors. Based on the recent ABM11 PDF analysis of world data for deep-inelastic scattering and fixed-target data for the Drell-Yan process with the running-mass definition for heavy quarks we show that fixed flavor number scheme is sufficient for describing the deep-inelastic-scattering data in the entire kinematic range. We compare with other PDF sets and comment on the implications for measuring the strong coupling constant α s (M Z ).

      
	
      Protease inhibitor from insect silk - activities of derivatives expressed in vitro and in transgenic potato

      Czech Academy of Sciences Publication Activity Database

      Kodrík, Dalibor; Kludkiewicz, Barbara; Navrátil, Oldřich; Skoková Habuštová, Oxana; Horáčková, V.; Svobodová, Z.; Vinokurov, Konstantin; Sehnal, František

         2013-01-01

         Roč. 171, č. 1 (2013), s. 209-224 ISSN 0273-2289 R&D Projects: GA MZe QI91A229 Institutional support: RVO:60077344 ; RVO:61389030 Keywords : genetically modified organism * silk protease inhibitor * protease Subject RIV: ED - Physiology Impact factor: 1.687, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs12010-013-0325-9.pdf
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         Jun 1, 2013 ... 0.188), TiO2 (0.00– 0.12), K2O (0.049 – 0.270), Li2O (0.047 ... and fish ponds), ceramics, glass, silica bricks, pharmaceutical, coal dust fire dampener, paint, poultry and ... attractive flow bandings and the colours found in.

      
	
      JAEA-Tokai tandem annual report 2013. April 1, 2013 - March 31, 2014

      International Nuclear Information System (INIS) 

      Osa, Akihiko; Nishio, Katsuhisa; Tsukada, Kazuaki; Ishikawa, Norito; Toh, Yosuke; Koura, Hiroyuki; Ohkubo, Nariaki; Matsuda, Makoto

         2016-12-01

         The Japan Atomic Energy Agency (JAEA)-Tokai tandem accelerator complex has been used in various research fields such as nuclear science and material science by researchers not only of JAEA but also from universities, research institutes and industrial companies. This annual report covers developments of accelerators and research activities carried out using the tandem accelerator and superconducting booster from April 1, 2013 to March 31, 2014. Thirty-one summary reports were categorized into seven research/development fields: (1) accelerator operation, (2) nuclear structure, (3) nuclear reaction, (4) nuclear chemistry, (5) nuclear theory, (6) atomic physics and solid state physics, (7) radiation effects in materials. This report also lists publications, meetings, personnel, committee members, cooperative researches and common use programs. (author)
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      The International Society for the Social Studies Annual Conference Proceedings (Orlando, Florida, February 28 & March 1, 2013). Volume 2013, Issue 1

      Science.gov (United States)

      Russell, William Benedict, III, Ed.

         2013-01-01

         The "ISSS Annual Conference Proceedings" is a peer-reviewed professional publication published once a year following the annual conference. The following papers are included in the 2013 proceedings: (1) Teaching About Asia in a Social Science Education Program (Cyndi Mottola Poole and Joshua L. Kenna); (2) Teaching Students about…

      
	
      Implementasi Kebijakan Pembelajaran Tematik Terpadu Kurikulum 2013 di SDN Kauman 1 Malang dan SD Muhammadiyah 1 Malang

      Directory of Open Access Journals (Sweden)

      . Mulyadin

         2016-07-01

         Full Text Available Abstrak: Implementasi Kebijakan Pembelajaran Tematik Terpadu Kurikulum 2013 di SDN Kauman 1 Malang dan SD Muhammadiyah 1 Malang. Tujuan penelitian ini yaitu untuk mendeskripsikan dan menganalisis implementasi kebijakan pembelajaran tematik terpadu yang dilihat dari perencanaan pembelajaran, pelaksanaan pembelajaran, penilaian hasil pembelajaran, dan pengawasan pembelajaran di SDN Kauman 1 Malang dan SD Muhammadiyah 1 Malang. Metode yang digunakan dalam penelitian ini adalah pendekatan kualitatif dan dibantu menggunakan data statistitik dengan rancangan penelitian deskriptif. Data dalam penelitian ini diambil dari hasil kuesioner dan wawancara pada responden dan observasi pelaksanaan pembelajarannya. Subjek penelitian ini adalah Kepala Sekolah, Wakil Kepala Sekolah Bidang Kurikulum dan Guru. Berdasarkan data hasil penelitian bahwa implementasi kebijakan pembelajaran tematik terpadu kurikulum 2013 di SDN Kauman 1 Malang dan SD Muhammadiyah 1 Malang sudah dikategorikan baik, hal ini dilihat dari aspek penguasaan, pemahaman dan kemampuan guru dalam proses perencanaan pembelajaran, pelaksanaan pembelajaran, dan penilaian hasil belajar begitupun pada proses pengawasan yang dilakukan oleh kepala sekolah sudah berjalan maksimal sesuai dengan tugas dan tanggung jawabnya seperti yang ada pada Peraturan Menteri Pendidikan dan Kebudayaan (Permendikbud Republik Indonesia Nomor 65 Tahun 2013 tentang Standar Proses Pendidikan Dasar dan Menengah. Kata Kunci: Implementasi, Pembelajaran Tematik Terpadu dan Kurikulum 2013

      
	
      Tanzania Dental Journal, Vol. 18 No. 1 November, 2013

      African Journals Online (AJOL)
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         Nov 1, 2013 ... School of Dentistry, Muhimbili University of Health and Allied Sciences ... child was aged seven and the other eight months where both were ... the management options. .... provide an evidence-based treatment for patients.
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         Jun 1, 2013 ... known to accelerate the natural aging of lakes. (eutrophication) (Ansar and ... impact on eutrophication in the Republic of South. Africa. ... increase in harm to fish and other aquatic life. (Rabalais .... about 40%. This balance showed already that the ... purchased and used for the purpose of this work include: ...

      
	
      The improved decay rate for the heat semigroup with local magnetic field in the plane

      Czech Academy of Sciences Publication Activity Database

      Krejčiřík, David

         2013-01-01

         Roč. 47, 1-2 (2013), s. 207-226 ISSN 0944-2669 R&D Projects: GA MŠk LC06002; GA ČR GAP203/11/0701 Institutional support: RVO:61389005 Keywords : convection-diffusion equations * large time behavior * singular potentials * hardy inequality * dirichlet forms * operators Subject RIV: BE - Theoretical Physics Impact factor: 1.526, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs00526-012-0516-1.pdf

      
	
      Discrimination of Earthquakes and Explosions using Multi-fractal Singularity Spectrums Properties

      Czech Academy of Sciences Publication Activity Database

      Lyubushin, A. A.; Kaláb, Zdeněk; Lednická, Markéta; Haggag, H. M.

         2013-01-01

         Roč. 17, č. 3 (2013), s. 975-983 ISSN 1383-4649 Institutional support: RVO:68145535 Keywords : multi- fractal parameters * singularity spectrum * seismic event discrimination Subject RIV: DC - Siesmology, Volcanology, Earth Structure Impact factor: 1.386, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs10950-013-9366-3.pdf
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      Outline of optical design and viewing geometry for divertor Thomson scattering on MAST upgrade

      Czech Academy of Sciences Publication Activity Database

      Hawke, J.; Scannell, R.; Harrison, J.; Huxford, R.; Böhm, Petr

         2013-01-01

         Roč. 8, č. 11 (2013), C11010-C11010 ISSN 1748-0221. [International Symposium Laser Aided Plasma Diagnostics/16./. Madison, 22.09.2013-26.09.2013] Institutional support: RVO:61389021 Keywords : Plasma diagnostics - interferometry * Spectroscopy and imaging * Optics * Plasma diagnostics - charged-particle spectroscopy Subject RIV: BL - Plasma and Gas Discharge Physics Impact factor: 1.526, year: 2013 http://iopscience.iop.org/1748-0221/8/11/C11010/pdf/1748-0221_8_11_C11010.pdf

      
	
      PDF fit in the fixed-flavour-number scheme

      Energy Technology Data Exchange (ETDEWEB)

      Alekhin, S. [Deutsches Elektronen-Synchrotron (DESY), Zeuthen (Germany); Institute for High Energy Physics, Moscow (Russian Federation); Bluemlein, J.; Moch, S. [Deutsches Elektronen-Synchrotron (DESY), Zeuthen (Germany)

         2012-02-15

         We discuss the heavy-quark contribution to deep inelastic scattering in the scheme with n{sub f}=3;4;5 fixed flavors. Based on the recent ABM11 PDF analysis of world data for deep-inelastic scattering and fixed-target data for the Drell-Yan process with the running-mass definition for heavy quarks we show that fixed flavor number scheme is sufficient for describing the deep-inelastic-scattering data in the entire kinematic range. We compare with other PDF sets and comment on the implications for measuring the strong coupling constant {alpha}{sub s}(M{sub Z}).

      
	
      Sparse PDF maps for non-linear multi-resolution image operations

      KAUST Repository

      Hadwiger, Markus

         2012-11-01

         We introduce a new type of multi-resolution image pyramid for high-resolution images called sparse pdf maps (sPDF-maps). Each pyramid level consists of a sparse encoding of continuous probability density functions (pdfs) of pixel neighborhoods in the original image. The encoded pdfs enable the accurate computation of non-linear image operations directly in any pyramid level with proper pre-filtering for anti-aliasing, without accessing higher or lower resolutions. The sparsity of sPDF-maps makes them feasible for gigapixel images, while enabling direct evaluation of a variety of non-linear operators from the same representation. We illustrate this versatility for antialiased color mapping, O(n) local Laplacian filters, smoothed local histogram filters (e.g., median or mode filters), and bilateral filters. © 2012 ACM.
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      SU-F-T-94: Plan2pdf - a Software Tool for Automatic Plan Report for Philips Pinnacle TPS

      Energy Technology Data Exchange (ETDEWEB)

      Wu, C [Sutter Medical Foundation, Roseville, CA (United States)

         2016-06-15

         Purpose: To implement an automatic electronic PDF plan reporting tool for Philips Pinnacle treatment planning system (TPS) Methods: An electronic treatment plan reporting software is developed by us to enable fully automatic PDF report from Pinnacle TPS to external EMR programs such as MOSAIQ. The tool is named “plan2pdf”. plan2pdf is implemented using Pinnacle scripts, Java and UNIX shell scripts, without any external program needed. plan2pdf supports full auto-mode and manual mode reporting. In full auto-mode, with a single mouse click, plan2pdf will generate a detailed Pinnacle plan report in PDF format, which includes customizable cover page, Pinnacle plan summary, orthogonal views through each plan POI and maximum dose point, DRR for each beam, serial transverse views captured throughout the dose grid at a user specified interval, DVH and scorecard windows. The final PDF report is also automatically bookmarked for each section above for convenient plan review. The final PDF report can either be saved on a user specified folder on Pinnacle, or it can be automatically exported to an EMR import folder via a user configured FTP service. In manual capture mode, plan2pdf allows users to capture any Pinnacle plan by full screen, individual window or rectangular ROI drawn on screen. Furthermore, to avoid possible patients’ plan mix-up during auto-mode reporting, a user conflict check feature is included in plan2pdf: it prompts user to wait if another patient is being exported by plan2pdf by another user. Results: plan2pdf is tested extensively and successfully at our institution consists of 5 centers, 15 dosimetrists and 10 physicists, running Pinnacle version 9.10 on Enterprise servers. Conclusion: plan2pdf provides a highly efficient, user friendly and clinical proven platform for all Philips Pinnacle users, to generate a detailed plan report in PDF format for external EMR systems.
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         Purpose: To implement an automatic electronic PDF plan reporting tool for Philips Pinnacle treatment planning system (TPS) Methods: An electronic treatment plan reporting software is developed by us to enable fully automatic PDF report from Pinnacle TPS to external EMR programs such as MOSAIQ. The tool is named “plan2pdf”. plan2pdf is implemented using Pinnacle scripts, Java and UNIX shell scripts, without any external program needed. plan2pdf supports full auto-mode and manual mode reporting. In full auto-mode, with a single mouse click, plan2pdf will generate a detailed Pinnacle plan report in PDF format, which includes customizable cover page, Pinnacle plan summary, orthogonal views through each plan POI and maximum dose point, DRR for each beam, serial transverse views captured throughout the dose grid at a user specified interval, DVH and scorecard windows. The final PDF report is also automatically bookmarked for each section above for convenient plan review. The final PDF report can either be saved on a user specified folder on Pinnacle, or it can be automatically exported to an EMR import folder via a user configured FTP service. In manual capture mode, plan2pdf allows users to capture any Pinnacle plan by full screen, individual window or rectangular ROI drawn on screen. Furthermore, to avoid possible patients’ plan mix-up during auto-mode reporting, a user conflict check feature is included in plan2pdf: it prompts user to wait if another patient is being exported by plan2pdf by another user. Results: plan2pdf is tested extensively and successfully at our institution consists of 5 centers, 15 dosimetrists and 10 physicists, running Pinnacle version 9.10 on Enterprise servers. Conclusion: plan2pdf provides a highly efficient, user friendly and clinical proven platform for all Philips Pinnacle users, to generate a detailed plan report in PDF format for external EMR systems.

      
	
      Joint PDF modelling of turbulent flow and dispersion in an urban street canyon

      OpenAIRE

      Bakosi, J.; Franzese, P.; Boybeyi, Z.

         2010-01-01

         The joint probability density function (PDF) of turbulent velocity and concentration of a passive scalar in an urban street canyon is computed using a newly developed particle-in-cell Monte Carlo method. Compared to moment closures, the PDF methodology provides the full one-point one-time PDF of the underlying fields containing all higher moments and correlations. The small-scale mixing of the scalar released from a concentrated source at the street level is modelled by the interaction by exc...
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      African Journals Online (AJOL)
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         2013-01-01

         Jan 1, 2013 ... which was then used to calculate mass and cost handled by the marketers. For consumers, a ... used containers for measuring quantities of insects gathered are the 20 litre, 5 litre and .... eastern parts of Zimbabwe (Table 1).
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         Nov 1, 2013 ... More than half of the study participants (54.4%) were married. Awareness on oral ... shown to be related with delayed treatment seeking behavior as .... The proportion of female in younger age group of ... Business. 2. 0.6. 19.
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      Science.gov (United States)
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         ... Options Participants (excluding the Initiating Participant) was each of zero, one, two, three, four, etc.../boxvr/SE_resources/SR-BOX-2013-43_Amendment_1.pdf . \\6\\ In Amendment No. 2, BOX corrected one sentence... ratio that is equal to or greater than one-to-three (.333) and less than or equal to three-to-one (3.00...

      
	
      Statistical-dynamical downscaling of wind roses over the Czech Republic

      Czech Academy of Sciences Publication Activity Database

      Svoboda, Jaroslav; Chládová, Zuzana; Hošek, Jiří; Pop, Lukáš

         2013-01-01

         Roč. 112, 3-4 (2013), s. 713-722 ISSN 0177-798X R&D Projects: GA AV ČR KJB300420905 Institutional support: RVO:68378289 Keywords : downscaling * Czech Republic Subject RIV: DG - Athmosphere Sciences, Meteorology Impact factor: 1.742, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs00704-012-0759-y.pdf
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         Touré, Kamadore. Vol 31, No 1 (2012) - Articles Infirmite motrice d'origine cerebrale : une serie Senegalaise Abstract PDF · Vol 32, No 2 (2013) - Articles Qualite de vie apres un accident vasculaire cerebral au Senegal: a propos de 50 cas. Abstract PDF · Vol 32, No 2 (2013) - Articles Selective attention of students suffering ...

      
	
      Mutual Coupling Between Meteorological Parameters and Secondary Microseisms

      Czech Academy of Sciences Publication Activity Database

      Holub, Karel; Kalenda, Pavel; Rušajová, Jana

         2013-01-01

         Roč. 24, č. 6 (2013), s. 933-949 ISSN 1017-0839 R&D Projects: GA MŠk LM2010008 Institutional support: RVO:68145535 ; RVO:67985891 Keywords : secondary microseisms * meteorological elements * statistics Subject RIV: DC - Siesmology, Volcanology, Earth Structure Impact factor: 1.061, year: 2013 http://tao.cgu.org.tw/pdf/v246p933.pdf

      
	
      Organization and firm performance in the Czech Republic

      Czech Academy of Sciences Publication Activity Database

      Jurajda, Štěpán; Stančík, Juraj

         2013-01-01

         Roč. 22, č. 1 (2013), s. 85-110 ISSN 1210-0455 R&D Projects: GA MŠk(CZ) 7E08096 Institutional support: RVO:67985998 Keywords : linked employer-employee data * organizational workers * productivity differentials Subject RIV: AH - Economics Impact factor: 0.208, year: 2013 http://www.vse.cz/polek/download.php?jnl=pep&pdf=442.pdf

      
	
      Spectral asymptotics of a strong delta ' interaction on a planar loop

      Czech Academy of Sciences Publication Activity Database

      Exner, Pavel; Jex, M.

         2013-01-01

         Roč. 46, č. 34 (2013), s. 345201 ISSN 1751-8113 R&D Projects: GA ČR GAP203/11/0701 Institutional support: RVO:61389005 Keywords : Schrodinger operators * strong coupling asymptotics Subject RIV: BE - Theoretical Physics Impact factor: 1.687, year: 2013 http://iopscience.iop.org/1751-8121/46/34/345201/pdf/1751-8121_46_34_345201.pdf

      
	
      Approximations of quantum-graph vertex couplings by singularly scaled potentials

      Czech Academy of Sciences Publication Activity Database

      Exner, Pavel; Manko, S. S.

         2013-01-01

         Roč. 46, č. 34 (2013), s. 345202 ISSN 1751-8113 R&D Projects: GA ČR GAP203/11/0701 Institutional support: RVO:61389005 Keywords : Schrödinger operators * vertex coupling Subject RIV: BE - Theoretical Physics Impact factor: 1.687, year: 2013 http://iopscience.iop.org/1751-8121/46/34/345202/pdf/1751-8121_46_34_345202.pdf
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      Imported dengue from 2013 Angola outbreak: Not just serotype 1 was detected.

      Science.gov (United States)

      Abreu, Cândida; Silva-Pinto, André; Lazzara, Daniela; Sobrinho-Simões, Joana; Guimarães, João Tiago; Sarmento, António

         2016-06-01

         All the reports from Angola's 2013 dengue outbreak revealed serotype 1. However, previously dengue serotypes 1-4 have been reported in Africa and in 2014 serotype 4 was reported in Angola. To report dengue serotypes in patients returning from Angola during 2013 outbreak. Retrospective, cross-sectional study. We serotyped the dengue by an in house Polymerase Chain Reaction technique in randomly selected cases. From the 2013 Angola's dengue outbreak we treated 47 adult patients. None had history of past dengue. A combo kit test for dengue revealed positive NS1 antigen in 39 and IgM antibodies in 8. From 17 randomly patients tested by RNA Real Time-PCR, 11 were positive: 7 for DENV-1, 2 for DENV-2, 1 for DENV-3 (co-infected with DENV-1) and 1 for DENV-4. None had a complicated or fatal evolution. Unlike previous reports the 4 serotypes were detected, and this resulted in a different epidemiological situation, raising the risk of future outbreaks of severe dengue. Copyright © 2016 Elsevier B.V. All rights reserved.

      
	
      INL Seismic Monitoring Annual Report: January 1, 2013 to December 31, 2013

      Energy Technology Data Exchange (ETDEWEB)

      Payne, Suzette Jackson [Idaho National Lab. (INL), Idaho Falls, ID (United States); Bockholt, Blaine Matthew [Idaho National Lab. (INL), Idaho Falls, ID (United States); Hodges, Jed M [Idaho National Lab. (INL), Idaho Falls, ID (United States); Berg, Robert Gene [Idaho National Lab. (INL), Idaho Falls, ID (United States)

         2016-12-01

         During 2013, the Idaho National Laboratory (INL) recorded 14,011 independent triggers and 7,355 triggers were manmade blasts and distant, regional, and local earthquakes. Within the region, the INL Seismic Monitoring program located 2,085 earthquakes and 150 man-made blasts. Near and within the 161-km radius of INL, 38 of these earthquakes had small to moderate size magnitudes that ranged from 3.0 to 4.2. Residents near 19 of the M>3.0 earthquakes reported ground shaking affects of these earthquakes to the U.S. Geological Survey. Also, five new seismic stations with broadband seismometers and accelerometers were installed near INL facility areas. These new stations were installed to collect earthquake data that can be used in future INL probabilistic seismic hazard analyses to reduce uncertainties of ground motion models. In 2013, 1,013 earthquakes were located within the 161-km radius of INL and three occurred within the eastern Snake River Plain (ESRP). The earthquakes included three swarms and a mainshock-aftershock sequence. The earthquakes were located northwest of the INL in the Basin and Range regions of Idaho and Montana and southeast of the ESRP in the Basin and Range region along the Idaho-Wyoming border. A swarm of >180 earthquakes occurred at Driggs, Idaho; the largest events had local magnitudes (ML) of 2.8 and 3.1 and were felt by residents. A less intense swarm of 64 earthquakes was located west of Jackson, Wyoming along the Idaho-Wyoming border. The largest event was a MW 3.8 that was felt by local residents. Southeast of Pocatello, Idaho an earthquake of ML 4.2 was followed by 18 aftershocks that included a ML 3.6. Both earthquakes were felt by residents near to the epicenters. Three earthquakes occurred within the ESRP and three other earthquakes were located at the northwest edge of the ESRP. The coda magnitude (Mc) 1.3 earthquake was located in the center of ESRP north of the Great Rift and at a depth of 45 km. To the west, an earthquake of Mc 0
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         During 2013, the Idaho National Laboratory (INL) recorded 14,011 independent triggers and 7,355 triggers were manmade blasts and distant, regional, and local earthquakes. Within the region, the INL Seismic Monitoring program located 2,085 earthquakes and 150 man-made blasts. Near and within the 161-km radius of INL, 38 of these earthquakes had small to moderate size magnitudes that ranged from 3.0 to 4.2. Residents near 19 of the M>3.0 earthquakes reported ground shaking affects of these earthquakes to the U.S. Geological Survey. Also, five new seismic stations with broadband seismometers and accelerometers were installed near INL facility areas. These new stations were installed to collect earthquake data that can be used in future INL probabilistic seismic hazard analyses to reduce uncertainties of ground motion models. In 2013, 1,013 earthquakes were located within the 161-km radius of INL and three occurred within the eastern Snake River Plain (ESRP). The earthquakes included three swarms and a mainshock-aftershock sequence. The earthquakes were located northwest of the INL in the Basin and Range regions of Idaho and Montana and southeast of the ESRP in the Basin and Range region along the Idaho-Wyoming border. A swarm of >180 earthquakes occurred at Driggs, Idaho; the largest events had local magnitudes (ML) of 2.8 and 3.1 and were felt by residents. A less intense swarm of 64 earthquakes was located west of Jackson, Wyoming along the Idaho-Wyoming border. The largest event was a MW 3.8 that was felt by local residents. Southeast of Pocatello, Idaho an earthquake of ML 4.2 was followed by 18 aftershocks that included a ML 3.6. Both earthquakes were felt by residents near to the epicenters. Three earthquakes occurred within the ESRP and three other earthquakes were located at the northwest edge of the ESRP. The coda magnitude (Mc) 1.3 earthquake was located in the center of ESRP north of the Great Rift and at a depth of 45 km. To the west, an earthquake of Mc 0
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         Nov 1, 2013 ... 2Department of Preventive and Community Dentistry, School of Dentistry, ... Aim: To determine patient satisfaction after receiving dental treatment ... attitude about overall care (4). ... patient satisfaction and gender done by Kikwilu et al reported that women were more satisfied then .... Emirates (2005).

      
	
      ANSI/ASHRAE/IES Standard 90.1-2013 Determination of Energy Savings: Quantitative Analysis

      Energy Technology Data Exchange (ETDEWEB)

      Halverson, Mark A.; Athalye, Rahul A.; Rosenberg, Michael I.; Xie, YuLong; Wang, Weimin; Hart, Philip R.; Zhang, Jian; Goel, Supriya; Mendon, Vrushali V.

         2014-09-04

         This report provides a final quantitative analysis to assess whether buildings constructed according to the requirements of ANSI/ASHRAE/IES Standard 90.1-2013 would result in improved energy efficiency in commercial buildings. The final analysis considered each of the 110 addenda to Standard 90.1-2010 that were included in Standard 90.1-2013. PNNL reviewed all addenda included by ASHRAE in creating Standard 90.1-2013 from Standard 90.1-2010, and considered their combined impact on a suite of prototype building models across all U.S. climate zones. Most addenda were deemed to have little quantifiable impact on building efficiency for the purpose of DOE’s final determination. However, out of the 110 total addenda, 30 were identified as having a measureable and quantifiable impact.
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      Indian Academy of Sciences (India)

      

         2013-10-01

         Oct 1, 2013 ... information storage, retrieval and use for metabolic processes. ... In nature we have some free living bacteria fixing atmospheric dinitrogen in the soil, ... codon optimized antibiotic resistance gene as an aid in studies aimed at ...

      
	
      Theoretical Prediction of the Heats of Formation, Densities, and Relative Sensitivities for 1,7-dinitro-3,4,5,8-tetra N-oxide-bis([1,2,3]triazolo)[4,5-b:5’,4’ e]pyrazine, 1,7-dinitro-3,5,8-tri N-oxide bis([1,2,3]triazolo)[4,5-b:5’,4’ e]pyrazine, 1,7-dinitro 3,5-bis N-oxide bis([1,2,3]triazolo)[4,5-b:5’,4’ e]pyrazine, 1,7-dinitro 1,7-dihydrobis([1,2,3]triazolo)[4,5-b:4’,5’-e]pyrazine

      Science.gov (United States)
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         estimation of the impact sensitivities has been calculated. This report outlines the procedures used to generate this information, as well as Cheetah...1 US ARMY ARDEC (PDF) A DISTASIO 1 US ARMY ARDEC (PDF) S NICOLICH 1 NAVAL SURF WARFARE (PDF) CNTR J MANNION 17 DIR USARL

      
	
      The impact of the photon PDF and electroweak corrections on t anti t distributions

      International Nuclear Information System (INIS) 

      Pagani, D.; Tsinikos, I.; Zaro, M.

         2016-01-01

         We discuss the impact of EW corrections on differential distributions in top-quark pair production at the LHC and future hadron colliders, focussing on the effects of initial-state photons. Performing a calculation at Next-to-Leading Order QCD+EW accuracy, we investigate in detail the impact of photon-initiated channels on central values as well as PDF and scale uncertainties, both at order α s α and α s 2 α. We present predictions at 13 and 100 TeV, and provide results for the 8 TeV differential measurements performed by ATLAS and CMS. A thorough comparison of results obtained with the NNPDF2.3QED and CT14QED PDF sets is performed. While contributions due to the photon PDF are negligible with CT14QED, this is not the case for NNPDF2.3QED, where such contributions are sizeable and show large PDF uncertainties. On the one hand, we show that differential observables in top-pair production, in particular top-quark and t anti t rapidities, can be used to improve the determination of the photon PDF within the NNPDF approach. On the other hand, with current PDF sets, we demonstrate the necessity of including EW corrections and photon-induced contributions for a correct determination of both the central value and the uncertainties of theoretical predictions. (orig.)
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      The impact of the photon PDF and electroweak corrections on t anti t distributions

      Energy Technology Data Exchange (ETDEWEB)

      Pagani, D.; Tsinikos, I. [Universite Catholique de Louvain, Centre for Cosmology, Particle Physics and Phenomenology (CP3), Louvain-la-Neuve (Belgium); Zaro, M. [Sorbonne Universites, UPMC University Paris 06, UMR 589, LPTHE, Paris (France); CNRS, UMR 7589, LPTHE, Paris (France)

         2016-09-15

         We discuss the impact of EW corrections on differential distributions in top-quark pair production at the LHC and future hadron colliders, focussing on the effects of initial-state photons. Performing a calculation at Next-to-Leading Order QCD+EW accuracy, we investigate in detail the impact of photon-initiated channels on central values as well as PDF and scale uncertainties, both at order α{sub s}α and α{sub s}{sup 2}α. We present predictions at 13 and 100 TeV, and provide results for the 8 TeV differential measurements performed by ATLAS and CMS. A thorough comparison of results obtained with the NNPDF2.3QED and CT14QED PDF sets is performed. While contributions due to the photon PDF are negligible with CT14QED, this is not the case for NNPDF2.3QED, where such contributions are sizeable and show large PDF uncertainties. On the one hand, we show that differential observables in top-pair production, in particular top-quark and t anti t rapidities, can be used to improve the determination of the photon PDF within the NNPDF approach. On the other hand, with current PDF sets, we demonstrate the necessity of including EW corrections and photon-induced contributions for a correct determination of both the central value and the uncertainties of theoretical predictions. (orig.)

      
	
      Fatal or harmless: Extreme bistability induced by sterilizing, sexually transmitted pathogens

      Czech Academy of Sciences Publication Activity Database

      Berec, Luděk; Maxin, D.

         2013-01-01

         Roč. 75, č. 2 (2013), s. 258-273 ISSN 0092-8240 Grant - others:The University of Tennessee(US) EF-0832858 Institutional research plan: CEZ:AV0Z50070508 Keywords : disease transmission * mating * population dynamics Subject RIV: EH - Ecology, Behaviour Impact factor: 1.292, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs11538-012-9802-5.pdf

      
	
      Verification of functional a posteriori error estimates for obstacle problem in 1D

      Czech Academy of Sciences Publication Activity Database

      Harasim, P.; Valdman, Jan

         2013-01-01

         Roč. 49, č. 5 (2013), s. 738-754 ISSN 0023-5954 R&D Projects: GA ČR GA13-18652S Institutional support: RVO:67985556 Keywords : obstacle problem * a posteriori error estimate * variational inequalities Subject RIV: BA - General Mathematics Impact factor: 0.563, year: 2013 http://library.utia.cas.cz/separaty/2014/MTR/valdman-0424082.pdf

      
	
      The PDF method for turbulent combustion

      Science.gov (United States)

      Pope, S. B.

         1991-01-01

         Probability Density Function (PDF) methods provide a means of calculating the properties of turbulent reacting flows. They have been successfully applied to many turbulent flames, including some with finite rate kinetic effects. Here the methods are reviewed with an emphasis on computational issues and their application to turbulent combustion.

      
	
      High-pressure pair distribution function (PDF) measurement using high-energy focused x-ray beam

      Energy Technology Data Exchange (ETDEWEB)

      Hong, Xinguo, E-mail: xhong@bnl.gov; Weidner, Donald J. [Mineral Physics Institute, Stony Brook University, Stony Brook, NY 11794 (United States); Ehm, Lars [Mineral Physics Institute, Stony Brook University, Stony Brook, NY 11794 (United States); National Synchrotron Light Source II, Brookhaven National Laboratory, Upton, NY 11973 (United States); Zhong, Zhong; Ghose, Sanjit [National Synchrotron Light Source II, Brookhaven National Laboratory, Upton, NY 11973 (United States); Duffy, Thomas S. [Department of Geosciences, Princeton University, Princeton, NJ 08544 (United States)

         2016-07-27

         In this paper, we report recent development of the high-pressure pair distribution function (HP-PDF) measurement technique using a focused high-energy X-ray beam coupled with a diamond anvil cell (DAC). The focusing optics consist of a sagittally bent Laue monochromator and Kirkpatrick-Baez (K–B) mirrors. This combination provides a clean high-energy X-ray beam suitable for HP-PDF research. Demonstration of the HP-PDF technique for nanocrystalline platinum under quasi-hydrostatic condition above 30 GPa is presented.

      
	
      Reference and PDF-manager software: complexities, support and workflow.

      Science.gov (United States)

      Mead, Thomas L; Berryman, Donna R

         2010-10-01

         In the past, librarians taught reference management by training library users to use established software programs such as RefWorks or EndNote. In today's environment, there is a proliferation of Web-based programs that are being used by library clientele that offer a new twist on the well-known reference management programs. Basically, these new programs are PDF-manager software (e.g., Mendeley or Papers). Librarians are faced with new questions, issues, and concerns, given the new workflows and pathways that these PDF-manager programs present. This article takes a look at some of those.
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         Apr 20, 2013 ... There is no common ground between science and religion. 1. .... new researchers, and we think this is often true for senior researchers as well. 2.4 There is no .... difficult to find a conceptual definition of creationist. Many of the ...
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      Scalar and joint velocity-scalar PDF modelling of near-wall turbulent heat transfer

      International Nuclear Information System (INIS) 

      Pozorski, Jacek; Waclawczyk, Marta; Minier, Jean-Pierre

         2004-01-01

         The temperature field in a heated turbulent flow is considered as a dynamically passive scalar. The probability density function (PDF) method with down to the wall integration is explored and new modelling proposals are put forward, including the explicit account for the molecular transport terms. Two variants of the approach are considered: first, the scalar PDF method with the use of externally-provided turbulence statistics; and second, the joint (stand-alone) velocity-scalar PDF method where a near-wall model for dynamical variables is coupled with a model for temperature. The closure proposals are formulated in the Lagrangian setting and resulting stochastic evolution equations are solved with a Monte Carlo method. The near-wall region of a heated channel flow is taken as a validation case; the second-order thermal statistics are of a particular interest. The PDF computation results agree reasonably with available DNS data. The sensitivity of results to the molecular Prandtl number and to the thermal wall boundary condition is accounted for

      
	
      Illuminating the photon content of the proton within a global PDF analysis arXiv

      CERN Document Server

      Bertone, Valerio; Hartland, Nathan P.; Rojo, Juan

         

         Precision phenomenology at the LHC requires accounting for both higher-order QCD and electroweak corrections as well as for photon-initiated subprocesses. Building upon the recent NNPDF3.1 fit, in this work the photon content of the proton is determined within a global analysis supplemented by the LUXqed constraint relating the photon PDF to lepton-proton scattering structure functions: NNPDF3.1luxQED. The uncertainties on the resulting photon PDF are at the level of a few percent, with photons carrying up to 0.5% of the proton's momentum. We study the phenomenological implications of NNPDF3.1luxQED at the LHC for Drell-Yan, vector boson pair, top quark pair, and Higgs plus vector boson production. We find that photon-initiated contributions can be significant for many processes, leading to corrections of up to 20%. Our results represent a state-of-the-art determination of the partonic structure of the proton including its photon component.
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      Abreu, P.; Aglietta, M.; Ahlers, M.; Boháčová, Martina; Chudoba, Jiří; Ebr, Jan; Mandát, Dušan; Nečesal, Petr; Nožka, Libor; Palatka, Miroslav; Pech, Miroslav; Prouza, Michael; Řídký, Jan; Schovancová, Jaroslava; Schovánek, Petr; Tománková, L.; Trávníček, Petr; Vícha, Jakub
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      Nanocrystalline alpha-Fe Layer Examined by Mossbauer Spectrometry

      Czech Academy of Sciences Publication Activity Database

      David, Bohumil; Schneeweiss, Oldřich; Pizúrová, Naděžda; Rek, Antonín; Kudrle, V.; Jašek, J.

         2014-01-01

         Roč. 126, č. 1 (2014), s. 94-95 ISSN 0587-4246. [CSMAG Czech and Slovak Conference on Magnetism /15./. Košice, 17.06.2013-21.06.2013] R&D Projects: GA MŠk(CZ) ED1.1.00/02.0068 Institutional support: RVO:68081723 ; RVO:68081731 Keywords : nanostructured pure iron * microwave plasma * Mossbauer spectroscopy * TEM * SEM Subject RIV: BM - Solid Matter Physics ; Magnetism Impact factor: 0.530, year: 2014 http://przyrbwn.icm.edu.pl/APP/PDF/126/a126z1p043.pdf

      
	
      New Tools to Convert PDF Math Contents into Accessible e-Books Efficiently.

      Science.gov (United States)

      Suzuki, Masakazu; Terada, Yugo; Kanahori, Toshihiro; Yamaguchi, Katsuhito

         2015-01-01

         New features in our math-OCR software to convert PDF math contents into accessible e-books are shown. A method for recognizing PDF is thoroughly improved. In addition, contents in any selected area including math formulas in a PDF file can be cut and pasted into a document in various accessible formats, which is automatically recognized and converted into texts and accessible math formulas through this process. Combining it with our authoring tool for a technical document, one can easily produce accessible e-books in various formats such as DAISY, accessible EPUB3, DAISY-like HTML5, Microsoft Word with math objects and so on. Those contents are useful for various print-disabled students ranging from the blind to the dyslexic.

      
	
      Tanzania Dental Journal, Vol. 18 No. 1 November, 2013

      African Journals Online (AJOL)

      mwakagugu

         2013-11-01

         Nov 1, 2013 ... Natal teeth are the teeth present in the mouth at birth where as neonatal teeth erupt during the first month of life. Occurrence of these teeth is rare and when ... calcified cap of enamel and dentin without pulp tissue (3, 7). Micropscopic examination ... and neonatal teeth may develop and function normally (3).

      
	
      Measurement of Triple-Differential Dijet Cross Sections with the CMS Detector at 8 TeV and PDF Constraints

      CERN Document Server

      Sieber, Georg; Müller, Thomas

         

         The first measurement of triple-differential dijet cross sections at the LHC is presented using 19. 71 fb−1 of data collected with the CMS detector in proton-proton collisions at 8TeV. The cross sections are measured as a function of the average transverse momentum, the rapidity separation, and the boost of the two leading jets. The unfolded cross sections agree with perturbative QCD calculations at NLO accuracy apart from phase space regions containing strongly boosted dijets events, in which the measurement is sensitive to the PDFs. Constraints on the PDFs are derived by including the data in a PDF fit together with DIS cross sections from the HERA experiments. Compared to a fit with HERA DIS data alone, the uncertainties of the PDFs, especially those of the gluon PDF, are significantly reduced and a harder gluon PDF is obtained.
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         Dakubu, MEK. Vol 1, No 1 (2012) - Articles The Portuguese language on the Gold Coast, 1471-1807. Abstract PDF · Vol 1, No 2 (2012) - Articles The Portuguese Language on the Gold Coast, 1471-1807: Addenda Abstract PDF · Vol 2, No 1 (2013) - Articles PROJECT REPORT: Research on Vanishing Languages and ...

      
	
      China's Economic Engagement with Southeast Asia

      DEFF Research Database (Denmark)

      Kokko, Ari

         2014-01-01

         Review of: China’s Economic Engagement with Southeast Asia: Indonesia / by John Lee. Trends in Southeast Asia. Singapore: Institute of Southeast Asian Studies, 2013. Pp. 40. Paperback: $9.90/S$12.90. PDF available: http://www.iseas.edu.sg/documents/publication/Trends_2013-3.pdf......Review of: China’s Economic Engagement with Southeast Asia: Indonesia / by John Lee. Trends in Southeast Asia. Singapore: Institute of Southeast Asian Studies, 2013. Pp. 40. Paperback: $9.90/S$12.90. PDF available: http://www.iseas.edu.sg/documents/publication/Trends_2013-3.pdf...

      
	
      ELM-induced melting: assessment of shallow melt layer damage and the power handling capability of tungsten in a linear plasma device

      Czech Academy of Sciences Publication Activity Database

      Morgan, T.W.; van Eden, G.G.; de Kruif, T.M.; van den Berg, A.; Matějíček, Jiří; Chráska, Tomáš; De Temmerman, G.

         

         -, T159 (2014), 014022-014022 ISSN 0031-8949. [International Conference on Plasma-Facing Materials and Components for Fusion Applications/14./. Jülich, 13.05.2013-17.05.2013] Institutional support: RVO:61389021 Keywords : melting * tungsten * ELMs * divertor * ITER * DEMO Subject RIV: JG - Metallurgy Impact factor: 1.126, year: 2014 http://iopscience.iop.org/1402-4896/2014/T159/014022/pdf/1402-4896_2014_T159_014022.pdf

      
	
      A Generalized Family of Discrete PT-symmetric Square Wells

      Czech Academy of Sciences Publication Activity Database

      Znojil, Miloslav; Wu, J. D.

         2013-01-01

         Roč. 52, č. 6 (2013), s. 2152-2162 ISSN 0020-7748 R&D Projects: GA ČR GAP203/11/1433 Institutional support: RVO:61389005 Keywords : quantum mechanics * discrete lattices * non-Hermitian Hamiltonians * Hilbert-space metrics * solvable models Subject RIV: BE - Theoretical Physics Impact factor: 1.188, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs10773-013-1525-3.pdf
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      Measurement of Temperature in the Steam Arcjet During Plasma Arc Cutting

      Czech Academy of Sciences Publication Activity Database

      Mašláni, Alan; Sember, Viktor; Stehrer, T.; Pauser, H.

         2013-01-01

         Roč. 33, č. 3 (2013), s. 593-604 ISSN 0272-4324 R&D Projects: GA ČR GAP205/11/2070 Institutional support: RVO:61389021 Keywords : Plasma arc cutting * Optical emission spectroscopy * Plasma temperature * Steam torch Subject RIV: BL - Plasma and Gas Discharge Physics Impact factor: 1.599, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs11090-013-9443-y.pdf

      
	
      Ultra-stable implanted Rb-83/Kr-83m electron sources for the energy scale monitoring in the KATRIN experiment

      Czech Academy of Sciences Publication Activity Database

      Zbořil, Miroslav; Bauer, S.; Beck, M.; Bonn, J.; Dragoun, Otokar; Jakoubek, J.; Johnston, K.; Kovalík, Alojz; Otten, E. W.; Schlosser, K.; Slezák, Martin; Špalek, Antonín; Thummler, T.; Vénos, Drahoslav; Žemlička, J.; Weinheimer, C.

         2013-01-01

         Roč. 8, č. 3 (2013), P03009 ISSN 1748-0221 R&D Projects: GA ČR(CZ) GAP203/12/1896 Institutional support: RVO:61389005 Keywords : lasers * sources * particle-beams * spectrometers Subject RIV: BG - Nuclear, Atomic and Molecular Physics, Colliders Impact factor: 1.526, year: 2013 http://iopscience.iop.org/1748-0221/8/03/P03009/pdf/1748-0221_8_03_P03009.pdf

      
	
      ANSI/ASHRAE/IES Standard 90.1-2013 Preliminary Determination: Quantitative Analysis

      Energy Technology Data Exchange (ETDEWEB)

      Halverson, Mark A.; Rosenberg, Michael I.; Wang, Weimin; Zhang, Jian; Mendon, Vrushali V.; Athalye, Rahul A.; Xie, YuLong; Hart, Reid; Goel, Supriya

         2014-03-01

         This report provides a preliminary quantitative analysis to assess whether buildings constructed according to the requirements of ANSI/ASHRAE/IES Standard 90.1-2013 would result in energy savings compared with buildings constructed to ANSI/ASHRAE/IES Standard 90.1-2010.

      
	
      High Power DC Diaphragm Discharge Excited in a Vapor Bubble for the Treatment of Water

      Czech Academy of Sciences Publication Activity Database

      Lukeš, Petr; Člupek, Martin; Babický, Václav; Doležalová, Eva; Sisrová, Irena; Maršálková, Eliška; Maršálek, Blahoslav

         2013-01-01

         Roč. 33, č. 1 (2013), s. 83-95 ISSN 0272-4324 R&D Projects: GA AV ČR IAAX00430802; GA ČR(CZ) GD104/09/H080 Institutional support: RVO:61389021 ; RVO:67985939 Keywords : Diaphragm discharge * Water * Hydrogen peroxide * Phenol * Bacteria * Algae Subject RIV: BL - Plasma and Gas Discharge Physics; EF - Botanics (BU-J) Impact factor: 1.599, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs11090-012-9432-6.pdf

      
	
      Analysis of a PDF model in a mixing layer case

      International Nuclear Information System (INIS) 

      Minier, J.P.; Pozorski, J.

         1996-04-01

         A recent turbulence model put forward by Pope (1991) in the context of PDF modeling has been applied to a mixing layer case. This model solves the one-point joint velocity-dissipation pdf equation by simulating the instantaneous behaviour of a large number of Lagrangian fluid particles. Closure of the evolution equations of these Lagrangian particles is based on diffusion stochastic processes. The paper reports numerical results and tries to analyse the physical meaning of some variables, in particular the dissipation-weighted kinetic energy and its relation with external intermittency. (authors). 14 refs., 7 figs
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         Nwokocha, CR. Vol 1, No 1 (2013) - Articles Blood pressure variations in Subjects with different Haemoglobin Genotypes Abstract PDF · Vol 2, No 1 (2014) - Articles Variations in Responses of Vascular Smooth Muscles to Na-K Pump Inhibition Abstract PDF. ISSN: 2449-108X. AJOL African Journals Online. HOW TO USE ...
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         Ajani, D. Vol 6, No 1 (2013) - Articles Embedding Quality Function Deployment In Software Development: A Novel Approach Abstract PDF · Vol 10, No 1 (2014) - Articles Deploying Java Platform to Design a Framework of Protective Shield for Anti– Reversing Engineering Abstract PDF · Vol 15, No 1 (2015) - Articles
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         Items 201 - 250 of 318 ... Vol 5, No 1 (2010), Misidentification of methicillinresistant Staphylococcus aureus (MRSA) in hospitals in Tripoli, Libya, Abstract PDF .... Vol 8, No 1 (2013), Prevalence and predictors of irritable bowel syndrome among medical students and interns in King Abdulaziz University, Jeddah, Abstract PDF.

      
	
      PDF added value of a high resolution climate simulation for precipitation

      Science.gov (United States)

      Soares, Pedro M. M.; Cardoso, Rita M.

         2015-04-01

         General Circulation Models (GCMs) are models suitable to study the global atmospheric system, its evolution and response to changes in external forcing, namely to increasing emissions of CO2. However, the resolution of GCMs, of the order of 1o, is not sufficient to reproduce finer scale features of the atmospheric flow related to complex topography, coastal processes and boundary layer processes, and higher resolution models are needed to describe observed weather and climate. The latter are known as Regional Climate Models (RCMs) and are widely used to downscale GCMs results for many regions of the globe and are able to capture physically consistent regional and local circulations. Most of the RCMs evaluations rely on the comparison of its results with observations, either from weather stations networks or regular gridded datasets, revealing the ability of RCMs to describe local climatic properties, and assuming most of the times its higher performance in comparison with the forcing GCMs. The additional climatic details given by RCMs when compared with the results of the driving models is usually named as added value, and it's evaluation is still scarce and controversial in the literuature. Recently, some studies have proposed different methodologies to different applications and processes to characterize the added value of specific RCMs. A number of examples reveal that some RCMs do add value to GCMs in some properties or regions, and also the opposite, elighnening that RCMs may add value to GCM resuls, but improvements depend basically on the type of application, model setup, atmospheric property and location. The precipitation can be characterized by histograms of daily precipitation, or also known as probability density functions (PDFs). There are different strategies to evaluate the quality of both GCMs and RCMs in describing the precipitation PDFs when compared to observations. Here, we present a new method to measure the PDF added value obtained from

      
	
      Download this PDF file

      African Journals Online (AJOL)

      NWUuser

         2013-09-12

         Sep 12, 2013 ... Afr J Mar Sci 503; Gen N 434 in GG 36413 of 25 April 2013 1-2; Hauck and Sowman Waves of. Change .... definition of the term in the MLRA emphasises the element of consumptive use as ... In other words, fishing activities are ... fishers that is the primary focus of this contribution and it is therefore useful to.

      
	
      Modernizace vyučování matematice v letech 1965 – 1985

      Czech Academy of Sciences Publication Activity Database

      Tichá, Marie

         2013-01-01

         Roč. 7, č. 1 (2013), s. 119-130 ISSN 1802-4637 Institutional support: RVO:67985840 Keywords : modernisation of mathematics teaching * didactics of mathematics * basic research Subject RIV: AM - Education http://www.orbisscholae.cz/archiv/2013/2013_1_07.pdf

      
	
      Evaluation of a Consistent LES/PDF Method Using a Series of Experimental Spray Flames

      Science.gov (United States)

      Heye, Colin; Raman, Venkat

         2012-11-01

         A consistent method for the evolution of the joint-scalar probability density function (PDF) transport equation is proposed for application to large eddy simulation (LES) of turbulent reacting flows containing evaporating spray droplets. PDF transport equations provide the benefit of including the chemical source term in closed form, however, additional terms describing LES subfilter mixing must be modeled. The recent availability of detailed experimental measurements provide model validation data for a wide range of evaporation rates and combustion regimes, as is well-known to occur in spray flames. In this work, the experimental data will used to investigate the impact of droplet mass loading and evaporation rates on the subfilter scalar PDF shape in comparison with conventional flamelet models. In addition, existing model term closures in the PDF transport equations are evaluated with a focus on their validity in the presence of regime changes.
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         Gumel, SM. Vol 4, No 1 (2013) - Articles Effects of Treated Wood Flour on Physico-Mechanical Properties of Filled Natural Rubber Abstract PDF · Vol 2, No 1-2 (2011) - Articles Biodegradation and moisture uptake modified starch-filled Linear Low-Density Polyethylene (LLDPE) composites. Abstract PDF · Vol 2, No 1-2 ...

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of California

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of California. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Arizona

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Arizona. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Georgia

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Georgia. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Florida

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Florida. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Arkansas

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Arkansas. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Connecticut

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Connecticut. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Hawaii

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Hawaii. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the District of Columbia

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the District of Columbia. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Alaska

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Alaska. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Colorado

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Colorado. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Delaware

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Delaware. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Alabama

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Alabama. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Washington

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Washington. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Kentucky

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Kentucky. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Vermont

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Vermont. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Wyoming

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Wyoming. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Louisiana

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Louisiana. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Maryland

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Maryland. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Nevada

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Nevada. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Ohio

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Ohio. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Nebraska

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Nebraska. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Idaho

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Idaho. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Iowa

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Iowa. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Utah

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Utah. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Oklahoma

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Oklahoma. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Tennessee

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Tennessee. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of Mississippi
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Mississippi. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Montana. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Maine. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Michigan. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Indiana. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Pennsylvania. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Texas. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Kansas. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Massachusetts. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Minnesota. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Illinois. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Virginia. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Oregon. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Missouri. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Wisconsin. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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      Theoretical issues in PDF determination and associated uncertainties

      CERN Document Server

      Ball, Richard D.; Del Debbio, Luigi; Forte, Stefano; Guffanti, Alberto; Rojo, Juan; Ubiali, Maria

         2013-01-01

         We study several sources of theoretical uncertainty in the determination of parton distributions (PDFs) which may affect current PDF sets used for precision physics at the Large Hadron Collider, and explain discrepancies between them. We consider in particular the use of fixed-flavor versus variable-flavor number renormalization schemes, higher twist corrections, and nuclear corrections. We perform our study in the framework of the NNPDF2.3 global PDF determination, by quantifying in each case the impact of different theoretical assumptions on the output PDFs. We also study in each case the implications for benchmark cross sections at the LHC. We find that the impact in a global fit of a fixed-flavor number scheme is substantial, the impact of higher twists is negligible, and the impact of nuclear corrections is moderate and circumscribed.
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      High-resolution spectra of comet C/2013 R1 (Lovejoy)

      Science.gov (United States)

      Rousselot, P.; Decock, A.; Korsun, P. P.; Jehin, E.; Kulyk, I.; Manfroid, J.; Hutsemékers, D.

         2015-08-01

         Context. High-resolution spectra of comets permit deriving the physical properties of the coma. In the optical range, relative production rates can be computed, and information about isotopic ratios and the origin of oxygen atoms can be obtained. Aims: The main objective of the work presented here was to obtain information about the chemical composition of comet C/2013 R1 (Lovejoy), a bright and long-period comet that passed perihelion (0.81 au) on 22 December 2013. Methods: We used the HARPS-North echelle spectrograph at the 3.5 m telescope TNG to obtain high-resolution spectra of comet C/2013 R1 (Lovejoy) in the optical range immediately after its perihelion passage during four consecutive nights in the period December 23 to 26, 2013. Results: Our results demonstrate the ability of HARPS-North to efficiently obtain cometary spectra. Very faint emission lines, such as those of 15NH2, have been detected, leading to a rough estimate of the 14N/15N ratio in NH2. The 12C/13C ratio was measured in the C2 lines and is equal to 80 ± 30. The oxygen lines were studied as well (green to red line intensity ratios and widths), confirming that H2O is the main parent molecule that photodissociates to produce oxygen atoms. This suggests that this comet has a high CO2 abundance. Relative production rates for C2 and NH2 were computed, but we found no significant deviation from a typical NH2/C2 ratio. Based on observations made with the Italian Telescopio Nazionale Galileo (TNG) operated on the island of La Palma by the Fundación Galileo Galilei of the INAF (Istituto Nazionale di Astrofisica) at the Spanish Observatorio del Roque de los Muchachos of the Instituto de Astrofisica de Canarias.

      
	
      Transported PDF Modeling of Ethanol Spray in Hot-Diluted Coflow Flame

      OpenAIRE

      Ma, L.; Naud, B.; Roekaerts, D.J.E.M.

         2015-01-01

         This paper presents a numerical modeling study of one ethanol spray flame from the Delft Spray-in-Hot-Coflow (DSHC) database, which has been used to study Moderate or Intense Low-oxygen Dilution (MILD) combustion of liquid fuels (Correia Rodrigues et al. Combust. Flame 162(3), 759–773, 2015). A “Lagrangian-Lagrangian” approach is adopted where both the joint velocity-scalar Probability Density Function (PDF) for the continuous phase and the joint PDF of droplet properties are modeled and solv...

      
	
      The pdf approach to turbulent polydispersed two-phase flows

      Science.gov (United States)

      Minier, Jean-Pierre; Peirano, Eric

         2001-10-01

         The purpose of this paper is to develop a probabilistic approach to turbulent polydispersed two-phase flows. The two-phase flows considered are composed of a continuous phase, which is a turbulent fluid, and a dispersed phase, which represents an ensemble of discrete particles (solid particles, droplets or bubbles). Gathering the difficulties of turbulent flows and of particle motion, the challenge is to work out a general modelling approach that meets three requirements: to treat accurately the physically relevant phenomena, to provide enough information to address issues of complex physics (combustion, polydispersed particle flows, …) and to remain tractable for general non-homogeneous flows. The present probabilistic approach models the statistical dynamics of the system and consists in simulating the joint probability density function (pdf) of a number of fluid and discrete particle properties. A new point is that both the fluid and the particles are included in the pdf description. The derivation of the joint pdf model for the fluid and for the discrete particles is worked out in several steps. The mathematical properties of stochastic processes are first recalled. The various hierarchies of pdf descriptions are detailed and the physical principles that are used in the construction of the models are explained. The Lagrangian one-particle probabilistic description is developed first for the fluid alone, then for the discrete particles and finally for the joint fluid and particle turbulent systems. In the case of the probabilistic description for the fluid alone or for the discrete particles alone, numerical computations are presented and discussed to illustrate how the method works in practice and the kind of information that can be extracted from it. Comments on the current modelling state and propositions for future investigations which try to link the present work with other ideas in physics are made at the end of the paper.
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         Oct 1, 2013 ... producing about 70 seeds that have a good germination potential (up to 80%). At a temperature of 26°C, germination takes place 7 days later. This feature is particularly useful for scientific experiments that require a large number of plants, such as functional analyses of plant genes based on RNA.
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      CSIR Research Space (South Africa)

      Salmon
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      Evaluation of local radiation damage in silicon sensor via charge collection mapping with the Timepix read-out chip

      Czech Academy of Sciences Publication Activity Database

      Platkevič, M.; Jakůbek, J.; Havránek, Vladimír; Jakůbek, M.; Pospíšil, S.; Semián, Vladimír; Žemlička, J.

         2013-01-01

         Roč. 8, April 2013 (2013), C04001 ISSN 1748-0221. [14th International Workshop on Radiation Imaging Detectors. Figueira da Foz, Coimbra, 01.07.2012-05.07.2012] Institutional support: RVO:61389005 Keywords : solid state detectors * radiation damage evaluation methods * pixelated detectors and associated VLSI eletronics * radiation damage to detector materials Subject RIV: BG - Nuclear, Atomic and Molecular Physics, Colliders Impact factor: 1.526, year: 2013 http://iopscience.iop.org/1748-0221/8/04/C04001/pdf/1748-0221_8_04_C04001.pdf

      
	
      Ensuring U.S. Air Force Operations During Cyber Attacks Against Combat Support Systems: Guidance for Where to Focus Mitigation Efforts

      Science.gov (United States)

      

         2015-01-01

         York: Oxford University Press, 2013, pp. 196–201. 11 See, for example: Verizon RISK Team, 2013 Data Breach Investigations Report, Verizon, 2013; David...doctrine/new_pubs/jp1_02.pdf Verizon RISK Team, 2013 Data Breach Investigations Report, Verizon, 2013. As of December 29, 2013: http

      
	
      Application of Cry1Ab/Ac Bt strip for screening of resistance for ...

      African Journals Online (AJOL)

      ABU ZAYD

         2013-10-02

         Oct 2, 2013 ... borer, pod sucking bugs and the cowpea weevils. (Darshana et al., 2007). .... Figure 3. Showing larvae and adult Maruca vitrata (legume pod borer) pest. .... http://www.envirologix.com/library/as003crlsinsert.pdf. Ibitoye DO ...

      
	
      Modeling the Bergeron-Findeisen Process Using PDF Methods With an Explicit Representation of Mixing

      Science.gov (United States)

      Jeffery, C.; Reisner, J.

         2005-12-01

         Currently, the accurate prediction of cloud droplet and ice crystal number concentration in cloud resolving, numerical weather prediction and climate models is a formidable challenge. The Bergeron-Findeisen process in which ice crystals grow by vapor deposition at the expense of super-cooled droplets is expected to be inhomogeneous in nature--some droplets will evaporate completely in centimeter-scale filaments of sub-saturated air during turbulent mixing while others remain unchanged [Baker et al., QJRMS, 1980]--and is unresolved at even cloud-resolving scales. Despite the large body of observational evidence in support of the inhomogeneous mixing process affecting cloud droplet number [most recently, Brenguier et al., JAS, 2000], it is poorly understood and has yet to be parameterized and incorporated into a numerical model. In this talk, we investigate the Bergeron-Findeisen process using a new approach based on simulations of the probability density function (PDF) of relative humidity during turbulent mixing. PDF methods offer a key advantage over Eulerian (spatial) models of cloud mixing and evaporation: the low probability (cm-scale) filaments of entrained air are explicitly resolved (in probability space) during the mixing event even though their spatial shape, size and location remain unknown. Our PDF approach reveals the following features of the inhomogeneous mixing process during the isobaric turbulent mixing of two parcels containing super-cooled water and ice, respectively: (1) The scavenging of super-cooled droplets is inhomogeneous in nature; some droplets evaporate completely at early times while others remain unchanged. (2) The degree of total droplet evaporation during the initial mixing period depends linearly on the mixing fractions of the two parcels and logarithmically on Damköhler number (Da)---the ratio of turbulent to evaporative time-scales. (3) Our simulations predict that the PDF of Lagrangian (time-integrated) subsaturation (S) goes as
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      The PDF4LHC report on PDFs and LHC data: Results from Run I and preparation for Run II

      CERN Document Server

      Rojo, Juan; Ball, Richard D; Cooper-Sarkar, Amanda; de Roeck, Albert; Farry, Stephen; Ferrando, James; Forte, Stefano; Gao, Jun; Harland-Lang, Lucian; Huston, Joey; Glazov, Alexander; Gouzevitch, Maxime; Gwenlan, Claire; Lipka, Katerina; Lisovyi, Mykhailo; Mangano, Michelangelo; Nadolsky, Pavel; Perrozzi, Luca; Placakyte, Ringaile; Radescu, Voica; Salam, Gavin P; Thorne, Robert

         2015-01-01

         The accurate determination of the Parton Distribution Functions (PDFs) of the proton is an essential ingredient of the Large Hadron Collider (LHC) program. PDF uncertainties impact a wide range of processes, from Higgs boson characterisation and precision Standard Model measurements to New Physics searches. A major recent development in modern PDF analyses has been to exploit the wealth of new information contained in precision measurements from the LHC Run I, as well as progress in tools and methods to include these data in PDF fits. In this report we summarise the information that PDF-sensitive measurements at the LHC have provided so far, and review the prospects for further constraining PDFs with data from the recently started Run II. This document aims to provide useful input to the LHC collaborations to prioritise their PDF-sensitive measurements at Run II, as well as a comprehensive reference for the PDF-fitting collaborations.

      
	
      The PDF4LHC report on PDFs and LHC data. Results from Run I and preparation for Run II

      International Nuclear Information System (INIS) 

      Rojo, Juan; Ball, Richard D.; CERN, Geneva

         2015-07-01

         The accurate determination of the Parton Distribution Functions (PDFs) of the proton is an essential ingredient of the Large Hadron Collider (LHC) program. PDF uncertainties impact a wide range of processes, from Higgs boson characterisation and precision Standard Model measurements to New Physics searches. A major recent development in modern PDF analyses has been to exploit the wealth of new information contained in precision measurements from the LHC Run I, as well as progress in tools and methods to include these data in PDF fits. In this report we summarise the information that PDF-sensitive measurements at the LHC have provided so far, and review the prospects for further constraining PDFs with data from the recently started Run II. This document aims to provide useful input to the LHC collaborations to prioritise their PDF-sensitive measurements at Run II, as well as a comprehensive reference for the PDF-fitting collaborations.
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         Nov 11, 2013 ... appears at 1622 cm-1 and 1626 cm-1 for iron and manganese complexes respectively. The UV ... common structural feature of this compound is the .... Table 1: Results of solubility test of the complexes and the ligand.

      
	
      How bright is the proton? A precise determination of the photon PDF

      CERN Document Server

      Manohar, Aneesh; Salam, Gavin P; Zanderighi, Giulia

         2016-01-01

         It has become apparent in recent years that it is important, notably for a range of physics studies at the Large Hadron Collider, to have accurate knowledge on the distribution of photons in the proton. We show how the photon parton distribution function (PDF) can be determined in a model-independent manner, using electron-proton ($ep$) scattering data, in effect viewing the $ep\\to e+X$ process as an electron scattering off the photon field of the proton. To this end, we consider an imaginary BSM process with a flavour changing photon-lepton vertex. We write its cross section in two ways, one in terms of proton structure functions, the other in terms of a photon distribution. Requiring their equivalence yields the photon distribution as an integral over proton structure functions. As a result of the good precision of $ep$ data, we constrain the photon PDF at the level of 1-2% over a wide range of $x$ values.

      
	
      Analysis of theoretical security level of PDF Encryption mechanism based on X.509 certificates

      Directory of Open Access Journals (Sweden)

      Joanna Dmitruk

         2017-12-01

         Full Text Available PDF Encryption is a content security mechanism developed and used by Adobe in their products. In this paper, we have checked a theoretical security level of a variant that uses public key infrastructure and X.509 certificates. We have described a basis of this mechanism and we have performed a simple security analysis. Then, we have showed possible tweaks and security improvements. At the end, we have given some recommendations that can improve security of a content secured with PDF Encryption based on X.509 certificates. Keywords: DRM, cryptography, security level, PDF Encryption, Adobe, X.509

      
	
      Locally Acquired mcr-1 in Escherichia coli, Australia, 2011 and 2013.

      Science.gov (United States)

      Ellem, Justin A; Ginn, Andrew N; Chen, Sharon C-A; Ferguson, John; Partridge, Sally R; Iredell, Jonathan R

         2017-07-01

         We identified discrete importation events of the mcr-1 gene on incompatibility group IncI2 plasmids in Escherichia coli isolated from patients in New South Wales, Australia, in 2011 and 2013. mcr-1 is present in a small minority of colistin-resistant Enterobacteriaceae and appears not to be established locally.

      

  
       
          	«
	13
	14
	15
	16
	17
	»


        



     

   

   
       
             
               
          	«
	14
	15
	16
	17
	18
	»


        



           

           
             
               	
      The PDF4LHC report on PDFs and LHC data: results from Run I and preparation for Run II

      International Nuclear Information System (INIS) 

      Rojo, Juan; Accardi, Alberto; Ball, Richard D; Cooper-Sarkar, Amanda; Gwenlan, Claire; Roeck, Albert de; Mangano, Michelangelo; Farry, Stephen; Ferrando, James; Forte, Stefano; Gao, Jun; Harland-Lang, Lucian; Huston, Joey; Glazov, Alexander; Lipka, Katerina; Gouzevitch, Maxime; Lisovyi, Mykhailo; Nadolsky, Pavel

         2015-01-01

         The accurate determination of the parton distribution functions (PDFs) of the proton is an essential ingredient of the Large Hadron Collider (LHC) program. PDF uncertainties impact a wide range of processes, from Higgs boson characterization and precision Standard Model measurements to new physics searches. A major recent development in modern PDF analyses has been to exploit the wealth of new information contained in precision measurements from the LHC Run I, as well as progress in tools and methods to include these data in PDF fits. In this report we summarize the information that PDF-sensitive measurements at the LHC have provided so far, and review the prospects for further constraining PDFs with data from the recently started Run II. This document aims to provide useful input to the LHC collaborations to prioritize their PDF-sensitive measurements at Run II, as well as a comprehensive reference for the PDF-fitting collaborations. (topical review)
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      Assessment of PDF Micromixing Models Using DNS Data for a Two-Step Reaction
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         Although the probability density function (PDF) method is known to treat the chemical reaction terms exactly, its application to turbulent reacting flows have been overshadowed by the ability to model the molecular mixing terms satisfactorily. In this study, two PDF molecular mixing models, the linear-mean-square-estimation (LMSE or IEM) model and the generalized interaction-by-exchange-with-the-mean (GIEM) model, are compared with the DNS data in decaying turbulence with a two-step parallel-consecutive reaction and two segregated initial conditions: ``slabs" and ``blobs". Since the molecular mixing model is expected to have a strong effect on the mean values of chemical species under such initial conditions, the model evaluation is intended to answer the following questions: Can the PDF models predict the mean values of chemical species correctly with completely segregated initial conditions? (2) Is a single molecular mixing timescale sufficient for the PDF models to predict the mean values with different initial conditions? (3) Will the chemical reactions change the molecular mixing timescales of the reacting species enough to affect the accuracy of the model's prediction for the mean values of chemical species?
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      PDF modeling of turbulent flows on unstructured grids

      Science.gov (United States)

      Bakosi, Jozsef

         

         In probability density function (PDF) methods of turbulent flows, the joint PDF of several flow variables is computed by numerically integrating a system of stochastic differential equations for Lagrangian particles. Because the technique solves a transport equation for the PDF of the velocity and scalars, a mathematically exact treatment of advection, viscous effects and arbitrarily complex chemical reactions is possible; these processes are treated without closure assumptions. A set of algorithms is proposed to provide an efficient solution of the PDF transport equation modeling the joint PDF of turbulent velocity, frequency and concentration of a passive scalar in geometrically complex configurations. An unstructured Eulerian grid is employed to extract Eulerian statistics, to solve for quantities represented at fixed locations of the domain and to track particles. All three aspects regarding the grid make use of the finite element method. Compared to hybrid methods, the current methodology is stand-alone, therefore it is consistent both numerically and at the level of turbulence closure without the use of consistency conditions. Since both the turbulent velocity and scalar concentration fields are represented in a stochastic way, the method allows for a direct and close interaction between these fields, which is beneficial in computing accurate scalar statistics. Boundary conditions implemented along solid bodies are of the free-slip and no-slip type without the need for ghost elements. Boundary layers at no-slip boundaries are either fully resolved down to the viscous sublayer, explicitly modeling the high anisotropy and inhomogeneity of the low-Reynolds-number wall region without damping or wall-functions or specified via logarithmic wall-functions. As in moment closures and large eddy simulation, these wall-treatments provide the usual trade-off between resolution and computational cost as required by the given application. Particular attention is focused on

      
	
      Genetic algorithm-based optimal fuzzy control system for the MT 25 microtron

      Czech Academy of Sciences Publication Activity Database

      Krist, Pavel; Bíla, J.; Chvátil, David
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         Roč. 8, MAY (2013), T05003 ISSN 1748-0221 R&D Projects: GA ČR GA13-27885S Institutional support: RVO:61389005 Keywords : hardware and accelerator control systems * accelerator modelling and simulations * multi- particle dynamics * single- particle dynamics Subject RIV: BG - Nuclear, Atomic and Molecular Physics, Colliders Impact factor: 1.526, year: 2013 http://iopscience.iop.org/1748-0221/8/05/T05003/pdf/1748-0221_8_05_T05003.pdf

      
	
      A non-hybrid method for the PDF equations of turbulent flows on unstructured grids

      International Nuclear Information System (INIS) 

      Bakosi, J.; Franzese, P.; Boybeyi, Z.

         2008-01-01

         In probability density function (PDF) methods of turbulent flows, the joint PDF of several flow variables is computed by numerically integrating a system of stochastic differential equations for Lagrangian particles. A set of parallel algorithms is proposed to provide an efficient solution of the PDF transport equation modeling the joint PDF of turbulent velocity, frequency and concentration of a passive scalar in geometrically complex configurations. In the vicinity of walls the flow is resolved by an elliptic relaxation technique down to the viscous sublayer, explicitly modeling the high anisotropy and inhomogeneity of the low-Reynolds-number wall region without damping or wall-functions. An unstructured Eulerian grid is employed to extract Eulerian statistics, to solve for quantities represented at fixed locations of the domain (i.e., the mean pressure and the elliptic relaxation tensor) and to track particles. All three aspects regarding the grid make use of the finite element method employing the simplest linear shapefunctions. To model the small-scale mixing of the transported scalar, the interaction by exchange with the conditional mean (IECM) model is adopted. An adaptive algorithm to compute the velocity-conditioned scalar mean is proposed that homogenizes the statistical error over the sample space with no assumption on the shape of the underlying velocity PDF. Compared to other hybrid particle-in-cell approaches for the PDF equations, the current methodology is consistent without the need for consistency conditions. The algorithm is tested by computing the dispersion of passive scalars released from concentrated sources in two different turbulent flows: the fully developed turbulent channel flow and a street canyon (or cavity) flow. Algorithmic details on estimating conditional and unconditional statistics, particle tracking and particle-number control are presented in detail. Relevant aspects of performance and parallelism on cache-based shared memory

      
	
      Extended One-Generation Reproductive Toxicity Test in Rats Exposed to 3-Nitro-1,2,4 Triazol-5-One (NTO), October 2013-March 2014

      Science.gov (United States)

      

         2016-04-01

         Protection and Enhancement . http://www.apd.army.mil/pdffiles/r200_1.pdf. 2007. 3. DA, Regulation 40-5, Preventive Medicine. http://www.apd.army.mil...maturation. Any abnormalities of genital organs, such as persistent vaginal thread, hypospadia or cleft penis , will be noted. Body weight will be...consistency and precision is not greatly enhanced ” (ICH 2005). Examining all pups in each litter in the F1 generation will enhance the ability to detect effects

      
	
      Methylation of zebularine: a quantum mechanical study incorporating interactive 3D pdf graphs.

      Science.gov (United States)

      Selvam, Lalitha; Vasilyev, Vladislav; Wang, Feng

         2009-08-20

         Methylation of a cytidine deaminase inhibitor, 1-(beta-D-ribofuranosyl)-2-pyrimidone (i.e., zebularine (zeb)), which produces 1-(beta-D-ribofuranosyl)-5-methyl-2-pyrimidinone (d5), has been investigated using density functional theory models. The optimized structures of zeb and d5 and the valence orbitals primarily responsible for the methylation in d5 are presented using state-of-the-art interactive (on a computer or online) three-dimensional (3D) graphics in a portable document format (pdf) file, 3D-PDF (http://www.web3d.org/x3d/vrml/ ). The facility to embed 3D molecular structures into pdf documents has been developed jointly at Swinburne University of Technology and the National Computational Infrastructure, the Australian National University. The methyl fragment in the base moiety shows little effect on the sugar puckering but apparently affects anisotropic properties, such as condensed Fukui functions. Binding energy spectra, both valence space and core space, are noticeably affected; in particular, in the outer-valence space (e.g., IP < 20 eV). The methyl fragment delocalizes and diffuses into almost all valence space, but orbitals 8 (57a, IP = 12.57 eV), 18 (47a, IP = 14.70 eV), and 37 (28a, IP = 22.15 eV) are identified as fingerprint for the methyl fragment. In the inner shell, however, the impact of the methyl can be localized and identified by chemical shift. A small, global, red shift is found for the O-K, N-K and sugar C-K spectra, whereas the base C-K spectrum exhibits apparent methyl-related changes.
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      Sicat, Ronell Barrera; Kruger, Jens; Moller, Torsten; Hadwiger, Markus

         2014-01-01

         This paper presents a new multi-resolution volume representation called sparse pdf volumes, which enables consistent multi-resolution volume rendering based on probability density functions (pdfs) of voxel neighborhoods. These pdfs are defined

      
	
      Campbell Creek Research Homes: FY2013 Annual Performance Report OCT.1, 2012 SEP. 30, 2013

      Energy Technology Data Exchange (ETDEWEB)

      Jackson, Roderick K [ORNL; Boudreaux, Philip R [ORNL; Munk, Jeffrey D [ORNL; Gehl, Anthony C [ORNL; Lyne, Christopher T [ORNL; Odukomaiya, Wale O [ORNL

         2014-05-01

         1.INTRODUCTION AND PROJECT OVERVIEW The Campbell Creek project is funded and managed by the Tennessee Valley Authority (TVA) Technology Innovation, Energy Efficiency, Power Delivery and Utilization Office. Technical support is provided under contract by the Oak Ridge National Laboratory (ORNL) and the Electric Power Research Institute (EPRI). The project was designed to determine the relative energy efficiency of typical new home construction, of retrofitting of existing homes, and of high-performance new homes built from the ground up for energy efficiency. This project was designed to compare three houses that represent current construction practices: a base case (Builder House CC1); a modified house that could represent a major energy-efficient retrofit (Retrofit House CC2); and a house constructed from the ground up to be a high-performance home (High Performance House CC3). To enable a valid comparison, it was necessary to simulate occupancy in all three houses and extensively monitor the structural components and the energy usage by component. In October 2013, the base case was also modified by replacing the builder-grade heating, ventilation, and air-conditioning (HVAC) system with a high-efficiency variable-speed unit. All three houses are two-story, slab-on-grade, framed construction. CC1 and CC2 are approximately 2,400 ft2. CC3 has a pantry option, used primarily as a mechanical equipment room, that adds approximately 100 ft2. All three houses are all-electric (with the exception of a gas log fireplace that is not used during the testing) and use air-source heat pumps for heating and cooling. The three homes are located in Knoxville in the Campbell Creek Subdivision. CC1 and CC2 are next door to each other with a south-facing orientation; CC3 has a north-facing orientation and is located across the street and a couple of houses down. The energy data collected will be used to determine the benefits of retrofit packages and high-performance new home

      
	
      Monitoring and analysis of surface changes from undermining

      Czech Academy of Sciences Publication Activity Database

      Kajzar, Vlastimil; Doležalová, Hana

         2013-01-01

         Roč. 59, č. 4 (2013), s. 1-10 ISSN 1802-5420 R&D Projects: GA MŠk ED2.1.00/03.0082 Institutional support: RVO:68145535 Keywords : undermining * surface changes * surveying methods Subject RIV: DH - Mining, incl. Coal Mining http://gse.vsb.cz/2013/LIX-2013-4-1-10.pdf
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      PDF Lecture Materials for Online and ``Flipped'' Format Astronomy Courses

      Science.gov (United States)

      Kary, D. M.; Eisberg, J.

         2013-04-01

         Online astronomy courses typically rely on students reading the textbook and/or a set of text-based lecture notes to replace the “lecture” material. However, many of our students report that this is much less engaging than in-person lectures, especially given the amount of interactive work such as “think-pair-share” problems done in many astronomy classes. Students have similarly criticized direct lecture-capture. To address this, we have developed a set of PowerPoint-style presentations with embedded lecture audio combined with prompts for student interaction including think-pair-share questions. These are formatted PDF packages that can be used on a range of different computers using free software. The presentations are first developed using Microsoft PowerPoint software. Audio recordings of scripted lectures are then synchronized with the presentations and the entire package is converted to PDF using Adobe Presenter. This approach combines the ease of editing that PowerPoint provides along with the platform-independence of PDF. It's easy to add, remove, or edit individual slides as needed, and PowerPoint supports internal links so that think-pair-share questions can be inserted with links to feedback based on the answers selected. Modern PDF files support animated visuals with synchronized audio and they can be read using widely available free software. Using these files students in an online course can get many of the benefits of seeing and hearing the course material presented in an in-person lecture format. Students needing extra help in traditional lecture classes can use these presentations to help review the materials covered in lecture. Finally, the presentations can be used in a “flipped” format in which students work through the presentations outside of class time while spending the “lecture” time on in-class interaction.

      
	
      About the SBRA method applied in mechanics of continental plates

      Czech Academy of Sciences Publication Activity Database

      Wandrol, I.; Frydrýšek, K.; Kalenda, Pavel

         2013-01-01

         Roč. 59, č. 1 (2013), s. 143-150 ISSN 1210-0471 Institutional support: RVO:67985891 Keywords : mathematical modeling * probability * lithosphere plates Subject RIV: JL - Materials Fatigue, Friction Mechanics http://transactions.fs.vsb.cz/2013-1/1950.pdf

      
	
      Hybrid finite-volume/transported PDF method for the simulation of turbulent reactive flows

      Science.gov (United States)

      Raman, Venkatramanan

         

         A novel computational scheme is formulated for simulating turbulent reactive flows in complex geometries with detailed chemical kinetics. A Probability Density Function (PDF) based method that handles the scalar transport equation is coupled with an existing Finite Volume (FV) Reynolds-Averaged Navier-Stokes (RANS) flow solver. The PDF formulation leads to closed chemical source terms and facilitates the use of detailed chemical mechanisms without approximations. The particle-based PDF scheme is modified to handle complex geometries and grid structures. Grid-independent particle evolution schemes that scale linearly with the problem size are implemented in the Monte-Carlo PDF solver. A novel algorithm, in situ adaptive tabulation (ISAT) is employed to ensure tractability of complex chemistry involving a multitude of species. Several non-reacting test cases are performed to ascertain the efficiency and accuracy of the method. Simulation results from a turbulent jet-diffusion flame case are compared against experimental data. The effect of micromixing model, turbulence model and reaction scheme on flame predictions are discussed extensively. Finally, the method is used to analyze the Dow Chlorination Reactor. Detailed kinetics involving 37 species and 158 reactions as well as a reduced form with 16 species and 21 reactions are used. The effect of inlet configuration on reactor behavior and product distribution is analyzed. Plant-scale reactors exhibit quenching phenomena that cannot be reproduced by conventional simulation methods. The FV-PDF method predicts quenching accurately and provides insight into the dynamics of the reactor near extinction. The accuracy of the fractional time-stepping technique in discussed in the context of apparent multiple-steady states observed in a non-premixed feed configuration of the chlorination reactor.

      
	
      Java facilities in processing XML files - JAXB and generating PDF reports

      Directory of Open Access Journals (Sweden)

      Danut-Octavian SIMION

         2008-01-01

         Full Text Available The paper presents the Java programming language facilities in working with XML files using JAXB (The Java Architecture for XML Binding technology and generating PDF reports from XML files using Java objects. The XML file can be an existing one and could contain the data about an entity (Clients for example or it might be the result of a SELECT-SQL statement. JAXB generates JAVA classes through xs rules and a Marshalling, Unmarshalling compiler. The PDF file is build from a XML file and uses XSL-FO formatting file and a Java ResultSet object.

      
	
      Environmental Assessment for Atlantic White Cedar Restoration Project at Dare County Range, Seymour Johnson Air Force Base, North Carolina

      Science.gov (United States)

      

         2014-12-23

         rattlesnakes inhabit forested areas, and in the mountains, they will often hibernate together in large numbers (Davidson Herpetology , 2013). Timber...YorktownAquiferVol1-Missimer1992.pdf Davidson Herpetology . (2013). Timber Rattlesnake (Crotalus horridus). Retrieved November 19, 2013, from http

      
	
      A comparison of iterative methods to solve complex valued linear algebraic systems

      Czech Academy of Sciences Publication Activity Database

      Axelsson, Owe; Neytcheva, M.; Ahmad, B.

         2013-01-01

         Roč. 66, č. 4 (2013), s. 811-841 ISSN 1017-1398 R&D Projects: GA MŠk ED1.1.00/02.0070 Institutional support: RVO:68145535 Keywords : linear systems * complex symmetric * real valued form * preconditioning Subject RIV: BA - General Mathematics Impact factor: 1.005, year: 2013 http://www.it.uu.se/research/publications/reports/2013-005/2013-005-nc.pdf
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      Crypto-Unitary Forms of Quantum Evolution Operators

      Czech Academy of Sciences Publication Activity Database

      Znojil, Miloslav

         2013-01-01

         Roč. 52, č. 6 (2013), s. 2038-2045 ISSN 0020-7748 R&D Projects: GA ČR GAP203/11/1433 Institutional support: RVO:61389005 Keywords : PT-symmetric quantum mechanics * time-dependent Schrödinger equation * manifestly time-dependent Hermitian Hamiltonians * Manifestly time-dependent Dyson maps * equivalent time-independent non-Hermitian Hamiltonians Subject RIV: BE - Theoretical Physics Impact factor: 1.188, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs10773-012-1451-9.pdf

      
	
      OUTGASSING BEHAVIOR OF C/2012 S1 (ISON) FROM 2011 SEPTEMBER TO 2013 JUNE

      Energy Technology Data Exchange (ETDEWEB)

      Meech, Karen J.; Yang, Bin; Kleyna, Jan; Chiang, Hsin-Fang; Riesen, Timm; Keane, Jacqueline V.; Reipurth, Bo; Hsieh, Henry H. [NASA Astrobiology Institute, Honolulu, HI 96822 (United States); Ansdell, Megan [Institute for Astronomy, University of Hawaii, 2680 Woodlawn Drive, Honolulu, HI 96822 (United States); Hainaut, Olivier [European Southern Observatory, Santiago 19001 (Chile); Vincent, Jean-Baptiste; Boehnhardt, Hermann [Max-Planck-Institut fur Sonnensystemforschung, Max-Planck-Strasse 2, D-37191 Katlenburg-Lindau (Germany); Fitzsimmons, Alan [Queens University Belfast, Belfast BT7 1NN (United Kingdom); Rector, Travis [Department of Physics and Astronomy, University of Alaska Anchorage, 3211 Providence Drive, Anchorage, AK 99508 (United States); Michaud, Peter [Gemini Observatory, Northern Operations Center, 670 North A' ohoku Place, Hilo, HI 96720 (United States); Milani, Giannantonio [Associazione Astronomica Euganea, via Tommaseo, I-35131 Padova (Italy); Bryssinck, Erik [BRIXIIS Observatory, Eyckensbeekstraat, B-9150 Kruibeke (Belgium); Ligustri, Rolando [Talmassons Observatory (C.A.S.T.), via Cadorna, I-33030 Talmassons (Italy); Trabatti, Roberto [Stazione Astronomica Descartes, via Lambrinia 4, I-2013 Chignolo Po' (Italy); Tozzi, Gian-Paolo, E-mail: meech@ifa.hawaii.edu [INAF-Osservatorio Astrofisico di Arcetri, Largo E. Fermi 5, I-40125 Firenze (Italy); and others

         2013-10-20

         We report photometric observations for comet C/2012 S1 (ISON) obtained during the time period immediately after discovery (r = 6.28 AU) until it moved into solar conjunction in mid-2013 June using the UH2.2 m, and Gemini North 8 m telescopes on Mauna Kea, the Lowell 1.8 m in Flagstaff, the Calar Alto 1.2 m telescope in Spain, the VYSOS-5 telescopes on Mauna Loa Hawaii and data from the CARA network. Additional pre-discovery data from the Pan STARRS1 survey extends the light curve back to 2011 September 30 (r = 9.4 AU). The images showed a similar tail morphology due to small micron sized particles throughout 2013. Observations at submillimeter wavelengths using the James Clerk Maxwell Telescope on 15 nights between 2013 March 9 (r = 4.52 AU) and June 16 (r = 3.35 AU) were used to search for CO and HCN rotation lines. No gas was detected, with upper limits for CO ranging between 3.5-4.5 × 10{sup 27} molecules s{sup –1}. Combined with published water production rate estimates we have generated ice sublimation models consistent with the photometric light curve. The inbound light curve is likely controlled by sublimation of CO{sub 2}. At these distances water is not a strong contributor to the outgassing. We also infer that there was a long slow outburst of activity beginning in late 2011 peaking in mid-2013 January (r ∼ 5 AU) at which point the activity decreased again through 2013 June. We suggest that this outburst was driven by CO injecting large water ice grains into the coma. Observations as the comet came out of solar conjunction seem to confirm our models.

      
	
      APFEL : A PDF Evolution Library with QED corrections

      NARCIS (Netherlands)

      Bertone, Valerio; Carrazza, Stefano; Rojo, Juan

         

         Quantum electrodynamics and electroweak corrections are important ingredients for many theoretical predictions at the LHC. This paper documents APFEL, a new PDF evolution package that allows for the first time to perform DGLAP evolution up to NNLO in QCD and to LO in QED, in the
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         Jun 1, 2013 ... graduate employability, what private universities doing in Ethiopia and the associated ... needs to be supported by national graduate employability focused policy ... given by Malaysia‟s Ministry of Higher Education (2012) on the basis of the ... Student/ staff satisfaction. Output. Graduates. Research outputs.

      
	
      PDF turbulence modeling and DNS

      Science.gov (United States)

      Hsu, A. T.

         1992-01-01

         The problem of time discontinuity (or jump condition) in the coalescence/dispersion (C/D) mixing model is addressed in probability density function (pdf). A C/D mixing model continuous in time is introduced. With the continuous mixing model, the process of chemical reaction can be fully coupled with mixing. In the case of homogeneous turbulence decay, the new model predicts a pdf very close to a Gaussian distribution, with finite higher moments also close to that of a Gaussian distribution. Results from the continuous mixing model are compared with both experimental data and numerical results from conventional C/D models. The effect of Coriolis forces on compressible homogeneous turbulence is studied using direct numerical simulation (DNS). The numerical method used in this study is an eight order compact difference scheme. Contrary to the conclusions reached by previous DNS studies on incompressible isotropic turbulence, the present results show that the Coriolis force increases the dissipation rate of turbulent kinetic energy, and that anisotropy develops as the Coriolis force increases. The Taylor-Proudman theory does apply since the derivatives in the direction of the rotation axis vanishes rapidly. A closer analysis reveals that the dissipation rate of the incompressible component of the turbulent kinetic energy indeed decreases with a higher rotation rate, consistent with incompressible flow simulations (Bardina), while the dissipation rate of the compressible part increases; the net gain is positive. Inertial waves are observed in the simulation results.

      
	
      A Comparative Study of PDF Generation Methods: Measuring Loss of Fidelity When Converting Arabic and Persian MS Word Files to PDF

      Science.gov (United States)

      

         2011-02-17

         document objects, on one or more electronic document pages. These commands have their roots in typography , so, to understand the PDF Language, one...must have at least a rudimentary understanding of typography . Only a few of the typographic commands, called text showing operators, can hold strings
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      Tanyproctus (Tanyproctus) arher (Coleoptera: Scarabaeidae: Melolonthinae: Tanyproctini), a new species from the Socotra Island, Yemen

      Czech Academy of Sciences Publication Activity Database

      Bezděk, Aleš; Sehnal, R.; Král, D.

         2013-01-01

         Roč. 3737, č. 2 (2013), s. 191-196 ISSN 1175-5326 Institutional support: RVO:60077344 Keywords : Coleoptera * Scarabaeoidea * Scarabaeidae Subject RIV: EG - Zoology Impact factor: 1.060, year: 2013 http://www.mapress.com/zootaxa/2013/f/zt03737p196.pdf

      
	
      Permanent genetic resources added to Molecular Ecology Resources Database 1 February 2013-31 March 2013.

      Science.gov (United States)

      Arias, M C; Atteke, Christiane; Augusto, S C; Bailey, J; Bazaga, Pilar; Beheregaray, Luciano B; Benoit, Laure; Blatrix, Rumsaïs; Born, Céline; Brito, R M; Chen, Hai-kui; Covarrubias, Sara; de Vega, Clara; Djiéto-Lordon, Champlain; Dubois, Marie-Pierre; Francisco, F O; García, Cristina; Gonçalves, P H P; González, Clementina; Gutiérrez-Rodríguez, Carla; Hammer, Michael P; Herrera, Carlos M; Itoh, H; Kamimura, S; Karaoglu, H; Kojima, S; Li, Shou-Li; Ling, Hannah J; Matos-Maraví, Pável F; McKey, Doyle; Mezui-M'Eko, Judicaël; Ornelas, Juan Francisco; Park, R F; Pozo, María I; Ramula, Satu; Rigueiro, Cristina; Sandoval-Castillo, Jonathan; Santiago, L R; Seino, Miyuki M; Song, Chang-Bing; Takeshima, H; Vasemägi, Anti; Wellings, C R; Yan, Ji; Yu-Zhou, Du; Zhang, Chang-Rong; Zhang, Tian-Yun

         2013-07-01

         This article documents the addition of 142 microsatellite marker loci to the Molecular Ecology Resources database. Loci were developed for the following species: Agriophyllum squarrosum, Amazilia cyanocephala, Batillaria attramentaria, Fungal strain CTeY1 (Ascomycota), Gadopsis marmoratus, Juniperus phoenicea subsp. turbinata, Liriomyza sativae, Lupinus polyphyllus, Metschnikowia reukaufii, Puccinia striiformis and Xylocopa grisescens. These loci were cross-tested on the following species: Amazilia beryllina, Amazilia candida, Amazilia rutila, Amazilia tzacatl, Amazilia violiceps, Amazilia yucatanensis, Campylopterus curvipennis, Cynanthus sordidus, Hylocharis leucotis, Juniperus brevifolia, Juniperus cedrus, Juniperus osteosperma, Juniperus oxycedrus, Juniperus thurifera, Liriomyza bryoniae, Liriomyza chinensis, Liriomyza huidobrensis and Liriomyza trifolii. © 2013 John Wiley & Sons Ltd.

      
	
      Extra dimensions: 3d and time in pdf documentation

      Energy Technology Data Exchange (ETDEWEB)

      Graf, N A [Stanford Linear Accelerator Center, Menlo Park, CA, 94025 (United States)], E-mail: Norman.Graf@slac.stanford.edu

         2008-07-15

         High energy physics is replete with multi-dimensional information which is often poorly represented by the two dimensions of presentation slides and print media. Past efforts to disseminate such information to a wider audience have failed for a number of reasons, including a lack of standards which are easy to implement and have broad support. Adobe's Portable Document Format (PDF) has in recent years become the de facto standard for secure, dependable electronic information exchange. It has done so by creating an open format, providing support for multiple platforms and being reliable and extensible. By providing support for the ECMA standard Universal 3D (U3D) file format in its free Adobe Reader software, Adobe has made it easy to distribute and interact with 3D content. By providing support for scripting and animation, temporal data can also be easily distributed to a wide audience. In this talk, we present examples of HEP applications which take advantage of this functionality. We demonstrate how 3D detector elements can be documented, using either CAD drawings or other sources such as GEANT visualizations as input. Using this technique, higher dimensional data, such as LEGO plots or time-dependent information can be included in PDF files. In principle, a complete event display, with full interactivity, can be incorporated into a PDF file. This would allow the end user not only to customize the view and representation of the data, but to access the underlying data itself.

      
	
      Extra dimensions: 3d and time in pdf documentation

      International Nuclear Information System (INIS) 

      Graf, N A

         2008-01-01

         High energy physics is replete with multi-dimensional information which is often poorly represented by the two dimensions of presentation slides and print media. Past efforts to disseminate such information to a wider audience have failed for a number of reasons, including a lack of standards which are easy to implement and have broad support. Adobe's Portable Document Format (PDF) has in recent years become the de facto standard for secure, dependable electronic information exchange. It has done so by creating an open format, providing support for multiple platforms and being reliable and extensible. By providing support for the ECMA standard Universal 3D (U3D) file format in its free Adobe Reader software, Adobe has made it easy to distribute and interact with 3D content. By providing support for scripting and animation, temporal data can also be easily distributed to a wide audience. In this talk, we present examples of HEP applications which take advantage of this functionality. We demonstrate how 3D detector elements can be documented, using either CAD drawings or other sources such as GEANT visualizations as input. Using this technique, higher dimensional data, such as LEGO plots or time-dependent information can be included in PDF files. In principle, a complete event display, with full interactivity, can be incorporated into a PDF file. This would allow the end user not only to customize the view and representation of the data, but to access the underlying data itself

      
	
      PDF analysis of PuAl alloys local structure

      Energy Technology Data Exchange (ETDEWEB)

      Platteau, C. [CEA Valduc, 21120 Is-sur-Tille (France)], E-mail: platteau.cyril@yahoo.fr; Bruckel, P.; Ravat, B.; Delaunay, F. [CEA Valduc, 21120 Is-sur-Tille (France)

         2009-03-15

         For understanding singular properties of plutonium, there is a need in studying the average and local atomic structure in Pu alloys. To study the local structure of the {delta} phase, a pair distribution function (PDF) analysis was done and has shown some significant differences with the average structure.
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      U.S. Geological Survey Science for the Wyoming Landscape Conservation Initiative - 2013 Annual Report

      Science.gov (United States)

      Bowen, Zachary H.; Aldridge, Cameron L.; Anderson, Patrick J.; Assal, Timothy J.; Bern, Carleton R.; Biewick, Laura R; Boughton, Gregory K.; Chalfoun, Anna D.; Chong, Geneva W.; Dematatis, Marie K.; Fedy, Bradley C.; Garman, Steven L.; Germaine, Stephen S.; Hethcoat, Matthew G.; Homer, Collin G.; Huber, Christopher; Kauffman, Matthew J.; Latysh, Natalie; Manier, Daniel; Melcher, Cynthia P.; Miller, Kirk A.; Potter, Christopher J.; Schell, Spencer; Sweat, Michael J.; Walters, Annika W.; Wilson, Anna B.

         2014-01-01

         This is the sixth report produced by the U.S. Geological Survey (USGS) for the Wyoming Landscape Conservation Initiative (WLCI) to detail annual activities conducted by USGS for addressing specific management needs identified by WLCI partners. In FY2013, there were 25 ongoing and new projects conducted by the USGS. These projects fall into 8 major categories: (1) synthesizing and analyzing existing data to describe (model and map) current conditions on the landscape; (2) developing models for projecting past and future landscape conditions; (3) monitoring indicators of ecosystem conditions and the effectiveness of on-the-ground habitat projects; (4) conducting research to elucidate the mechanisms underlying wildlife and habitat responses to changing land uses; (5) managing and making accessible the large number of databases, maps, and other products being developed; (6) helping to integrate WLCI outcomes with future habitat enhancement and research projects; (7) coordinating efforts among WLCI partners; and (8) providing support to WLCI decision-makers and assisting with overall evaluation of the WLCI program. The two new projects initiated in FY2013 address (1) important agricultural lands in southwestern Wyoming, and (2) the influence of energy development on native fish communities. The remaining activities entailed our ongoing efforts to compile data, model landscape conditions, monitor trends in habitat conditions, conduct studies of wildlife responses to energy development, and upgrade Web-based products in support of both individual and overall WLCI efforts. Milestone FY2013 accomplishments included completing the development of a WLCI inventory and monitoring framework and the associated monitoring strategies, protocols, and analytics; and initial development of an Interagency Inventory and Monitoring Database, which will be accessible through the Monitoring page of the WLCI Web site at http://www.wlci.gov/monitoring. We also completed the initial phase of

      
	
      Download this PDF file

      African Journals Online (AJOL)

      Magashi

         2013-06-01

         Jun 1, 2013 ... High Performance Liquid Chromatography (HPLC) was used to determine the vitamins and minerals content of some locally ... ingredients used in livestock feed production. For ..... antibiotics and emerging consequences for.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of North Dakota

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of North Dakota. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of West Virginia

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of West Virginia. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of New Mexico

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of New Mexico. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of New York

      Energy Technology Data Exchange (ETDEWEB)

      Hart, Philip R. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Athalye, Rahul A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Xie, YuLong [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Zhuge, Jing Wei [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Halverson, Mark A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Loper, Susan A. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Rosenberg, Michael I. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States); Richman, Eric E. [Pacific Northwest National Lab. (PNNL), Richland, WA (United States)

         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of New York. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of Rhode Island. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of New Hampshire. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of North Carolina. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of New Jersey. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of South Carolina. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Cost Effectiveness of ASHRAE Standard 90.1-2013 for the State of South Dakota
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         2015-12-01

         Moving to the ASHRAE Standard 90.1-2013 (ASHRAE 2013) edition from Standard 90.1-2010 (ASHRAE 2010) is cost-effective for the State of South Dakota. The table below shows the state-wide economic impact of upgrading to Standard 90.1-2013 in terms of the annual energy cost savings in dollars per square foot, additional construction cost per square foot required by the upgrade, and life-cycle cost (LCC) per square foot. These results are weighted averages for all building types in all climate zones in the state, based on weightings shown in Table 4. The methodology used for this analysis is consistent with the methodology used in the national cost-effectiveness analysis. Additional results and details on the methodology are presented in the following sections. The report provides analysis of two LCC scenarios: Scenario 1, representing publicly-owned buildings, considers initial costs, energy costs, maintenance costs, and replacement costs—without borrowing or taxes. Scenario 2, representing privately-owned buildings, adds borrowing costs and tax impacts.

      
	
      Reflowing-driven paragraph recognition for electronic books in PDF

      Science.gov (United States)

      Fang, Jing; Tang, Zhi; Gao, Liangcai

         2011-01-01

         When reading electronic books on handheld devices, content sometimes should be reflowed and recomposed to adapt for small-screen mobile devices. According to people's reading practice, it is reasonable to reflow the text content based on paragraphs. Hence, this paper addresses the requirement and proposes a set of novel methods on paragraph recognition for electronic books in PDF. The proposed methods consist of three steps, namely, physical structure analysis, paragraph segmentation, and reading order detection. We make use of locally ordered property of PDF documents and layout style of books to improve traditional page recognition results. In addition, we employ the optimal matching of Bipartite Graph technology to detect paragraphs' reading order. Experiments show that our methods achieve high accuracy. It is noteworthy that, the research has been applied in a commercial software package for Chinese E-book production.

      
	
      International Symposium on Interfacial Joining and Surface Technology (IJST2013)

      International Nuclear Information System (INIS) 

      Takahashi, Yasuo

         2014-01-01

         Interfacial joining (bonding) is a widely accepted welding process and one of the environmentally benign technologies used in industrial production. As the bonding temperature is lower than the melting point of the parent materials, melting of the latter is kept to a minimum. The process can be based on diffusion bonding, pressure welding, friction welding, ultrasonic bonding, or brazing-soldering, all of which offer many advantages over fusion welding. In addition, surface technologies such as surface modification, spraying, coating, plating, and thin-film formation are necessary for advanced manufacturing, fabrication, and electronics packaging. Together, interfacial joining and surface technology (IJST) will continue to be used in various industrial fields because IJST is a very significant form of environmentally conscious materials processing. The international symposium of IJST 2013 was held at Icho Kaikan, Osaka University, Japan from 27–29 November, 2013. A total of 138 participants came from around the world to attend 56 oral presentations and 36 posters presented at the symposium, and to discuss the latest research and developments on interfacial joining and surface technologies. This symposium was also held to commemorate the 30th anniversary of the Technical Commission on Interfacial Joining of the Japan Welding Society. On behalf of the chair of the symposium, it is my great pleasure to present this volume of IOP Conference Series: Materials Science and Engineering (MSE). Among the presentations, 43 papers are published here, and I believe all of the papers have provided the welding community with much useful information. I would like to thank the authors for their enthusiastic and excellent contributions. Finally, I would like to thank all members of the committees, secretariats, participants, and everyone who contributed to this symposium through their support and invaluable effort for the success of IJST 2013. Yasuo Takahashi Chair of IJST 2013

      
	
      International Symposium on Interfacial Joining and Surface Technology (IJST2013)

      Science.gov (United States)

      Takahashi, Yasuo

         2014-08-01

         Interfacial joining (bonding) is a widely accepted welding process and one of the environmentally benign technologies used in industrial production. As the bonding temperature is lower than the melting point of the parent materials, melting of the latter is kept to a minimum. The process can be based on diffusion bonding, pressure welding, friction welding, ultrasonic bonding, or brazing-soldering, all of which offer many advantages over fusion welding. In addition, surface technologies such as surface modification, spraying, coating, plating, and thin-film formation are necessary for advanced manufacturing, fabrication, and electronics packaging. Together, interfacial joining and surface technology (IJST) will continue to be used in various industrial fields because IJST is a very significant form of environmentally conscious materials processing. The international symposium of IJST 2013 was held at Icho Kaikan, Osaka University, Japan from 27-29 November, 2013. A total of 138 participants came from around the world to attend 56 oral presentations and 36 posters presented at the symposium, and to discuss the latest research and developments on interfacial joining and surface technologies. This symposium was also held to commemorate the 30th anniversary of the Technical Commission on Interfacial Joining of the Japan Welding Society. On behalf of the chair of the symposium, it is my great pleasure to present this volume of IOP Conference Series: Materials Science and Engineering (MSE). Among the presentations, 43 papers are published here, and I believe all of the papers have provided the welding community with much useful information. I would like to thank the authors for their enthusiastic and excellent contributions. Finally, I would like to thank all members of the committees, secretariats, participants, and everyone who contributed to this symposium through their support and invaluable effort for the success of IJST 2013. Yasuo Takahashi Chair of IJST 2013
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         Roč. 1, č. 3 (2013), s. 21-34 ISSN 2354-0079 R&D Projects: GA AV ČR IAA300860903 Institutional support: RVO:68145535 Keywords : delineation * brownfields * Upper Silesia * GIS Subject RIV: DE - Earth Magnetism, Geodesy, Geography http://environ.ses.us.edu.pl/download/2013.1.3/2013.1.3.%20Full%20text%2021-34.pdf
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         Haddiya, I. Vol 6, No 1 (2010) - Articles Les complications chirurgicales de la transplantation rénale à partir du donneur vivant: expérience du CHU Ibn Sina de Rabat Abstract PDF · Vol 15, No 1 (2013) - Articles Le sujet âgé en hémodialyse chronique: expérience d'un centre hospitalier marocain. Abstract PDF · Vol 15, No 1 ...

      
	
      MSL: Facilitating automatic and physical analysis of published scientific literature in PDF format.

      Science.gov (United States)

      Ahmed, Zeeshan; Dandekar, Thomas

         2015-01-01

         Published scientific literature contains millions of figures, including information about the results obtained from different scientific experiments e.g. PCR-ELISA data, microarray analysis, gel electrophoresis, mass spectrometry data, DNA/RNA sequencing, diagnostic imaging (CT/MRI and ultrasound scans), and medicinal imaging like electroencephalography (EEG), magnetoencephalography (MEG), echocardiography  (ECG), positron-emission tomography (PET) images. The importance of biomedical figures has been widely recognized in scientific and medicine communities, as they play a vital role in providing major original data, experimental and computational results in concise form. One major challenge for implementing a system for scientific literature analysis is extracting and analyzing text and figures from published PDF files by physical and logical document analysis. Here we present a product line architecture based bioinformatics tool 'Mining Scientific Literature (MSL)', which supports the extraction of text and images by interpreting all kinds of published PDF files using advanced data mining and image processing techniques. It provides modules for the marginalization of extracted text based on different coordinates and keywords, visualization of extracted figures and extraction of embedded text from all kinds of biological and biomedical figures using applied Optimal Character Recognition (OCR). Moreover, for further analysis and usage, it generates the system's output in different formats including text, PDF, XML and images files. Hence, MSL is an easy to install and use analysis tool to interpret published scientific literature in PDF format.
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         Roč. 22, 2-3 (2013), s. 221-232 ISSN 1059-9630. [International Thermal Spray Conference (ITSC). Houston, 21.05.2012-24.05.2012] R&D Projects: GA ČR(CZ) GPP108/12/P552 Institutional research plan: CEZ:AV0Z20430508 Keywords : adhesion testing * adhesive strength * alumina * cohesion * stainless steel * water-stabilized plasma Subject RIV: JI - Composite Materials Impact factor: 1.491, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs11666-012-9850-2.pdf

      
	
      The Role of Spraying Parameters and Inert Gas Shrouding in Hybrid Water-Argon Plasma Spraying of Tungsten and Copper for Nuclear Fusion Applications
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         Roč. 22, č. 5 (2013), s. 744-755 ISSN 1059-9630 R&D Projects: GA MPO FR-TI2/702; GA TA ČR TA01010300 Institutional support: RVO:61389021 Keywords : plasma spraying * tungsten * copper * inert gas shrouding * water-argon plasma torch * gas shroud * hybrid plasma torch * influence of spray parameters * nuclear fusion * oxidation Subject RIV: JG - Metallurgy Impact factor: 1.491, year: 2013 http://link.springer.com/content/pdf/10.1007%2Fs11666-013-9895-x.pdf
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         Apr 30, 2013 ... [Molinié A and Bodenhausen G 2013 On toxic effects of scientific journals. .... and sexy semantics, like 'sustainable energy', 'neural networks', or 'integrative ..... will cover fields ranging from particle physics to social science.'.

      
	
      Detection and Characterization of Clade 1 Reassortant H5N1 Viruses Isolated from Human Cases in Vietnam during 2013.

      Directory of Open Access Journals (Sweden)

      Sharmi W Thor

         

         Full Text Available Highly pathogenic avian influenza (HPAI H5N1 is endemic in Vietnamese poultry and has caused sporadic human infection in Vietnam since 2003. Human infections with HPAI H5N1 are of concern due to a high mortality rate and the potential for the emergence of pandemic viruses with sustained human-to-human transmission. Viruses isolated from humans in southern Vietnam have been classified as clade 1 with a single genome constellation (VN3 since their earliest detection in 2003. This is consistent with detection of this clade/genotype in poultry viruses endemic to the Mekong River Delta and surrounding regions. Comparison of H5N1 viruses detected in humans from southern Vietnamese provinces during 2012 and 2013 revealed the emergence of a 2013 reassortant virus with clade 1.1.2 hemagglutinin (HA and neuraminidase (NA surface protein genes but internal genes derived from clade 2.3.2.1a viruses (A/Hubei/1/2010-like; VN12. Closer analysis revealed mutations in multiple genes of this novel genotype (referred to as VN49 previously associated with increased virulence in animal models and other markers of adaptation to mammalian hosts. Despite the changes identified between the 2012 and 2013 genotypes analyzed, their virulence in a ferret model was similar. Antigenically, the 2013 viruses were less cross-reactive with ferret antiserum produced to the clade 1 progenitor virus, A/Vietnam/1203/2004, but reacted with antiserum produced against a new clade 1.1.2 WHO candidate vaccine virus (A/Cambodia/W0526301/2012 with comparable hemagglutination inhibition titers as the homologous antigen. Together, these results indicate changes to both surface and internal protein genes of H5N1 viruses circulating in southern Vietnam compared to 2012 and earlier viruses.
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         Apr 24, 2013 ... threonine-specific protein phosphatase, calcineurin. Also called protein ...... were players in a larger insulin/IGF-1 signaling pathway that can regulate ..... Differential expression of calcineurin A isoforms in the diabetic kidney.
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         National Oceanic and Atmospheric Administration, Department of Commerce — The 2013 United States Automatic Identification System Database contains vessel traffic data for planning purposes within the U.S. coastal waters. The database is...

      
	
      Temporal variability of selected chemical and physical propertires of topsoil of three soil types

      Czech Academy of Sciences Publication Activity Database
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         2013-01-01

         Roč. 15, - (2013) ISSN 1607-7962. [EGU General Assembly /10./. 07.04.2013-12.04.2013, Vienna] R&D Projects: GA ČR GA526/08/0434 Institutional support: RVO:67985831 Keywords : soil properties * soil types * temporal variability Subject RIV: DF - Soil Science http://meetingorganizer.copernicus.org/EGU2013/EGU2013-7650-1.pdf

      
	
      On Variations in the Level of PER in Glial Clocks of Drosophila Optic Lobe and Its Negative Regulation by PDF Signaling.

      Science.gov (United States)

      Górska-Andrzejak, Jolanta; Chwastek, Elżbieta M; Walkowicz, Lucyna; Witek, Kacper

         2018-01-01

         We show that the level of the core protein of the circadian clock Period (PER) expressed by glial peripheral oscillators depends on their location in the Drosophila optic lobe. It appears to be controlled by the ventral lateral neurons (LNvs) that release the circadian neurotransmitter Pigment Dispersing Factor (PDF). We demonstrate that glial cells of the distal medulla neuropil (dMnGl) that lie in the vicinity of the PDF-releasing terminals of the LNvs possess receptors for PDF (PDFRs) and express PER at significantly higher level than other types of glia. Surprisingly, the amplitude of PER molecular oscillations in dMnGl is increased twofold in PDF-free environment, that is in Pdf 0 mutants. The Pdf 0 mutants also reveal an increased level of glia-specific protein REPO in dMnGl. The photoreceptors of the compound eye (R-cells) of the PDF-null flies, on the other hand, exhibit de-synchrony of PER molecular oscillations, which manifests itself as increased variability of PER-specific immunofluorescence among the R-cells. Moreover, the daily pattern of expression of the presynaptic protein Bruchpilot (BRP) in the lamina terminals of the R-cells is changed in Pdf 0 mutant. Considering that PDFRs are also expressed by the marginal glia of the lamina that surround the R-cell terminals, the LNv pacemakers appear to be the likely modulators of molecular cycling in the peripheral clocks of both the glial cells and the photoreceptors of the compound eye. Consequently, some form of PDF-based coupling of the glial clocks and the photoreceptors of the eye with the central LNv pacemakers must be operational.
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      Structural isoforms of the circadian neuropeptide PDF expressed in the optic lobes of the cricket Gryllus bimaculatus: immunocytochemical evidence from specific monoclonal antibodies.
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         2006-11-20

         Pigment-dispersing factor (PDF) is an 18-mer peptide that acts as a principal neurotransmitter of the insect circadian clock. Our previous study, utilizing anti-Uca beta-PDH polyclonal antibody (pAb) to immunolabel the optic lobe of the cricket Gryllus bimaculatus, suggested the existence of an alternative PDF-like peptide in the outer cells of the first neuropile, or lamina (La), which were much less immunoreactive than the inner cells of the second neuropile, the medulla (Me). To obtain structural information about such a PDF-like peptide, we prepared 10 anti-Gryllus PDF monoclonal (mAb) and pAb antibodies and analyzed their detailed epitope specificities. The PDFMe and PDFLa inner cells and their axonal projections were clearly immunoreactive to all these antibodies, revealing the widespread immunocytochemical organization of the PDF system in the optic lobe, as seen previously with anti-Uca beta-PDH pAb and anti-Gryllus PDF mAb, the epitope structures of which were also clarified in this study. The lamina outer cells, which we found lacked a target pdf mRNA, displayed specific immunoreactivities, indicating that the cells contain a distinct PDF-like peptide possessing both N- and C-terminal structures. These cells were not immunolabeled by some other monoclonal antibodies, however, implying that the PDFLa outer cells have a PDF isoform peptide devoid of Asn at positions 6 and 16. This isoform was also identified in a varicose arborization in the lamina. These results suggest not only the structure of the peptide, but also the possibility of additional functions of this novel PDF isoform.
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      Comparison of PDF and Moment Closure Methods in the Modeling of Turbulent Reacting Flows

      Science.gov (United States)

      Norris, Andrew T.; Hsu, Andrew T.

         1994-01-01

         In modeling turbulent reactive flows, Probability Density Function (PDF) methods have an advantage over the more traditional moment closure schemes in that the PDF formulation treats the chemical reaction source terms exactly, while moment closure methods are required to model the mean reaction rate. The common model used is the laminar chemistry approximation, where the effects of turbulence on the reaction are assumed negligible. For flows with low turbulence levels and fast chemistry, the difference between the two methods can be expected to be small. However for flows with finite rate chemistry and high turbulence levels, significant errors can be expected in the moment closure method. In this paper, the ability of the PDF method and the moment closure scheme to accurately model a turbulent reacting flow is tested. To accomplish this, both schemes were used to model a CO/H2/N2- air piloted diffusion flame near extinction. Identical thermochemistry, turbulence models, initial conditions and boundary conditions are employed to ensure a consistent comparison can be made. The results of the two methods are compared to experimental data as well as to each other. The comparison reveals that the PDF method provides good agreement with the experimental data, while the moment closure scheme incorrectly shows a broad, laminar-like flame structure.

      
	
      Commercial broth microdilution panel validation and reproducibility trials for NVP PDF-713 (LBM 415), a novel inhibitor of bacterial peptide deformylase.

      Science.gov (United States)

      Fritsche, T R; Moet, G J; Jones, R N

         2004-09-01

         NVP PDF-713 (LBM 415) is a peptide deformylase inhibitor being progressed into clinical trials. Dry-form broth microdilution panels of NVP PDF-713 were compared to reference MIC panels of 552 recent clinical isolates. Most (99.2%) dry-form MIC results were within +/- 1 log(2) dilution of the reference panel MICs. Of the bacteria tested, Streptococcus pneumoniae and Haemophilus influenzae showed a bias towards higher and lower MICs, respectively. Same-day and between-day reproducibility tests showed that 98.9% and 96.7% of MIC values, respectively, were within +/- 1 log(2) dilution step, thereby demonstrating a high degree of reliability of the dry-form MIC product for clinical studies.
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      Modeling non-Fickian dispersion by use of the velocity PDF on the pore scale

      Science.gov (United States)

      Kooshapur, Sheema; Manhart, Michael

         2015-04-01

         For obtaining a description of reactive flows in porous media, apart from the geometrical complications of resolving the velocities and scalar values, one has to deal with the additional reactive term in the transport equation. An accurate description of the interface of the reacting fluids - which is strongly influenced by dispersion- is essential for resolving this term. In REV-based simulations the reactive term needs to be modeled taking sub-REV fluctuations and possibly non-Fickian dispersion into account. Non-Fickian dispersion has been observed in strongly heterogeneous domains and in early phases of transport. A fully resolved solution of the Navier-Stokes and transport equations which yields a detailed description of the flow properties, dispersion, interfaces of fluids, etc. however, is not practical for domains containing more than a few thousand grains, due to the huge computational effort required. Through Probability Density Function (PDF) based methods, the velocity distribution in the pore space can facilitate the understanding and modelling of non-Fickian dispersion [1,2]. Our aim is to model the transition between non-Fickian and Fickian dispersion in a random sphere pack within the framework of a PDF based transport model proposed by Meyer and Tchelepi [1,3]. They proposed a stochastic transport model where velocity components of tracer particles are represented by a continuous Markovian stochastic process. In addition to [3], we consider the effects of pore scale diffusion and formulate a different stochastic equation for the increments in velocity space from first principles. To assess the terms in this equation, we performed Direct Numerical Simulations (DNS) for solving the Navier-Stokes equation on a random sphere pack. We extracted the PDFs and statistical moments (up to the 4th moment) of the stream-wise velocity, u, and first and second order velocity derivatives both independent and conditioned on velocity. By using this data and

      
	
      Computation of a turbulent channel flow using PDF method
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      Minier, J.P.; Pozorski, J.
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         The purpose of the present paper is to present an analysis of a PDF model (Probability Density Function) and an illustration of the possibilities offered by such a method for a high-Reynolds turbulent channel flow. The first part presents the principles of the PDF approach and the introduction of stochastic processes along with a Lagrangian point of view. The model retained is the one put forward by Pope (1991) and includes evolution equations for location, velocity and dissipation of a large number of particles. Wall boundary conditions are then developed for particles. These conditions allow statistical results of the logarithmic region to be correctly reproduced. Simulation of non-homogeneous flows require a pressure-gradient algorithm which is briefly described. Developments are validated by analysing numerical predictions with respect to Comte Bellot experimental data (1965) on a channel flow. This example illustrates the ability of the approach to simulate wall-bounded flows and to provide detailed information such as skewness and flatness factors. (author)

      
	
      The PDF method for Lagrangian two-phase flow simulations
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         A recent turbulence model put forward by Pope (1991) in the context of PDF modelling has been used. In this approach, the one-point joint velocity-dissipation pdf equation is solved by simulating the instantaneous behaviour of a large number of Lagrangian fluid particles. Closure of the evolution equations of these Lagrangian particles is based on stochastic models and more specifically on diffusion processes. Such models are of direct use for two-phase flow modelling where the so-called fluid seen by discrete inclusions has to be modelled. Full Lagrangian simulations have been performed for shear-flows. It is emphasized that this approach gives far more information than traditional turbulence closures (such as the K-ε model) and therefore can be very useful for situations involving complex physics. It is also believed that the present model represents the first step towards a complete Lagrangian-Lagrangian model for dispersed two-phase flow problems. (authors). 21 refs., 6 figs
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         External intermittency in turbulent round jets is predicted using a Reynolds-averaged Navier-Stokes modelling approach coupled to solutions of the transported probability density function (pdf) equation for scalar variables. Solutions to the descriptive equations are obtained using a finite-volume method, combined with an adaptive mesh refinement algorithm, applied in both physical and compositional space. This method contrasts with conventional approaches to solving the transported pdf equation which generally employ Monte Carlo techniques. Intermittency-modified eddy viscosity and second-moment turbulence closures are used to accommodate the effects of intermittency on the flow field, with the influence of intermittency also included, through modifications to the mixing model, in the transported pdf equation. Predictions of the overall model are compared with experimental data on the velocity and scalar fields in a round jet, as well as against measurements of intermittency profiles and scalar pdfs in a number of flows, with good agreement obtained. For the cases considered, predictions based on the second-moment turbulence closure are clearly superior, although both turbulence models give realistic predictions of the bimodal scalar pdfs observed experimentally.
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         In this study pol gene analysis of 205 HIV-1 samples collected in Kazakhstan in 2009 and 2012-2013 was carried out. CRF02_AG variant is dominating in Almaty and actively circulates in East Kazakhstan Province. IDU-A variant is dominating in the rest of Kazakhstan. The data on low prevalence (3%) of HIV drug resistance mutations in native patients were obtained.
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      Causes of endemic radiation in the Caribbean: evidence from the historical biogeography and diversification of the butterfly genus Calisto (Nymphalidae: Satyrinae: Satyrini)
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      ChemEngine: harvesting 3D chemical structures of supplementary data from PDF files.

      Science.gov (United States)

      Karthikeyan, Muthukumarasamy; Vyas, Renu

         2016-01-01

         Digital access to chemical journals resulted in a vast array of molecular information that is now available in the supplementary material files in PDF format. However, extracting this molecular information, generally from a PDF document format is a daunting task. Here we present an approach to harvest 3D molecular data from the supporting information of scientific research articles that are normally available from publisher's resources. In order to demonstrate the feasibility of extracting truly computable molecules from PDF file formats in a fast and efficient manner, we have developed a Java based application, namely ChemEngine. This program recognizes textual patterns from the supplementary data and generates standard molecular structure data (bond matrix, atomic coordinates) that can be subjected to a multitude of computational processes automatically. The methodology has been demonstrated via several case studies on different formats of coordinates data stored in supplementary information files, wherein ChemEngine selectively harvested the atomic coordinates and interpreted them as molecules with high accuracy. The reusability of extracted molecular coordinate data was demonstrated by computing Single Point Energies that were in close agreement with the original computed data provided with the articles. It is envisaged that the methodology will enable large scale conversion of molecular information from supplementary files available in the PDF format into a collection of ready- to- compute molecular data to create an automated workflow for advanced computational processes. Software along with source codes and instructions available at https://sourceforge.net/projects/chemengine/files/?source=navbar.Graphical abstract.
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         Roč. 75, S1 (2013), s. 85 ISSN 0275-2565. [Annual Meeting of the American Society of Primatologists /36./. 19.06.2013-22.06.2013, San Juan] Institutional support: RVO:68081766 Keywords : Gorilla * Central African Republic Subject RIV: EG - Zoology http://onlinelibrary.wiley.com/doi/10.1002/ajp.22188/pdf
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         2013-01-01

         Roč. 75, S1 (2013), s. 72 ISSN 0275-2565. [Annual Meeting of the American Society of Primatologists /36./. 19.06.2013-22.06.2013, San Juan] Institutional support: RVO:68081766 Keywords : Gorilla * Central African Republic Subject RIV: EG - Zoology http://onlinelibrary.wiley.com/doi/10.1002/ajp.22188/pdf
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         ... this document is available for inspection and copying during normal business hours in the FCC Reference.../Daily_Releases/Daily_Business/2013/db1031/DA-13-2115A1.pdf . I. Introduction 1. In the USF/ICC Transformation Order, 78 FR 38227, June 26, 2013, the Federal Communications Commission (Commission...
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         -, č. 1 (2013), s. 4-9 ISSN 1804-0195 R&D Projects: GA MŠk(CZ) OC10026 Institutional research plan: CEZ:AV0Z50380511 Keywords : bark * extraction * phenolic compounds Subject RIV: EI - Biotechnology ; Bionics http://www. waste forum.cz/cisla/WF_1_2013.pdf#page=4
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      Description of the cyanobacterial genus Desmonostoc gen. nov. including D. muscorum comb. nov. as a distinct, phylogenetically coherent taxon related to the genus Nostoc
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      Hrouzek, Pavel; Lukešová, Alena; Mareš, Jan; Ventura, S.
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         Roč. 13, č. 2 (2013), s. 201-213 ISSN 1802-5439 R&D Projects: GA MŠk(CZ) ED2.1.00/03.0110 Institutional support: RVO:61388971 ; RVO:67985939 ; RVO:60077344 Keywords : Cyanobacteria * Desmonostoc * Ecology Subject RIV: EE - Microbiology, Virology; EF - Botanics (BU-J) Impact factor: 1.627, year: 2013 http://fottea.czechphycology.cz/_contents/F13-2-2013-08.pdf

      
	
      PREFACE: International Conference on Functional Materials and Nanotechnologies 2013 (FM&NT2013)

      Science.gov (United States)

      Nõmmiste, Ergo; Kirm, Marco; Plank, Toomas

         2013-12-01

          oral, and 5 commercial talks were delivered and more than 200 posters were presented. In the framework of conference more than 20 papers were submitted to a topical issue of Physica Scripta. Based on the work presented at the conference, 62 articles are included in this volume of IOP Conference Series: Materials Science and Engineering. Additional information about FM&NT-2013 is available at its homepage http://fmnt.ut.ee/. The Organizing Committee would like to thank all the speakers, contributors, session chairs, referees and other involved staff for their efforts in making FM&NT-2013 successful. Special thanks for their hard work dealing with the conference papers goes to the Guest Editors: Professor Mikhail Brik, Dr Svetlana Zazubovits, Dr Arvo Kikas, Dr Rainer Pärna. The Organizing Committee hopes that Conference gave participants good insight into recent developments in nanotechnology, sustainable energetics, processing and modelling of multifunctional materials and research done using synchrotron radiation or other novel light sources. We sincerely hope that conference has provided support for the sharing of information and has brought together many young and experienced scientists from different fields, leading to fruitful discussions. We hope that all participants had good and memorable time in Tartu. On the behalf of organising committee Professor Ergo Nõmmiste Dr Marco Kirm Dr Toomas Plank The PDF also contains lists of the committees, the conference photograph and the sponsor's logos.

      
	
      Joint constraints on galaxy bias and σ8 through the N-pdf of the galaxy number density

      International Nuclear Information System (INIS) 

      Arnalte-Mur, Pablo; Martínez, Vicent J.; Vielva, Patricio; Sanz, José L.; Saar, Enn; Paredes, Silvestre

         2016-01-01

         We present a full description of the N-probability density function of the galaxy number density fluctuations. This N-pdf is given in terms, on the one hand, of the cold dark matter correlations and, on the other hand, of the galaxy bias parameter. The method relies on the assumption commonly adopted that the dark matter density fluctuations follow a local non-linear transformation of the initial energy density perturbations. The N-pdf of the galaxy number density fluctuations allows for an optimal estimation of the bias parameter (e.g., via maximum-likelihood estimation, or Bayesian inference if there exists any a priori information on the bias parameter), and of those parameters defining the dark matter correlations, in particular its amplitude (σ 8 ). It also provides the proper framework to perform model selection between two competitive hypotheses. The parameters estimation capabilities of the N-pdf are proved by SDSS-like simulations (both, ideal log-normal simulations and mocks obtained from Las Damas simulations), showing that our estimator is unbiased. We apply our formalism to the 7th release of the SDSS main sample (for a volume-limited subset with absolute magnitudes M r  ≤ −20). We obtain b-circumflex  = 1.193 ± 0.074 and σ-bar 8  = 0.862 ± 0.080, for galaxy number density fluctuations in cells of the size of 30h −1 Mpc. Different model selection criteria show that galaxy biasing is clearly favoured

      
	
      Safety Bulletin 2013-1: When the alarm rings, you must leave!

      CERN Multimedia

      HSE Unit

         2013-01-01

         The HSE Unit just released the Safety Bulletin 2013-1 entitled “When the alarm rings, you must leave!”. The Bulletin is available on EDMS under the following number: 1307611. Be reminded  that HSE Safety Bulletins are published in English and French and share feedbacks of incidents/near miss/accidents that happened on the CERN site with the aim to improve prevention.
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      aMCfast: automation of fast NLO computations for PDF fits

      CERN Document Server

      Bertone, Valerio; Frixione, Stefano; Rojo, Juan; Sutton, Mark

         2014-01-01

         We present the interface between MadGraph5_aMC@NLO, a self-contained program that calculates cross sections up to next-to-leading order accuracy in an automated manner, and APPLgrid, a code that parametrises such cross sections in the form of look-up tables which can be used for the fast computations needed in the context of PDF fits. The main characteristic of this interface, which we dub aMCfast, is its being fully automated as well, which removes the need to extract manually the process-specific information for additional physics processes, as is the case with other matrix element calculators, and renders it straightforward to include any new process in the PDF fits. We demonstrate this by studying several cases which are easily measured at the LHC, have a good constraining power on PDFs, and some of which were previously unavailable in the form of a fast interface.
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         Jun 1, 2013 ... area, here there is planting of vegetables of different varieties. This necessitates irrigated farming system to meet up with the demand for vegetables and promotes the use of wastewater, herbicides, fungicides, pesticides and fertilizers which are sources of pollutants. High population of the area coupled with ...
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      Investigation of Sandwich Material Surface Created by Abrasive Water Jet (AWJ) via Vibration Emission
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      Response to Comment on Preconditioning of matrices partitioned in 2 2 block form: Eigenvalue estimates and Schwarz DD for mixed FEM

      Czech Academy of Sciences Publication Activity Database

      Axelsson, Owe; Blaheta, Radim
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         Roč. 20, č. 3 (2013), s. 536-539 ISSN 1070-5325 Institutional support: RVO:68145535 Keywords : saddle point matrices * inverses * preconditioning Subject RIV: BA - General Mathematics Impact factor: 1.424, year: 2013 http://onlinelibrary.wiley.com/doi/10.1002/nla.816/pdf
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      Remolina-Millán, Aduljay; Hernández-Arroyo, Emil
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          International Mechanical Engineering and Agricultural Sciences Congress – CIIMCA 2013 – Floridablanaca, Colombia. Conferencephotograph Closure of CIIMCA 2013. Details of the editorial committee and acknowledgements are available in the PDF

      
	
      PDF models and synthetic model for the wind speed fluctuations based on the resolution of Langevin equation

      International Nuclear Information System (INIS) 

      Calif, Rudy

         2012-01-01

         Highlights: ► Probability Density Functions are proposed to fit the wind speed fluctuations distributions for three representative classes. ► Stochastic simulations are performed using a Langevin equation for each class. ► The properties of simulated and measured wind speed sequences are close. -- Abstract: Wind energy production is very sensitive to turbulent wind speed. Thus rapid variation of wind speed due to changes in the local meteorological conditions can lead to electrical power variations of the order of the nominal power output, in particular when wind power variations on very short time scales, range at few seconds to 1 h, are considered. In small grid as they exist on islands (Guadeloupean Archipelago: French West Indies) such fluctuations can cause instabilities in case of intermediate power shortages. The developed analysis in reveals three main classes of time series for the wind speed fluctuations. In this work, Probability Density Functions (PDFs) are proposed to fit the wind speed fluctuations distributions in each class. After, to simulate wind speed fluctuations sequences, we use a stochastic differential equation, the Langevin equation considering Gaussian turbulence PDF (class I), Gram–Charlier PDF (class II) and a mixture of gaussian PDF (class III). The statistical and dynamical properties of simulated wind sequences are close to those of measured wind sequences, for each class.
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         and fetal outcome; to identity the prevailing factors and to proffer solutions. st. Materials and Methods: This was a retrospective study carried out over a 3-year period between 1 January st. 2011 and 31 December 2013. ... laboratory challenges and financial constraint (63.6% and 53.4% respectively). There was a statistically.

      
	
      Observations on the W-transport in the core plasma of JET and ASDEX Upgrade
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      Probets, Steve; Brailsford, David; Carr, Les; Hall, Wendy
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         Two complementary de facto standards for the publication of electronic documents are HTML on theWorldWideWeb and Adobe s PDF (Portable Document Format) language for use with Acrobat viewers. Both these formats provide support for hypertext features to be embedded within documents. We present a method, which allows links and other hypertext material to be kept in an abstract form in separate link databases. The links can then be interpreted or compiled at any stage and applied, in the correct ...

      
	
      Self-consistent EXAFS PDF Projection Method by Matched Correction of Fourier Filter Signal Distortion
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         Inverse problem solving computation was performed for solving PDF (pair distribution function) from simulated data EXAFS based on data FEFF. For a realistic comparison with experimental data, we chose a model of the first sub-shell Mn-0 pair showing the Jahn Teller distortion in crystalline LaMnO3. To restore the Fourier filtering signal distortion, involved in the first sub-shell information isolated from higher shell contents, relevant distortion matching function was computed initially from the proximity model, and iteratively from the prior-guess during consecutive regularization computation. Adaptive computation of EXAFS background correction is an issue of algorithm development, but our preliminary test was performed under the simulated background correction perfectly excluding the higher shell interference. In our numerical result, efficient convergence of iterative solution indicates a self-consistent tendency that a true PDF solution is convinced as a counterpart of genuine chi-data, provided that a background correction function is iteratively solved using an extended algorithm of MEPP (Matched EXAFS PDF Projection) under development
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         Potent, selective, and structurally new inhibitors of the Fe(II) enzyme Escherichia coli peptide deformylase (PDF) were obtained by rational optimization of the weakly binding screening hit (5-chloro-2-oxo-1,4-dihydro-2H-quinazolin-3-yl)-acetic acid hydrazide (1). Three-dimensional structural information, gathered from Ni-PDF complexed with 1, suggested the preparation of two series of related hydroxamic acid analogues, 2-(2-oxo-1,4-dihydro-2H-quinazolin-3-yl)-N-hydroxy-acetamides (A) and 2-(2,2-dioxo-1,4-dihydro-2H-2lambda(6)-benzo[1,2,6]thiadiazin-3-yl)-N-hydroxy-acetamides (B), among which potent PDF inhibitors (37, 42, and 48) were identified. Moreover, two selected compounds, one from each series, 36 and 41, showed good selectivity for PDF over several endoproteases including matrix metalloproteases. However, these compounds showed only weak antibacterial activity.
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         Differential molecular diffusion is a fundamentally significant phenomenon in all multi-component turbulent reacting or non-reacting flows caused by the different rates of molecular diffusion of energy and species concentrations. In the transported probability density function (PDF) method, the differential molecular diffusion can be treated by using a mean drift model developed by McDermott and Pope. This model correctly accounts for the differential molecular diffusion in the scalar mean transport and yields a correct DNS limit of the scalar variance production. The model, however, misses the molecular diffusion term in the scalar variance transport equation, which yields an inconsistent prediction of the scalar variance in the transported PDF method. In this work, a new model is introduced to remedy this problem that can yield a consistent scalar variance prediction. The model formulation along with its numerical implementation is discussed, and the model validation is conducted in a turbulent mixing layer problem.
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